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ABSTRACT 


This  report  describes  the  work  of\tdie  UCL  INDRA  group 
during  1977.  The  bulk  of  the  report^consists  of 
papers  which)  have  been  published  or  are  in  the  press. 
TheseMicover  the  group's  activities  with  the  UK 
Experimental  Packet  Switched  Service,  with  measurement 
tools  for  a  Packet  Satellite  Network,  with  measurement 
of  a  specific  Host-Host  Protocol,  and  with  the  combination 
of  Facsimile  Techniques  with  Message  Processing  in  packet- 
switched  data  networks.  There  are  also  short  summaries 
of  the  UCL  work  on  the  X25  Network  Access  Protocols  and 
on  the  interconnection  of  computer  networks.  Finally, 
the  current  usage  being  made  of  the  UCL  node  of  ARPANET 
is  analysed. 


1 


INTRODUCTION 

Each  year  the  INternational  Display  and  Remote  Access 
group  (INDRA)  at  University  College,  London  (UCL) 
produces  an  annual  report.  This  report  is  designed 
to  summarize  our  work,  and  is  in  any  case  a  contractual 
requirement  of  many  of  the  organizations  supporting 
the  work.  This  annual  report  is  extremely  costly 
in  resources  to  write,  but  is  a  valuable  exercise  focus 
in  forcing  us  to  present  our  accomplishments. 

In  mid-1975,  we  presented  a  series  of  seven  programs 
at  conferences.  These  were  bound  together  as  a 
Technical  Report  (INDRA  1975).  The  1975  annual  report 
was  based  heavily  on  that  reference.  This  year  we 
have  written  five  papers  near  the  end  of  1977,  and  also 
published  a  number  of  INDRA  reports.  For  this  reason, 

I  have  decided  to  base  this  annual  report  principally 
upon  these  published  papers. 

One  disadvantage  of  this  approach  is  that  it  does  not 
provide  uniform  coverage  of  those  projects  we  are 
pursuing.  The  length  of  the  chapters  is  only  a  reflec¬ 
tion  of  the  papers  presented,  not  an  evaluation  of  the 
importance  of  the  work.  Our  work  with  EPSS  (chapter  3), 
SATNET  (Chapter  5),  Measurements  (Chapter  6)  and 
Facsimile  (Chapter  7)  represent  mature  activities, 
and  therefore  are  covered  adequately  by  this  approach. 

Two  projects,  the  multi-machine  system  (Chapter  2) 
and  the  analysis  of  ARPANET  usage  (Chapter  8),  are 
so  mature,  that  the  work  is  more  in  the  nature  of 
service  activities  than  research.  The  research  aspects 
have  been  treated  in  earlier  annual  reports  and  papers. 

No  papers  on  this  subject  have  been  prepared  this 
year,  so  that  short  progress  reports  are  provided. 

The  publications  of  the  group  are  listed  in  Chapter  9. 

We  have  other  important  research  activities  -  one  is 
on  problems  with  the  interconnection  of  networks, 
another  work  with  the  X25  Network  Access  Protocol. 

Some  of  our  work  includes  also  connection  of  networks 
with  X25  access  protocols.  The  work  on  the  interconn¬ 
ection  of  networks  has  progressed  substantially  during 
the  year,  but  not  in  a  sufficiently  definitive  way  to 
produce  a  paper.  We  have  decided,  therefore,  to  pass  over 
these  aspects  of  the  work  for  this  report  —  except 
where  it  is  alluded  to  in  Chapters  2,  3,  4  and  5.  Our 
work  on  simulation  of  network  protocols  has  continued,  but 
has  not  been  digested  sufficiently  to  summarize  here. 
Therefore  this  work  will  not  be  reported.  A  project  on 
a  Network  Access  Machine  has  been  completed,  and  a 
very  comprehensive  thesis  produced  (KENT  1977).  This 
activity  was  independent  of  others,  and  is  heavily 
dependent  on  the  PDP9.  It  has  been  applied,  reasonably 
successfully,  to  automating  some  of  the  Facsimile  Control 
of  Chapter  7.  This  activity  will  also  not  be  described 
further  here,  but  is  described  in  the  reference. 


A  major  new  area  into  which  we  are  putting  consider¬ 
able  effort  is  our  work  with  the  X25  Access  Protocol. 
This  work  is  too  new  to  have  reportable  results,  but 
represents  a  sufficient  fraction  of  our  research 
effort  that  we  must  describe  both  our  intentions  and 
our  progress.  This  work  is  discussed  in  Chapter  4. 

Finally,  we  must  acknowledge  gratefully  support  from 
a  number  of  organisations  for  whom  this  report 
represents  the  annual  report.  These  organisations 
are  the  Atomic  Energy  Authority  (Agreements  MIC  69324 
and  AGMT/CUL/936 ) ,  the  British  Library  (SI/G/093  and 
172),  the  Ministry  of  Defence  ( AT/2047/064 ) ,  the 
Science  Research  Council  (B/RG/5981  and  67022)  and 
the  US  Defence  Advanced  Research  Projects  Agency  via 
the  US  Office  of  Naval  Research  (N00014-77-B-0005) . 
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II  THE  MULT I MACHINE  SYSTEM  AND  NETWORK  INTERCONNECTION 
2.1  The  Multimachine  System 

During  1977,  progress  with  this  system  was  slower 
than  anticipated.  This  was  partly  due  to  the  software 
complexity,  and  partly  due  to  the  change  in  personnel 
on  the  project.  However,  substantial  progress  was 
made,  and  we  were  in  a  position  to  prepare  to  provide 
a  multi-system  in  1978. 

The  release  of  the  basic  SWITCH  system,  described  fully 
in  previous  reports,  (e.g.  KIRSTEIN  1977)  was  made  in 
late  1976.  This  provided  a  basic  mechanism  for  attaching 
different  Hosts  and  Networks.  All  the  newer  subsystems 
written  since  mid  1976  were  written  in  a  form  to  fit 
under  SWITCH.  These  included  the  ULCC  CDC  system,  EPSS 
and  the  Culham  GEC  4080  system.  All  three  of  these 
became  operational  for  terminal  traffic  by  the  middle 
of  1977.  An  experimental  service  of  the  Culham  GEC  4080 
and  EPSS  was  run  together  for  a  few  hours  a  day  from 
mid  1977.  The  system  has  operated  reasonably  reliably. 
Our  experience  with  the  EPSS  portion  is  discussed  in 
Chapter  3.  The  interactive  facilities  for  the  Rutherford 
(RL)  IBM360/195  system  was  also  brought  under  SWITCH 
in  early  1977.  The  combined  RL,  ULCC  and  RSRE  systems 
were  run  together  experimentally  for  a  few  hours  a  day 
for  several  weeks.  This  service  was  also  fairly  rel¬ 
iable,  but  was  soon  withdrawn.  The  usj  of  the  RL 
system  is  so  well  established,  that  file  transfer  is 
an  absolute  requirement.  For  this  reason  we  decided 
to  withdraw  the  CDC/RL  service  under  SWITCH  until  file 
transfer  facilities  could  be  supported  also. 

The  file  transfer  capability  for  the  ULCC  system  was 
provided  early  in  the  summer,  and  was  adequate,  but 
needed  two  improvements.  First,  the  log-in  was 
implicit,  so  that  no  general  service  could  be  offered. 
Second,  it  ran  with  an  operating  system  release  at 
ULCC  which  was  being  replaced.  Making  the  total  of 
SWITCH/CDC  system  operational  (supporting  interactive 
terminal  and  file  transfer  under  SWITCH),  was  largely 
completed  by  the  end  of  1977. 

The  provision  of  file  transfer  capability  under  SWITCH 
was  needed  for  all  these  systems.  Since  this  required 
some  basic  systems  work,  we  decided  to  concentrate 
first  on  making  the  ARPA-CDC  portions  work.  After 
this  we  concentrated  on  the  IBM  360  portions.  By  the 
end  of  1977,  the  RL  System  under  SWITCH  (with  inter¬ 
active  terminals  and  file  transfer)  was  largely 
operational.  We  expect  to  integrate  progressively  the 
ARPA,  RL,  ULCC,  RSRE,  CULHAM  and  EPSS  system  together 
during  the  first  two  quarters  of  1978. 
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Our  initial  feeling  is  that  although  the  basic  PDP  9 
is  a  swapping  virtual  system,  too  much  code  will 
need  to  be  resident  to  envisage  putting  all  the  systems 
together  on  one  machine.  We  would  like  to  get  into 
a  position  to  have  ARPANET,  RL,  ULCC,  RSRE  and  the 
slow  EPSS  line  on  one  PDP  9  computer,  with  ARPANET, 
the  fast  EPSS  line  and  Culham  on  the  other.  Whether 
this  will  be  possible  remains  to  be  seen. 

In  general  we  expect  to  move  into  a  situation  where 
one  PDP  9  will  be  a  service  machine  almost  all  the 
time,  and  the  other  one  all  but  perhaps  4  hours/day. 
Moreover,  increasingly  all  service  traffic  should 
come  over  EPSS  and  not  into  the  TIP  directly.  We 
have  several  motivations  for  going  in  this  direction. 
First,  the  PDP  9s  are  reaching  the  end  of  a  useful 
research  life;  they  have  a  sophisticated  and  useful 
set  of  software  concerned  with  current  networks  and 
systems,  and  this  should  be  used  as  fully  as  possible. 
Secondly,  with  the  emergence  of  commercial  trans¬ 
atlantic  services,  such  as  the  International  Packet 
Switched  Service,  it  will  become  unacceptable  to  the 
PO  for  us  to  operate  private  shared  network  services, 
over  which  they  have  no  control  at  all.  By  passing 
through  a  public  (albeit  experimental)  carrier  network 
like  EPSS,  the  PO  can  keep  some  control  of  the  usage; 
the  direct  terminal  access  may  then  become  unnecessary, 
so  that  we  would  not  be  crippled  if  it  was  forbidden. 

2.2  Interconnection  of  computer  networks 

Over  the  year  much  work  has  been  done  both  on  the 
overall  architecture  of  connecting  computer  networks, 
and  also  on  specific  problems.  We  have  been  able  to 
draw  substantially  on  our  experiences  with  the  SWITCH 
gateway  mentioned  above  and  our  initial  experiences 
with  the  gateway  between  ARPANET  and  SATNET  of  Chapter  5 
The  two  gateways  represent  almost  two  extremes  in 
approaches  in  connecting  different  networks;  thus 
we  have  been  forced  to  consider  very  broad  approaches 
to  interconnection  which  have  ,  served  us  in  good  stead 
for  current  activities;  this  work  will  provide  a  basis 
for  future  work  more  related  to  X25  networks,  and 
the  connection  of  local  to  national  facilities. 

Despite  the  advent  of  X25  the  interconnection  of  data¬ 
gram  networks  is  a  major  topic  of  interest  both  for 
the  connection  of  local  networks  -  especially  where 
ring,  or  broadcast  nets  are  involved,  and  also  in 
defence  networks  where  reliable  communication  and  the 
use  of  networks  operating  over  very  different  media, 
make  the  X25  approach  unsatisfactory.  The  drive  to 
obtain  totally  acceptable  protocol  structures  to 
support  this  form  of  intercommunication,  irrespective 
of  short  timescales,  makes  the  subject  a  very  differ¬ 
ent  one  from  X25  oriented  work.  In  the  latter, 
compromises  have  to  made  in  order  to  achieve  service 
objectives  in  the  remaining  years  of  the  1970s. 


Contributions  in  this  wider  environment 
are  very  different  from  the  rest  of  the  group's 
work;  it  has  not  been  easy  to  make  useful  advances 
with  the  very  limited  manpower  available  on  the 
project.  The  group's  main  contribution  during  1977 
was  the  production  of  a  comprehensive  position 
document  (BENNETT  1977),  which  was  discussed  and 
distributed  widely  among  the  ARPA  Internet  Working 
Group  studying  this  problem  area.  The  production 
of  the  position  document  enabled  us  to  identify 
particular  areas  in  which  we  felt  able  to  concentrate 
our  resources.  We  defined  problem  areas  as  follows: 

addressing 
flow  control 
routing 

gateway  maintenance 
gateway  fragmentation 

the  requirements  for  an  internetwork  protocol 

In  particular  we  have  clarified  the  existing  under¬ 
standings  on  addressing,  and  we  put  forward  novel  ideas 
on  gateway  fragmentation,  gateway  flow  control,  and 
gateway  maintenance.  In  this  work,  we  are  using 
results  obtained  from  the  TCP  simulation  work  mentioned 
elswhere.  The  existence  of  the  ARPANET/ SATNET  gate¬ 
way  on  which  the  GNOME  measurement  tool  resides, 
(Chapter  5)  enabled  us  to  study  at  first  -hand  the 
control  of  a  gateway  from  a  remote  location,  and  the 
obvious  flow  control  and  congestion  problems  of 
datagram  gateways  without  built-in  control  procedures 
and  conventions.  We  have  also  had  the  opportunity 
to  study  possible  modes  of  operation  for  the  inter¬ 
connection  of  a  datagram  network  with  an  X25  mode 
of  operation. 

During  the  latter  half  of  1977,  the  provisional  CCITT 
recommendation  was  produced  for  the  connection  of 
X25  Virtual  Call  Networks.  The  group  participated 
in  the  formulation  of  an  IFIP  submission  to  CCITT; 
in  1978  we  expect  to  utilise  mere  fully  the  experience 
gained  on  internetworking  to  comment  further  on 
CCITT  plans. 


The  need  to  support  an  X25  DTE  interface  at  the  conn¬ 
ection  point  between  private  and  public  networks 
has  considerably  altered  the  likely  nature  of  future 
interconnection  approaches.  The  UCL  SWITCH  gateway 
represents  a  service  gateway  approach  that  will  be 
increasingly  adopted  where  protocols  are  incompatible 
and  no  end-to-end  addressing  is  feasible.  The 
British  Universities  plans  for  an  X25  network  are 
an  ideal  forum  for  the  development  of  these,  and 
during  late  1977  the  group  started  to  become  involved 
in  the  discussions  about  the  evolvement  of  the  diff¬ 
erent  interconnection  approaches  which  will  be  taken 
^^^f^l^t^e^i^na^y^j^^yrks.  Out  of  our  previous 
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work,  the  concept  of  a  service  gateway  is  likely 
to  be  extended  and  to  some  extent  formalised  into 
the  different  levels  of  mapping  that  may  be  required 
to  be  performed  in  order  to  provide  certain  services. 


Ill  ACTIVITIES  WITH  EPSS 

Our  activities  and  experience  with  EPSS  are  discussed 
in  a  paper  which  will  be  presented  at  EUROCOMP  78 
in  May  1978.  Rather  than  repeat  this  description, 
this  paper  is  presented  in  its  entirety  in  this 
Chapter. 
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II 

EXPERIENCES  WITH  THE  INITIAL  EFSS  SERVICE 


P.L.  HIGCINSON  and  Z.Z.  FISHER 

Department  of  Statistics  and  Computer  Science 
University  College  London 


Abstract 


A  minicomputer  at  University  College  London  has  been  connected 
as  a  Gateway  to  both  the  EPSS  and  the  ARPA  packet-switching  networks 
so  that  users  on  one  network  may  access  resources  on  the  other.  An 
overview  is  given  of  the  Gateway  system  and  the  structure,  implement¬ 
ation  and  operation  of  the  EPSS  part  of  the  connection  is  presented 
in  detail.  Progress  to  date  and  planned  future  activities  are 
reviewed,  and  the  relevance  of  this  work  to  future  public  networks 
is  described. 


4.1 


1.  INTRODUCTION 

The  Networks  Research  Group  at  University  College  London  (INDRA) 
has  had  a  connection  to  the  network  of  the  Advanced  Research  Projects 
Agency  (ARPA)  for  many  years.  Recently  the  group  has  connected  its 
PDP-9  mini-computers  to  the  Experimental  Packet  Switched  Service 
(EPSS)  of  the  British  Post  Office.  The  original  objects  for  making 
this  connection  were  to  gain  experience  with  and  assist  in  the  evalu¬ 
ation  of  EPSS,  and  to  make  it  possible  for  users  on  the  ARPA  network 
to  access  EPSS  and  vice-versa.  Recently  we  have  come  to  believe  we 
can  also  use  EPSS  to  gain  experience  for  the  next  generation  of  X?‘5 
networks . 

This  paper  reports  on  our  experience  of  making  the  connection  to 
EPSS,  the  problems  encountered  and  describes  the  interface  to  the  ARPA 
network  software.  It  mentions  briefly  our  future  activities. 


2.  LEVELS  OF  EPSS  PROTOCOL 

The  protocols  in  use  on  EPSS  are  structured  as  a  number  of  indep¬ 
endent  layered  protocols  with  each  protocol  using  the  services  provided 
by  the  level  below  and  providing  services  to  the  level  above. 

Figure  1  shows  this  diagrammatically. 
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The  Link  Access  Protocol  (Ref. 1)  uses  a  basic  transmission  service 
and  provides  a  reliable  ordered  packet  delivery  service  between  the 
Call  Protocol  modules  in  the  host  computer  and  the  Packet  Switching 
Exchanges.  The  Call  Protocol  (Ref. 1)  utilises  this  reliable  link  to 
setup  sind  support  a  number  of  independent  data  streams  between  various 
host  computers.  The  Bridge  (Ref. 2)  enhances  this  with  extra  control 
facilities  both  for  establishing  and  clearing  the  links  and  for  better 
flow  control.  Figure  2  shows  how  these  protocols  fit  into  our  imple¬ 
mentation. 

At  the  higher  (Process)  interface  to  Bridge  the  data  has  been 
demultiplexed  and  subjected  to  controls,  but  has  not  yet  been  inter¬ 
preted.  The  Higher  Level  Protocols  give  meaning  to  the  data  by  con¬ 
verting  between  the  formats  and  conventions  used  in  the  host  computer 
and  those  standardised  for  the  network.  For  example,  for  terminal 
access  to  interactive  application  programs  the  higher  level  protocol 
might  involve  editing  of  input, and  adding  format  effectors  and  padding 
to  output;  the  exact  details  are  host  dependent.  For  file  transfers, 
the  File  Transfer  Protocol  converts  between  standardised  network  con¬ 
ventions  and  the  local  file  store  access  interfaces. 


3.  GENERAL  STRUCTURE  OF  OUR  GATEWAY  IMPLEMENTATION 


Figure  2  shows  the  general  structure  of  the  EPSS/ARPA  connection 
within  our  gateway.  The  system  we  run  also  supports  a  connection  to 
the  Culham  Laboratory  which  is  not  shown  in  the  figure  and  is  not 
relevant  to  this  paper.  The  modules  for  the  Culham  system  are  linked 
in  at  the  ’User  Interface'  and  other  systems  can  be  similarly  suppor¬ 
ted  up  to  the  capacity  of  the  computer.  For  simplicity,  the  drivers 
which  invoke  the  protocol  modules,  the  local  command  software  and  the 
interfaces  to  the  local  teletype,  punch  and  printer  (for  operator 
messages,  statistics  and  selectable  package  monitoring) are  not  shown. 

It  is  not  intended  in  this  paper  to  discuss  the  Svitch  System, 
which  was  outlined  at  an  earlier  Eurocomp  (Ref. 3),  or  the  Arpanet 
connection  modules,  most  of  which  have  been  operational  for  some  time 
even  though  many  changes  were  made  (particularly  to  the  File  Transfer 
module)  when  the  system  was  interfaced  to  Svitch.  However,  in  order 
to  put  the  EPSS  modules  into  context,  it  is  necessary  to  say  a  little 
about  the  facilities  available. 

The  Switch  System  is  a  set  of  software  modules  within  the  PDP-9 
which  permits  the  dynamic  establishment  of  links  between  streams  at 
the  User  Interface,  These  streams  are  then  mapped  into  calls  in  the 
appropriate  protocol  by  the  EPSS  or  Arpanet  modules.  Switch  also 
provides  common  facilities  for  commands,  status  and  help  to  inter¬ 
active  users  from  any  network. 

Requests  to  Switch  fall  into  four  basic  categories  -  Control, 
Service,  Data  and  FTP.  Control  requests  to  allow  the  allocation  of 
queues  to  new  users  and  tidying  up  when  users  go  away.  It  is  also 
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possible  during  a  call  to  request  its  status  and  the  amount  of  data 
queued.  Service  requests  can  be  typed  by  interactive  users  and  govern 
the  setting  up  and  clearing  of  connections  to  other  networks;  these 
requests  are  also  used  directly  by  programs.  Data  requests  are  used 
to  forward  data  across  the  connection,  send  data  back  to  a  user  and 
pick  up  data  queued  for  a  user.  File  transfers  are  organised  by  using 
the  Control  and  Service  requests  to  setup  a  link  between  two  file  tra¬ 
nsfer  modules,  the  FTP  requests  to  initiate,  accept  and  terminate  the 
file  transfer  and  the  Data  requests  to  pass  over  the  file  contents. 

The  Arpanet  modules  have  the  capability  to  accept  calls  fron  int¬ 
eractive  terminal  users  on  Arpanet,  to  make  interactive  calls  (on  be¬ 
half  of  users  on  other  networks  via  Switch)  into  Arpanet,  and  to  tran¬ 
sfer  files  in  either  direction  at  the  request  of  users  on  Arpanet 
hosts.  The  Arpanet  modules  to  allow  other  networks  to  control  file 
transfers  are  not  yet  operational  and  hence  the  user  is  required  to 
make  his  transfer  request  to  an  Arpanet  host.  Switch  and  other  file 
transfer  modules  (e.g.  the  Culham  one)  can  support  control  of  transfers 
by  either  party. 

1*.  OVERVIEW  OF  OUR  EPSS  INTERFACE  SOFTWARE 

Our  EPSS  software  is  divided  into  three  sections  by  the  User, 
Process  and  Handler  interfaces  as  shown  in  Figs.  1  and  2.  Following 
experiences  with  our  Arpanet  implementation,  where  the  levels  of  pro¬ 
tocol  are  more  mixed  and  our  implementation  less  well  structured  than 
shown  in  Fig. 2,  we  have  attempted  to  provide  rigid  separation  at  the 
three  interfaces. 

At  the  handler  interface,  a  flow  of  packets  passes  in  each  direc¬ 
tion.  Z21  the  packets  passed  down  through  this  interface  are  sent  in 
the  same  order  to  the  PSE  and  all  packets  correctly  received  are  ack¬ 
nowledged  (if  necessary)  and  passed  up  to  the  call  handler. 

The  Call  and  Bridge  Handler  demultiplexes  the  individual  data 
streams  and  passes  the  received  data  via  the  process  selector  for 
decoding  by  the  high  level  protocol  routines.  In  the  reverse  direction, 
data  prepared  by  the  high  level  protocol  routines  is  given  to  the  pro¬ 
cess  selector  for  transmission.  As  soon  as  flow  control  permits  and 
local  buffers  are  available,  the  call  handler  puts  the  data  into  pack¬ 
ets  and  passes  them  to  the  line  handler. 

A  virtual  call  service  with  reliable  delivery  and  flow  control  is 
provided  to  ’processes’  which  run  above  the  Process  Interface.  We 
currently  run  a  decoder  for  the  Character  Virtual  Packet  Terminal 
(ChVPT)  protocol  which  is  the  protocol  used  by  character  terminals 
which  have  dialled  up  the  EPSS  Packet  Switching  Exchange  directly 
(appendix  E  of  Ref. 1 )  and  by  character  terminals  on  hosts  which  wish 
to  access  interactive  services.  Input  and  output  for  character  ter¬ 
minals  is  converted  between  the  ChVPT  format  and  the  internal  format 
used  by  Switch.  On  the  far  side  of  Switch  the  Telnet  Protocol  (Ref.**) 
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program  does  the  equivalent  for  the  Arpanet. 

*  We  are  in  the  process  of  setting  up  a  File  Transfer  process  which 

will  convert  between  the  EPSS  File  Transfer  Protocol  (Ref. 5)  primitives 
an!  the  primitives  used  across  Switch  (Refs.  6  and  7).  One  of  the 
.Arpanet  modules  does  the  equivalent  for  the  Arpanet  File  Transfer ( Ref.  M. 


5.  THE  PROCESS  INTERFACE  AND  RON-STANDARD  PROCESSES 


The  process  interface  allows  any  number  of  high  level  protocols 
to  be  used  above  the  virtual  circuit  service  provided  by  the  Call  and 
Bridge  Handler.  The  primitives  of  this  interface  are  listed  in  Annex  1 
and  it  is  worth  noting  that  they  follow  closely  with  the  guidelines 
laid  down  in  the  Bridging  Ptotocl  Specification  for  the  Higher  Level 
Interface  (Chapter  3  of  Ref. 2). 

Apart  from  the  terminal  and  file  transfer  protocols  mentioned 
above,  we  have  had  a  workstation  interfaced  to  EPSS  at  the  process 
interface  and  we  plan  co  i?Kerface  an  X25  DCE  in  the  same  way.  The 
process  interface  is  alsc  configured  to  support  the  'datagram  type' 
single  packet  '.nil?  <.f  tb*  SPSS.  We  expect  to  use  this  facility  to 
pass  some  of  the  Iatcru^tvo'<k  protocols,  (e.g.  Ref. 8)  cn  end-to-end 
datagram  services  through  the  Gateway.  Another  possible  process  using 
this  facility  would  be  a  statistics  and  availability  routine  using 
the  Echo  process  on  other  EPSS  hosts  via  single  packet  calls. 


6.  THE  WORKSTATION  PROCESS 


In  late  1976  we  implemented  a  complete  Rutherford  Laboratory 
Workstation  as  a  process  connected  to  EPSS.  The  Rutherford  Laboratory 
have  extended  the  IBM  HASP  1130  workstation  to  support  interactive 
terminals  in  addition  to  the  normal  card  readers  and  line  printers, 
and  we  had  an  implementation  of  this  which  mapped  the  workstation 
streams  onto  Arpanet «  We  modified  this  system  by  altering  the  code 
which  gave  a  packet  to  the  line  hardware  for  transmission,  to  give  it 
to  the  Process  Selector  instead  and  to  take  a  packet  from  the  Process 
Selector  and  pretend  it  had  received  it  from  a  telecommunications  line. 
We  arranged  that,  instead  of  sending  the  initial  'ENQ'  message,  it 
opened  a  cadi,  and  instead  of  sending  the  final  'SIGNOFF'  message, 
closed  it.  The  CRC  check  was  also  disabled  in  the  Workstation  soft¬ 
ware,  since  the  EPSS  packets  had  their  own  CRC  check. 

The  system  then  worked  as  a  workstation  and  used  one  EPSS  call 
for  all  its  traffic.  We  reus  it  in  parallel  with  a  leased  line  version 
(on  a  different  machine)  and  the  users  could  not  distinguish  the  two 
systems  easily.  The  commands  to  the  two  systems  were  identical,  of 
course,  and  the  faster  line  speed  through  EPSS  made  up  for  the  three 
hops  (UCL-PSE-PSE-RL)  and  the  smaller  packets.  In  fact,  whether  out¬ 
puts  came  in  bursts  of  six  lines  or  four  was  the  only  easy  way  to  tell 
which  system  was  being  used  without  examining  some  physical  aspect  of 
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the  connection.  Some  of  the  conclusions  which  were  drawn  from  this 
experiment  are  discussed  in  Section  23. 


7.  THE  X25  DCE  PROCESS 

We  have  under  development  a  process  which  will  convert  between 
the  process  interface  and  the  CCITT  X25  Level  3  protocol  (Ref. 9)  as 
would  be  implemented  by  a  packet  switching  service.  The  complementary 
Level  2  implementation  and  HDLC  hardware  interface  are  undergoing  test¬ 
ing  at  the  moment.  This  system  will  be  used  to  provide  a  realistic 
X25  exchange  with  calls  setup  through  EPSS  as  well  as  some  possible 
interworking  of  our  X25  terminals  with  EPSS. 

8.  FILE  TRANSFER  MODULE 

The  primitives  of  the  Switch  FTP  for  requesting  file  transfers 
are  based  on  the  EPSS  File  Transfer  Protocol,  but  the  formats  for  the 
messages  were  changed  so  that  they  were  easier  for  programs  to  decode. 

A  parameter  buffer  is  built  by  one  process  and  decoded  (usually  with¬ 
out  being  moved)  by  another.  For  the  data  phase,  the  existing  queuing 
system  is  used  for  the  data  transfer,  but  the  direct  control  remains 
for  the  passing  of  control  signals. 


9.  CHARACTER  TERMINAL  PROTOCOLS 

The  simple  transparent  ChVPT  protocol  defined  by  the  Post  Office 
has  been  implemented  by  most  of  the  active  EPSS  users.  It  is  a  simple, 
completely  transparent,  teletype  compatible  protocol  and  it  is  relat¬ 
ively  easy  for  hosts  which  wish  to  make  outgoing  calls  to  mimic  enough 
of  the  protocol  to  make  a  host-host  connection  work.  A  need  for  stan¬ 
dardisation  of  the  use  of  the  ChVPT  protocol  by  hosts  has  recently 
become  apparent  in  order  to  avoid  host  implementations  being  incompat¬ 
ible  with  one  another.  This  experience  shows  that  there  is  a  need 
for  great  comonality  in  the  use  of  terminal  protocols  by  hosts,  if 
terminals  interfaced  to  local  networks  and  directly  to  hosts  are  to 
use  the  same  protocols  as  character  terminals  interfaced  directly  by 
the  network. 


10.  OUR  IMPLEMENTATION  OF  THE  CHARACTER  VIRTUAL  PACKET  TERMINAL 


Because  the  ChVPT  is  a  transparent  protocol,  the  host  must  provide 
options  for  the  support  of  different  types  of  character  terminal.  We 
provide  support  for  three  types  of  terminal  and  the  type  of  support 
selected  is  decided  by  the  Process  Number  selected  by  the  caller. 

The  Process  Number  is  a  Sub-address  given  by  the  user  and  it  is  used 
to  select  the  protocol,  the  service  and  any  local  options;  in  some 
cases  it  can  be  extended  into  the  data  part  of  the  call  originating 
packet . 
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Two  of  the  types  of  terminal  supported  are  intended  for  VDU's  and 
printing  terminals  connected  to  the  PSE.  In  these  cases,  if  the  user 
types  a  line  terminated  by  carriage  return,  a  line  feed  is  sent  back 
to  complete  the  new  line.  The  third  type  is  intended  for  terminals  on 
hosts  where  the  line  feed  will  be  provided  locally  and  not  sent  back 
across  EPSS.  In  addition,  for  the  PSE  terminals,  input  may  be  termi¬ 
nated  by  DEL  in  order  to  abort  a  line  being  input  and  by  Controi-N  in 
order  to  forward  a  partial  line.  This  interpretation  is  carried  out 
by  our  host  software,  not  by  the  PSE.  For  printer  terminals,  padding 
characters  are  inserted  in  the  output. 

We  do  not  at  the  moment  provide  either  variable  amounts  of  padding 
or  for  parity  generation  or  checking.  The  advantage  of  a  transparent 
protocol  is  that  these  can  be  provided  should  we  wish.  The  disadvant¬ 
ages  are  the  cost  of  all  hosts  having  to  provide  support  for  several 
types  of  terminals  and  the  asymmetry  that  usually  results,  whereby 
certain  terminals  are  only  usable  with  certain  hosts.  We  also  know 
from  experience  that  some  standardisation  of  usage  is  necessary  to 
permit  host-host  working. 


11.  THE  CALL  AND  BRIDGE  HANDLER 

The  Receive  and  Transmit  handlers  are  relatively  straightforward 
and  deal  with  flow  control,  multiplexing  and  demultiplexing  of  the 
packet  stream  and  call  setup  and  clearing.  So  far  we  have  made  the 
assumption  that  EPSS  is  reliable  and  not  implemented  packet  retry  or 
complex  error  handling.  If  errors  do  occur  we  use  the  reset  mechanism 
to  get  a  call  back  to  a  known  state.  We  assume  that  interactive  users 
vill  do  their  own  recovery  and  that  the  restart  mark  facilities  of  the 
File  Transfer  Protocol  will  be  used  to  recover  errors  in  bulk  transfers. 

In  a  paper  of  this  size  a  detailed  description  of  the  call  handl¬ 
ing  software  would  be  inappropriate.  In  general,  we  feel  the  software 
is  more  complex  because  of  the  number  of  error  conditions  in  EPSS 
{i.e.  the  number  of  Network  Information  Packets)  which  is  higher  than 
X25» for  example,  where  errors  automatically  reset  or  clear  the  call 
and  the  host  has  no  other  options  (compare  Refs.  1  and  9). 


12.  BUFFERING  STRATEGY 

The  strategy  for  managing  local  core  buffers  is  very  important  if 
copying  of  packets  around  core  is  to  be  minimised.  The  strategy  deve¬ 
loped  for  EPSS  has  been  used  in  our  X25  implementations  and  we  feel  it 
is  the  best  strategy  for  a  small  computer.  Obviously  if  there  were  a 
pool  of  system  managed  buffers,  then  it  would  be  profitable  to  use  it, 
but  there  are  problems  due  to  the  need  to  add  or  remove  headers  from 
the  start  of  packets  as  they  are  processed  by  the  call  handler. 

The  Line  Handler  owns  and  manages  a  small  ( currently  4)  number  of 
packet  buffers  which  are  used  for  both  transmission  and  reception. 


When  the  start  of  a  packet  from  the  PSE  is  detected  a  buffer  is  found 
and  the  packet  read  into  it.  After  checking,  this  buffer  is  Queued 
for  the  Call  and  Bridge  Handler.  The  Call  and  Bridge  Handler  is  given 
one  received  packet  at  once,  and  must  deal  with  it  immediately.  On 
returning  the  buffer  to  the  Line  Handler  it  is  given  the  next  received 
packet  if  any. 

The  Call  and  Bridge  Handler  processes  the  packet  header  and  passes 
the  data  part  of  the  packet  via  the  Process  Selector  to  the  appropriate 
higher  level  protocol  process;  again  this  process  must  deal  with  the 
data  immediately,  normally  by  writing  it  into  the  Queuing  System  via 
Switch.  In  this  manner,  the  process  has  no  knowledge  of  the  EPSS 
packet  header  and  we  avoid  copying  the  data  into  a  process  area  unless 
the  process  has  to  copy  it  as  part  of  its  processing  of  the  data. 

For  transmission  the  Call  and  Bridge  Handler  requests  a  buffer 
from  the  Line  Handler  and  if  one  is  available,  attempts  to  fill  it 
with  a  packet  header  and  with  data  supplied  by  a  process.  When  filled 
the  buffer  is  sent  to  the  Line  Handler  for  transmission,  and  when 
transmitted  (and  acknowledged  if  necessary)  the  buffer  is  freed.  In 
some  cases  the  process  prepares  a  block  of  data  in  its  own  buffer  which 
is  then  queued  by  the  Process  Selector  until  a  packet  buffer  is  avail¬ 
able  and  flow  control  permits  transmission.  For  efficiency  purposes, 
processes  which  forward  data  directly  from  Switch  queues  sub-contract 
their  data  preparation  to  the  Process  Selector.  This  means  that  the 
queues  (which  are  disc  based)  are  not  read  until  a  packet  buffer  is 
available,  and  avoids  the  output  data  waiting  in  core  for  EPSS  flow 
control  to  permit  its  transmission.  When  handling  a  large  number  of 
calls  this  excess  core  usage  would  be  intolerable  in  a  small  machine. 
The  sub-contracting  involves  for  terminal  streams,  for  example,  the 
inserting  of  line  feeds  and  padding  into  output. 


13.  THE  LINE  HANDLES 

The  Line  Handler  is  written  to  be  able  to  use  either  the  Standard 
EPSS  Link  Access  Protocol  through  a  Transmission  Protocol  Unit  (TPU) 
purchased  commercially  or  the  simplified  Link  Access  Protocol.  It  also 
can  use  either  a  slow  speed  synchronous  line  adaptor  or  a  specially 
modified  one  for  working  at  48K  bps.  The  handler  currently  initialises 
to  one  of  the  four  modes  but  could  eaqj.ly  be  extended  to  determine  the 
mode  at  each  line  break  if  we  required  this. 

We  have  two  lines  to  EPSS,  one  at  U8k  bps  using  the  Standard  Pro¬ 
tocol  and  another  at  2.4k  bps  using  the  Simplified  Protocol.  We  have 
a  TPU  which  handles  retransmission,  CBC  generation  and  error  checking 
for  the  Standard  Protocol  and  we  use  this  on  the  U8K  bps  line.  We 
intend  to  allow  use  of  the  Simplified  Protocol  on  this  line  as  a  fall¬ 
back  should  the  TPU  fail,  but  although  we  did  some  tests  on  the  Hand¬ 
ler  we  havo  never  pursued  this.  The  Simplified  Protocol  has  less  cri¬ 
tical  timings  and  does  not  interleave  acknowledgements  with  packets 
being  sent.  This  means  that  the  Simplified  Protocol  is  easier  to 
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handle  directly  hy  software  although  the  maximum  achievable  throughput 
is  less  than  in  the  standard  case.  How  much  less  depends  on  the  type 
of  traffic:  for  half  duplex  traffic  or  for  an  unsaturated  line  (say 
less  than  TO/S  loaded)  there  will  be  little  difference.  For  a  line 
saturated  in  ore  direction  by  large  packetr.,  the  reverse  direction  will 
be  restricted  severely  if  it  is  sending  small  packets. 

The  handling  of  the  start  of  a  packet  caused  problems  at  l»8K  bps 
since  the  length  of  a  packet  has  to  be  determined  from  the  first  two 
bytes  in  order  to  calculate  the  size  of  the  data  channel  transfer  re¬ 
quest.  The  inter-character  gap  was  too  small  to  permit  interrupt  hand¬ 
ling  by  our  software  and  hence  our  hardware  was  modified  to  both  inter¬ 
rupt  and  start  storing  the  characters  in  core.  The  software  then  picks 
up  as  many  characters  as  have  been  stored  by  the  time  it  is  called 
(the  problem  is  mainly  the  length  of  time  other  routines  disable 
interrupts ) . 

The  CRC  calculations  for  Simplified  are  lengthy  enough  that  they 
are  done  at  user  level  within  our  system,  a  reasonable  amount  of  time 
is  available  for  the  calculations. 


lU.  THE  UCL  SERVICE  OFFERING 

Since  April  1977  we  have  been  running  a  service  whereby. EPSS  users 
can  access  Arpanet.  This  has  been  made  available  to  a  few  of  the  UK 
users  of  Arpanet  who  would  normally  have  had  to  dial-up  the  TIP  in 
London  to  obtain  access.  Due  to  lack  of  our  resources  the  service  has 
only  been  run  in  the  morning  (normally  8. 1*5  to  11.00)  but  it  is  hoped 
to  be  able  to  extend  the  hours  of  running  soon. 

We  have  not  increased  the  number  of  users  partly  because  of  the 
hours  of  availability  and  partly  because  experience  has  suggested  that 
a  number  of  improvements  are  necessary.  These  improvements  are  dis¬ 
cussed  in  sections  17  and  18.  In  addition,  a  premature  attempt  to 
support  a  small  experiment  on  conferencing  via  dial-up  to  EPSS  in 
March-April  1977  has  made  us  cautious  in  our  attempts  at  usage. 

There  was  no  single  identifiable  cause  for  the  failure  to  support 
this  experiment  over  EPSS.  Both  our  PDP-9  and  the  EPSS  software  was 
unreliable  at  this  stage  and  has  since  been  improved;  obscure  hardware 
errors  were  discovered  in  EPSS  (call  reallocation  when  one  PSE  was 
down)  and  our  PDP-9  (the  interface  was  sensitive  to  certain  message 
lengths).  Another  problem  is  the  difficulty  of  connecting  through 
EPSS  and  is -described  in  18.,  however,  at  this  time  we  disconnected 
the  EPSS  user  whenever  the  Arpanet  call  was  cleared  and  this  meant 
that  the  problems  were  increased. 

We  have  recently  been  putting  effort  into  making  EPSS  hosts  avai¬ 
lable  to  Arpanet  and  improving  the  characteristics  of  the  service 
already  available.  We  currently  have  a  low  but  continuous  level  of 
usage  and  we  would  expect  this  to  increase  when  we  provide  an  improved 
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service  with  longer  availability. 


15.  STATISTICS  COLLECTED  AMP  AVAILABILITY 


The  system  monitors  a  reasonable  amount  of  data  on  connections, 
messages  and  errors.  Only  since  September,  when  we  changed  the  monit¬ 
oring  to  always  output  times  and  dates  with  messages,  have  we  been  able 
to  assess  performance  accurately.  Five  weeks  statistics,  manually 
abstracted  from  this  monitoring  are  given  in  Annex  2.  Of  the  25  days 
shown,  a  hardware  failure  kept  the  machine  down  on  two,  and  collection 
problems  gave  incomplete  statistics  on  one. 

We  have  given  the  figures  for  total  calls  and  usage,  and  a  more 
detailed  breakdown  for  the  period  9.20  to  11.00.  This  second  period 
was  chosen  to  avoid  the  'startup'  of  the  EPSS  service  which  appeared 
to  often  take  EPSS  down  in  the  8.30  to  9.00  period  (even  though  we  had 
had  calls  before  8.00  on  many  occasions)  amd  to  cover  the  time  when  we 
and  EPSS  were  intending  to  provide  a  service.  We  thus  give  the  number 
fo  breaks  in  service  for  this  period.  For  comparison  we  also  give  the 
availability  figures  for  the  period  from  1am. 

If  we  exclude  the  one  day  for  which  we  have  incomplete  statistics, 
then  we  find  our  availablility  during  the  9.20  to  11.00  period  is  rea¬ 
sonably  good  and  that  EPSS  was  available  for  93%  of  the  time  during 
which  the  system  was  running. 

Since  this  paper  was  first  prepared  we  have  amalysed  the  statist¬ 
ics  for  the  following  eight  weeks.  These  are  not  reproduced  because 
the  call  pattern  is  similar  on  days  when  the  service  was  available, 
but  due  to  various  problems,  on  many  days  the  service  was  not  available. 
Out  of  UO  days,  the  service  was  available  auid  connected  to  EPSS  for 
only  22  days  for  the  whole  of  the  period  9.20  to  11.00,  the  remainder 
being  accounted  for  as  follows: 

TPU  problems  5  days 

Power  cuts  3  days  (part  service  on  2) 

EPSS  not  available  9  days  (pert  service  on  l) 

PDP-9  hardware  1  day 

This  brings  EPSS's  availability  relative  to  us  down  to  about  70% 
for  this  period.  This  poor  performance  was  mainly  due  to  problems 
with  our  line  card  at  the  PSE  amd  its  effects  were  compounded  by  the 
necessity  to  wait  until  experts  were  available  at  our  site  in  order  to 
prove  that  the  PSE  was  at  fault  and  get  the  fault  rectified.  The  TPU 
problems  are  not  representative  since  the  unit  has  otherwise  functioned 
continuously  over  two  years  without  failure. 


16.  USAGE 


The  statistics  show  a  low  aunount  of  usage  and  virtually  atll  of  it 
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is  accounted  for  by  two  users,  the  Royal  Signals  and  Radar  Establish¬ 
ment  (RSRE)  and  the  National  Physical  Laboratoey  (NPL),  both  of  which 
have  computers  attached  to  EPSS.  There  is  little  usage  from  users  who 
dial  EPSS  directly  and  this  is  mainly  because  we  have  not  offered  users 
who  currently  dial  up  the  London  TIP  directly  the  option  of  dialling 
EPSS  instead. 

There  are  several  advantages  in  direct  access  to  EPSS  which  do  not 
apply  to  dial  up  users.  Thus  RSRE  and  NPL  avoid  line  errors  and  have 
higher  speeds  of  access  than  are  available  via  either  direct  or  EPSS 
dial  up.  Terminals  connected  to  local  facilities  are  often  more  easily 
available  than  terminals  connected  to  modems  and  the  computer  can  be 
used  to  save  transactions  for  further  processing.  In  addition,  the 
users’  overheads  in  setup  time  and  cost  are  lower  than  the  dial-up  case 
since  the  connections  already  exist. 


17.  DIAL-UP  USAGE  THROUGH  EPSS 


Dial-up  through  EPSS  is  less  attractive  to  users  for  four  reasons. 
Firstly,  the  rather  simple  6  character  command  to  the  TIP  is  replaced 
by  18  characters  to  EPSS  and  2k  characters  to  our  Gateway  (since  both 
systems  demand  identification  and  extra  information).  Secondly,  the 
system  is  less  available  and  since  the  TIP  is  needed  anyway,  failures 
in  the  Gateway  or  in  EPSS  are  additional  to  the  other  failures. 

Thirdly,  although  there  is  some  cost  difference,  a  telephone  call  is 
still  necessary  and  many  people  regard  their  time  as  more  important 
than  their  organisation’s  telephone  bill.  For  users  in  the  London 
telephone  area,  it  will  cost  more  to  use  EPSS  when  charges  are  made. 

The  fourth  reason  concerns  the  overall  usability  of  the  dial-up 
service,  tfe  regard  this  as  poor  at  the  moment  and  are  trying  to 
improve  it.  This  involves  both  the  connections  through  EPSS  and  the 
service  in  our  Gateway. 


18.  DIAL-UP  PROBLEMS  THROUGH  EPSS 

The  procedure  for  connection  across  EPSS  is  that  the  user  dials  a 
PSE  in  London,  Manchester  or  Glasgow  (whichever  is  the  nearest)  gets  a 
banner  and  identifies  himself  (9  characters);  he  then  types  a  connect¬ 
ion  request  (9  characters)  and  hopes  to  receive  a  banner  from  the  host. 
There  is  no  way  to  correct  these  sequences  and  any  failure  results  in 
disconnection  of  the  telephone  call.  Two  attempts  are  allowed  at  the 
identifier,  but  since  a  frequent  cause  of  failure  is  noise  pickup  this 
causes  the  last  character  of  the  first  attempt  to  be  taken  as  the  first 
character  of  the  second  attempt  and  ruins  both.  (This  is  particularly 
bad  with  acoustic  couplers  where  inserting  the  handset  often  causes 
one  noise  character  to  be  sent  and  this  is  taken  as  part  of  the  pass¬ 
word.)  Experienced  users  leave  the  handset  permanently  in  the  acoustic 
coupler,  type  the  identifier  very  slowly  the  first  time  and  very 
quickly  the  second  and  never  use  an  upper /lower  case  keyboard  unless 
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it  has  a  capitals  only  mode. 

The  problem  with  this  connection  procedure  is  that  it  discourages 
new  users.  Every  time  they  make  a  mistake  or  take  more  than  30  seconds 
to  complete  the  identifier  or  connection  request,  they  have  to  redial. 
Faults  of  any  type  can  also  cause  disconnections,  as  do  unavailability 
of  resources  or  host  computers.  One  is  simply  not  permitted  to  make  a 
second  attempt,  even  to  call  a  different  host,  without  redialling. 

Having  connected  to  UCL  the  user  is  relatively  safe;  we  never 
disconnect  him  except  when  we  restart  after  a  crash  (when  immediate 
reconnection  is  possible).  In  any  case,  after  a  successful  call  which 
is  cleared  normally,  another  call  is  permitted.  If  the  call  hangs  up, 
the  user  can  either  hope  it  is  the  network  and  attempt  a  reset  (which 
will  completely  hang  his  terminal  if  it  is  UCL),  or  hope  it  is  UCL  and 
clear  the  call  to  avoid  a  redial  ( in  which  case  he  will  unnecessarily 
lose  work  in  progress  if  it  is  the  network). 


19.  THE  PROBLEMS  OF  MAPPING  TERMINAL  SERVICES  IN  THE  GATEWAY 

We  have  found 'that  in  order  to  provide  a  reasonable  service  we 
have  had  to  support  several  types  of  terminal  over  EPSS,  provide  for 
forwarding  of  complete  lines,  incomplete  lines  and  the  throwing  away 
of  erroneous  lines.  Our  Gateway  totally  restructures  data  in  both 
directions  using  an  intermediate  format  which  is  based  on  7  bit  char¬ 
acters  and  records  of  a  line  or  part  line.  In  the  reverse  direction  a 
timeout  is  used  to  determine  if  an  Arpanet  host  will  complete  a  line. 

Double  echoing  presents  a  problem  which  we  have  not  attempted  to 
solve.  Most  users  need  (and  get)  an  immediate  echo  locally  as  they 
type  a  line,  before  it  is  forwarded  across  EPSS.  Many  Arpanet  hosts 
expect  to  be  doing  the  echoing  and  use  this  fact  to  alter  what  is 
echoed.  To  take  a  simple  case,  'HI*  typed  by  a  user  is  echoed  (by  a 
sorting  program  called  MSG)  as  'Headers  Inverse'.  The  user  who  turns 
off  the  Arpanet  echo  gets  'HI'  on  one  line  and  '  eaders  nverse'  on 
the  next,  and  the  user  who  types  'HI  <carriage  re turn>'  may  well  find 
that  the  <carriage  return>  has  answered  the  programs  next  question. 
Hence  our  advice  to  users  is  to  regard  the  second  echo  as  confirmation 
that  their  input  arrived  in  Arpanet  and  that  it  may  be  necessary  to 
forward  partial  lines. 


CURRENT  GATEWAY  INADEQUACIES 


At  the  moment  the  Arpanet  modules  do  not  report  loss  of  contact 
on  calls  and  this  is  a  limitation  which  we  will  rectify  shortly.  Calls 
which  cannot  be  established  are  reported  correctly  and  there  are  obvi¬ 
ously  cases  in  which  the  system  does  not  know  that  contact  has  been 
lost.  The  queuing  system  has  a  30000  character  buffer  and  this  is 
large  enough  to  hold  most  terminal  outputs.  It  is  not  large  enough  to 
hold  all  possible  ones  and  certainly  not  large  enough  for  file 


transfers;  hence  we  will  have  to  implement  some  flow  control  in  the 
EPSS  Call  Handler. 

Reliability  of  the  system  is  a  matter  of  continuous  improvement. 

We  have  very  good  facilities  for  automatic  total  restart  (by  software) 
in  the  event  of  errors  or  lack  of  progress  by  the  system.  Obviously 
changes  to  the  sytem  usually  increase  the  frequency  of  restarts  and 
careful  monitoring  and  investigation  of  failures  is  necessary  to  bring 
the  software  reliability  up  to  acceptable  levels.  We  do  not  attempt 
to  recover  calls  after  a  restart;  in  Arpanet  the  protocol  does  not 
allow  for  this  and  in  EPSS  it  is  complicated  because  the  process  orig¬ 
inally  called  by  the  user  cannot  be  identified.  Hence  we  rely  on  users 
to  reestablish  calls. 


21.  FUTURE  EPSS  -  ARPANET  FACILITIES 

We  intend  to  provide  for  access  to  EPSS  hosts  by  Arpanet  users 
and  for  the  transfer  of  files  in  both  directions.  We  intend,  if  it 
proves  reasonably  possible,  to  permit  the  exchange  of  messages  between 
EPSS  and  Arpanet.  'Mail'  is  highly  developed  in  Arpanet  with  standard 
formats  and  many  text  processing  programs  to  aid  the  construction, 
processing,  distribution  and  answering  of  mail  and  we  would  investigate 
how  this  system  could  be  extended  so  that  EPSS  and  Arpanet  addresses 
can  be  intermixed. 

We  have  problems  in  providing  general  purpose  connections  (i.e. 
non-protocol  specific  ones)  between  Arpanet  and  EPSS  because  of  the 
complexity  of  mapping  all  facilities  of  the  respective  call  level 
protocols  into  each  other.  In  particular,  since  Arpanet  uses  a  separ¬ 
ate  stream  for  connection  control,  requests  must  be  decoded  with  ref¬ 
erence  to  the  current  call  tables  and  one  message  may  contain  requests 
concerning  several  calls.  This  and  other  problems  mean  that  the 
Gatevay  has  to  interpret  parts  of  higher  level  protocols  in  order  to 
make  a  connection  work  between  the  two  networks. 


22.  TRMSHETWORK  ADDRESSING 

The  Gateway  has  only  one  address  in  each  of  the  networks  to  which 
it  is  connected.  It  is  impossible  for  a  user  on  Arpanet  to  request 
that  a  connection  be  setup  via  UCL  and  EPSS  to  NFL  (for  example)  and 
hence  the  user  makes  one  connection  to  UCL  and  then  makes  a  second 
request  for  the  EPSS-NPL  part.  We  also  take  advantage  of  this  second 
request  to  make  the  user  identify  himself  for  logging  purposes.  It 
would  have  been  possible  to  use  the  EPSS  process  number  to  select  an 
Arpanet  host  (since  there  are  less  than  256  hosts)  but  we  would  have 
lost  the  identification  and  we  would  still  have  had  to  provide  the 
second  command  facility  because  some  hosts  have  a  number  of  services 
to  which  the  user  may  connect. 

File  transfer  and  other  automatic  protocols  pose  more  complicated 
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problems  because  the  second  command  method  cannot  be  used.  For  the 
Arpanet  File  Transfer  Protocol  we  use  a  composite  username  field  be-* 
cause  the  protocol  is  multi-request  and  the  username  is  given  in  the 
first  request.  Thus  to  access  a  file  in  'MY'  account  on  NPL,  I  give 
'EPSS. 192902^6. MY'  or  something  similar.  We  intend  both  to  allow  a 
composit  username  field  and  to  allow  the  user  to  give  the  Arpanet  add¬ 
ress  in  the  EPSS  Process  field  (as  extended  in  Bridge)  and  wait  to  see 
which  is  the  better. 

The  problem  with  automatic  message  protocols  is  very  complex. 

Unless  the  message  protocols  evolve  to  include  multi-network  addressing, 
then  the  gateways  between  networks  will  have  a  large  amount  of  context 
sensitive  processing  to  do.  For  example,  a  user  with  a  mailbox  at 
Harwell  will  be  known  as  'USER  at  HARWELL’  to  mail  systems  on  EPSS. 

On  Arpanet  we  will  construct  the  identifier  ' USER /HARWELL /EPSS  at 
LON-EPS-GATEWAY ’  to  identify  this  user  and  route  his  mail  to  him.  If 
Harwell  has  a  local  mail  processing  program  then  it  will  require  a 
string  such  as  'USER2/ISI/ARPA  at  UCL'  in  order  to  send  mail  to  another 
user  whose  Arapnet  mailbox  is  ’USER2  at  ISI*.  The  Gateway  is  going  to 
have  to  convert  the  contents  of  the  standard  address  fields  (to,  from, 
sender,  reply  to,  cc,  bcc)  on  all  messages  unless  a  format  can  be 
developed  which  avoids  this. 


23.  RESULTS  OF  OUR  EPSS  WORK  SO  FAR 

With  many  developments  incomplete,  it  is  difficult  to  quantify  the 
results  of  our  work  so  far.  Experiences  from  the  use  of  File  Transfer 
Protocols  and  from  serious  production  use  of  the  Arpanet -EPSS  link 
have  yet  to  be  evaluated.  However,  we  can  attempt  to  draw  some  con¬ 
clusions  from  the  work  to  date. 

The  interfacing  of  the  Workstation  Process  described  in  Section  6 
showed  that  the  method  of  simply  putting  an  existing  data  protocol  in¬ 
side  the  packets  of  a  virtual  call  service  was  practical  and  very  res¬ 
ilient  to  failures  in  the  service.  In  X25  networks,  where  a  Permanent 
Virtual  Circuit  can  be  used  at  the  Workstation  end,  the  amount  of 
software  conversion  needed  will  be  even  less  than  in  our  case.  For 
data  packets,  cost  differences  are  marginal  and  in  some  cases  better, 
because  the  workstation  submultiplexes  data  on  the  call.  We  found  high 
overheads  due  to  the  continual  exchange  of  polling  messages  (ACKO  in 
IBM  HASP  terms)  and  these  would  have  to  be  removed  in  a  production 
version.  We  intend  shortly  to  experiment  with  a  version  which  has  the 
polling  messages  suppressed. 

The  experience  we  have  of  terminal  protocols  on  EPSS  shows  a  need 
for  universal  simplicity  and  uniformity  in  order  to  permit  access  by 
users  to  a  wide  range  of  hosts.  (N.B.  Our  Arpanet  experience  shows  the 
same  trend).  We  are  extremely  worried  by  the  complexity  and  lack  of 
structure  in  the  CCITT  X3/X28/X29  protocols  and  fear  that  they  will 
not  be  adequate  for  the  purposes  for  which  users  will  wish  to  use  them. 


In  the  area  of  network  interconnection,  we  have  established  that 
it  is  possible  to  interconnect  terminal  traffic  and  have  solved  all  of 
the  problems  which  have  arisen,  as  far  as  is  possible.  There  do  remain 
some  problems,  particularly  the  double  echo  discussed  in  Section  19* 
which  reflect  conceptual  differences  between  EPS?  and  Arpanet.  We  have 
used  the  connection  for  real  traffic  between  EPSS  and  Arpanet  and  this 
has  been  successful.  We  have  had  to  adopt  a  double  login  procedure 
which  is  somewhat  adhoc.  It  works  reasonably  well  for  two  connected 
networks  but  would  become  impractical  if  several  networks  were  trans¬ 
ited  between  source  and  destination.  A  good  solution  to  the  general 
problem  of  transnet  addressing  has  yet  to  be  found. 

The  structure  of  our  implementation  has  been  used  as  a  basis  for 
our  newer  X25  implementations,  and  we  feel  we  have  found  the  right 
mixture  of  interfaces  and  self-contained  modules  to  make  a  successful 
implementation  of  a  network  control  program  in  a  host. 


2k.  FUTURE  ACTIVITIES  WITH  EPSS  AND  X25  EXPERIMENTS 

Development  on  networks  is  now  concentrated  on  the  higher  level 
protocols  and  many  of  our  current  experiments  are  in  this  area.  Now 
that  X25  has  been  standardised  as  an  access  protocol,  it  is  necessary 
to  investigate  the  requirements  for,  and  develop  and  test  protocols 
for  simple  terminals,  for  data  entry  terminals,  for  access  to  file 
stores,  for  job  exchange,  for  messages  and  documents,  for  facsimile 
and  for  workstations.  Various  EPSS  groups  or  sites  are  working  on 
most  of  these  problems  in  order  to  use  EPSS  effectively  and  we  are 
involved  with  many  of  them. 

This  work  is  network  independent  and  is  directly  transportable 
from  EPSS  to  an  X25  public  network.  We  are  also  developing  the  X25 
DCS  software  (of  section  7)  to  permit  X25  terminals  to  access  EPSS. 
These  X25  terminals  are  being  developed  by  us  as  part  of  the  investi¬ 
gation  of  X25  as  a  network  protocol,  but  their  higher  level  protocols 
are  independent  of  X25  and  will  be  usable  over  EPSS  and  vice-versa. 


25.  CONCLUSIONS 

The  long  gestation  of  EPSS  is  starting  to  show  some  dividends. 

The  work  on  high  level  protocols  is  vital  to  the  successful  use  of 
packet-switched  networks  and  is  independent  of  EPSS,  but  could  and 
would  not  have  been  done  without  the  stimulus  of  a  network  existing. 
This  work  can  and  will  be  transferred  to  the  new  X25  networks  and  a 
period  of  overlap  between  EPSS  and  the  new  X25  service  is  essential 
to  allow  a  smooth  transition.  As  a  networks  research  group  we  are 
using  EPSS  as  a  vehicle  for  experiments  in  both  call  level  and  higher 
level  protocols.  The  development  of  the  Bridging  Protocol  in  EPSS  is 
important,  because  it  is  a  network-independent  interface  for  a  virtual 
call  network,  and  has  allowed  us  to  make  a  conversion  to  X25. 
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Not  all  lessons  can  be  learned  from  EPSS  by  the  middle  of  1 078 
or  even  1 9T 9;  they  are  still  being  learned  from  ARPANET  after  nine 
years.  It  is  of  fundamental  importance  for  the  Post  Office,  the  host 
interface  builders  and  the  users  that  they  keep  access  to  an  operation¬ 
al  network  like  EPSS.  In  some  ways  the  fact  that  EPSS  is  ’experimental' 
allows  freer  access  and  more  experimentation,  without  many  of  the  tech¬ 
nical  and  regulatory  constraints  that  one  may  expect  on  a  fully  comm¬ 
ercial  successor.  For  most  of  these  activities  the  nor.-standard  pro¬ 
tocol  is  irrelevant.  For  others,  with  the  type  of  development  mentio¬ 
ned  in  section  21*,  EPSS  is  suitable  even  to  test  X25  features.  In 
spite  of  its  slow  start,  if  its  operation  is  continued,  we  are  confi¬ 
dent  that  the  lessons  learned  from  EPSS  will  help  to  ensure  that  a 
success  is  made  of  an  X25  service  when  one  is  provided.  In  this  EPSS 
will  have  met  one  of  its  primary  objectives  as  an  experiment. 
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ANNEX  1 


THE  PROCESS  INTERFACE 


Parameters  of  Calls 

All  calls  have  the  following  parameters: 
Action  Word  0,  bits  0-2 


Byte  Count 
Data  Address 


Word  0.  bits  U-5 
Word  0,  bits  6-17 
Word  1,  (-ve) 

Word  2 


Actions 

Most  actions  apply  for  all  calls  to  and  by  the  process: 


Action 


New  Call 
Call  Accept 
Call  Close 
Data  Fail 


To  Process 
Received 
Received 
Received 
Call  Closed 
Reset  Received 


By  Process 
To  Send 
To  Open 


Close  Call 
Send  Reset 


SHP-g. 

The  type  parameter  selects  datagrams  rather  than  virtual  calls, 
whether  transmission  is  direct  or  sub-contracted,  and  the  half¬ 
word  in  which  the  data  starts. 


Slot  identifies  one  of  a  number  of  possible  EPSS  connections. 
When  a  new  call  is  opened  by  the  process,  the  slot  is  returned 
(as  a  value)  and  is  then  used  to  identify  this  virtual  call 
for  subsequent  actions. 

Byte  Count  and  Data  Address 


Give  the  size  and  address  of  data  received  or  to  be  transmitted. 

A  special  format  used  for  the  'New  Call’  action  allows  both 
the  network  address,  the  local  and  call  facilities  required  and 
the  process  data  field  to  be  specified. 

Return  Values 

In  general,  positive  returns  signal  acceptance  (OK)  and  negative 
returns,  refusal  or  errors.  For  a  'New  Call*  by  a  process  the 
rc?turn  giver,  the  slot  number  (which  is  positive). 
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Annex  2  STATISTICS  FOR  19  SEPTEMBER  to  21  OCTOBER  1977 

Figures  relate  to  tne  period  0100  to  1100  and  are  given  for  weekdays 


only. 

Date 

Time 

System 

Up(Hrs) 

Time 

EPSS 

Up(Hrs) 

Calls 

from 

EPSS 

Calls 

to 

Arpanet 

« 

Success¬ 
ful  calls 
to  Arpanet 

Sum  oi 

call 

times 

(mins] 

19  M 

10 

1.3 

0 

0 

0 

0 

20  Tu 

10 

2 

3 

3 

0 

9 

21  W 

10 

10 

2 

1 

1 

31 

22  Th 

10 

10 

9 

7 

6 

lU6 

23  F 

10 

10 

0 

0 

0 

0 

26  M 

10 

10 

15 

12 

8 

92 

27  Tu 

10 

10 

2 

2 

2 

123 

28  W 

no  information 

29  Th 

10 

10 

3 

2 

2 

102 

30  F 

10 

10 

9 

9 

2 

23 

3  M 

10 

10 

7 

7 

0 

0 

U  Tu 

9 

h.5 

1 

1 

0 

0 

5  V 

10 

0.5 

1 

1 

0 

0 

6  Th 

10 

10 

11 

11 

5 

Wh 

7  F 

10 

10 

19 

13 

1 

16 

10  M 

Hardware  failure 

11  Tu 

« 

It 

12  W 

10 

10 

0 

0 

0 

0 

13  Th 

10 

10 

2 

1 

0 

0 

lU  F 

10 

10 

1 

1 

0 

0 

17  M 

10 

10 

2 

2 

0 

0 

18  Tu 

10 

10 

3 

3 

1 

79 

19  W 

10 

10 

U 

3 

2 

U9 

20  Th 

IQ 

10 

k 

k 

k 

156 

21  F 

10 

10 

0 

0 

0 

0 

*  .'Successful*  was  defined  as  lasting  more  than 

one  minute.  The 

difference  is 

accounted  for  by  hosts 

on  Arpanet  not  being  available 

and  by  problems  with  the  London  TIP 

or  the  lines  to  the  USA. 

The 

problems  are  exaggerated  because  users  often  made  repeated  attempts 
over  short  periods  of  time.  In  particular*  the  most  used  host  is 
never  available  on  Friday  mornings. 


•C*.  Jf, 
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Annex  2  Page  II 

More  Detailed  Breakdown  of  Statistics  for  period  9.20  to  11.00 


Date 

Time 

System 

Up(mins) 

Time 

EPSS 

Up (mins) 

No.  of 
System 
Breaks 

No.  of 

EPSS 

Breaks 

Calls  to 
Arpanet 

19  M 

100 

80 

1 

0 

0 

20  Tu 

100 

100 

0 

0 

3 

21  V 

100 

100 

0 

0 

2 

22  Th 

100 

100 

1 

0 

7 

23  F 

100 

30 

0 

1 

0 

26  M 

100 

100 

0 

0 

6 

27  Tu 

100 

100 

0 

0 

1 

28  V 

no  information 

29  Th 

100 

100 

2 

0 

1 

30  F 

100 

100 

0 

30 

k 

3  M 

100 

100 

0 

0 

k 

k  Tu 

100 

100 

0 

0 

1 

5  W 

70 

k 

0 

1 

1 

6  Th 

100 

100 

1 

0 

5 

7  F 

100 

100 

c 

1 

10 

10  M 

Hardware 

Failure 

11  Tu 

w 

w ' 

> 

12  W 

100 

100  . 

1 

0 

0 

13  Th 

100 

100 

0 

0 

1 

lit  P 

100 

100 

1 

0 

1 

17  M 

100 

1Q0 

0 

k 

2 

18  Tu 

100 

100 

0 

0 

3 

19  W 

100 

100 

1 

0 

2 

20  Th 

100 

100 

1 

0 

U 

21  F 

99 

99 

1 

0 

0 

ACTIVITIES  IN  TKE  CONTEXT  OF  THE  X25  ACCESS  PROTOCOL 
4.1  Introduction 

The  X25  Network  Access  Protocol  was  approved  by 
CCITT  in  1976.  It  has  become  clear  that  all 
European,  and  9ome  North  American,  public  packet 
switched  data  networks  will  adopt  this  access  proto¬ 
col  at  least  for  the  next  few  years.  We  have,  there-  . 
fore,  started  a  substantial  activity  in  this  area. 

Our  activity  has  many  facets;  it  includes  studying 
both  the  implications  and  possible  variations  of  the 
X25  protocol  itself,  and  the  high  level  protocols 
being  proposed  above  it.  Key  problems  which  we  plan 
to  study  include  the  following: 

(i)  The  problems  in  connecting  X25  networks 
to  others  with  different  network  access 
protocols. 

(ii)  The  suitability  of  X25  as  an  access 
protocols  for  local  networks. 

(iii)  The  problems  in  connecting  X25  networks 
together. 

(iv)  The  testing  of  X25  networks. 

(v)  High  level  protocols  above  X25. 

(vi)  Methods  of  increasing  the  performance  and 
reducing  the  size  of  X25  implementations. 

(vii)  Possible  modifications  of  X25  in  the  light 
of  the  above. 

Our  current  plans  and  activities  are  discussed  in 
Section  4.2. 

At  this  stage  most  of  our  activity  has  been  to  study 
how  we  can  build  up  an  experimental  infrastructure. 

This  requires  Hosts,  Terminals  and  Networks.  The 
only  concrete  activities  have  been  to  start  to  develop 
a  Test  Network  and  two  Experimental  Test  Hosts,  which 
are  described  in  Section  4.3  and  4.6.  The  status  of 
systems  at  the  end  of  1977  is  discussed  in  Section  4.4. 
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4.2  Overall  UCL  Plans 

To  be  able  to  investigate  the  research  items  of 
Section  4.1,  we  need  several  X25  Networks  and  Hosts. 
Ideally  we  need  at  least  the  following  system: 


EXPERIMENTAL 
TEST  HOST 
ETH  2 


X25 


Fig  4.1  Two  Hosts,  into  an  X25  Network 


(mod) 


Fig  4.2  Two  Hosts  on  Two  X25  Networks 


As  Experimental  Test  Network  we  envisage,  for  the 
moment,  the  EPSS  network  of  Chapter  3,  suitably 
modified  with  a  front  end  to  support  X25  access,  and 
the  SATNET  of  Chapter  5,  suitably  modified  in  the 
same  way.  Later  we  will  probably  use  EURONET  for 
some  of  our  work  as  a  real  network  -  but  it  will  not 
be  accessible  before  early  1979.  This  report  describes 
past  work.  During  1977  we  have  only  considered  how 
to  make  SATNET  look  like  an  X25  Network;  no  serious 
work  has  started  in  this  area.  For  this  reason  we 
will  only  discuss  the  work  with  EPSS  and  the  Test  Hosts 
in  this  Chapter. 

For  the  development  of  Fig  4.2,  we  envisage  Test  Hosts 
at  COMSAT  and  UCL,  and  that  the  front  ends  of  SATNET 
and  EPSS  (the  Gateway  PDP11  and  the  PDP9)  act  as  half¬ 
gateways.  The  exact  method  of  implementing  this  propo¬ 
sal  has  not  been  worked  out  fully. 


4.3  Structure  for  the  TEST  HOST/TEST  NETWORK  Software 

An  overview  of  the  way  we  are  devloping  an  X25  front- 
end  to  EPSS  and  an  Experimental  Test  Host  is  shown 
in  Pig  4.3.  Here  all  the  software  indicated  on  the 
right-hand  side  of  the  box  labelled  "PDP-9"  was 
developed  for  our  EPSS/ ARPANET  connections.  The 
ARPANET  software  has  been  replaced,  for  the  purpose 
of  this  work,  by  the  X25-specific  software  (and  hard¬ 
ware)  on  the  left  of  that  box.  The  box  marked  "LSI-11" 
will  be  the  Experimental  Test  Host"  (ETH).  The  form 
of  connection  of  X25  to  EPSS  software  in  the  PDP-9, 
being  directly  linked  to  the  Call  and  Bridge  Protocols 
sections,  allows  all  high  level  protocols  in  the  ETH 
to  be  passed  through  the  network  (in  this  case  EPSS) 
transparently.  This  is  different  to  the  ARPANET-EPSS 
connection,  where  mapping  of  high  level  protocols  takes 
place. 

In  Fig  4.3  the  link  between  LSI-11  and  the  PDP-9  uses 
the  standard  LAP  version  of  the  X25  protocol,  and 
can  be  broken  to  make  either  a  host  or  a  network  port 
available  to  other  users.  A  standard  interface  speci¬ 
fication  was  developed  for  use  at  the  boundaries 
between  modules  in  the  LSI-11;  the  same  interface  speci¬ 
fication  was  used  in  the  PDP-9  (above  and  below  the 
X25  level  2)  and  in  the  INTEL  8080  for  the  Facsimile 
project.  The  box  marked  'HDLC  interface"  includes  both 
the  hardware  to  drive  the  physical  interface,  and  the 
lowest  level  software  (called  the  Frame  Handier)  to 
convert  between  the  standard  interface  and  the  hardware. 
This  Frame  Handler  conceals,  for  example,  the  fact 
that  the  LSI-11  has  a  character  interrupt  interface 
whereas  the  PDP-9  has  a  packet  interface  using  the 
data  channel. 

An  equivalent  box  can  be  drawn  for  the  INTEL  8080  Test 
Host.  Here  the  main  system  has  been  developed  for 
the  facsimile  project  described  in  Chapter  7. 

Previously  the  connection  has  been  through  the  PDP-9 
via  another  form  of  interface.  Partly  for  increasing 
our  experience,  and  partly,  because  of  the  intrinsic 
value  of  the  development,  we  are  replacing  the  other 
communication  interface  by  that  of  Fig  4.4.  We  aim 
eventually  to  have  this  system  operate  through  EPSS 
(seen  as  an  X25  Net);  thus  the  types  of  usage  of  the 
two  ETHs  are  essentially  similar. 


FACSIMILE 

DEVICE 


FIGURE  4 . 4 :  STRUCTURE  OF  THE  INTEL  8080  SOFTWARE 
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4.4  Progress  with  the  Experimental  Systems 

During  this  year,  all  the  modules  of  the  Experimental 
Test  Host  software  of  Fig  4.3,  were  made  to  operate 
successfully,  except  the  HDLC  interface  level.  The 
Level  2  atari  the  X28  software  were  developed  and  tested 
also.  All  these  have  been  written  in  a  high  level 
language  RTL/2,  and  tested  using  a  test  harness  on 
a  PDP-11/34.  A  considerable  body  of  documentation  has 
been  written.  The  sizes  of  the  different  modules  (in 
K  words)  are  as  follows: 

Level  2  (6K),  Level  3  (8K),  X28  (5K),  VTP  (8K) 

Eventually,  the  ETH  will  be  imDlemented  on  our  LSI-11. 

A  28K  word  LSI-11  with  floppy  disk  is  being  used.  No 
HDLC  hardware  is  yet  available  for  the  machine  -  at 
least  in  a  reasonable  time  scale,  so  that  we  are  con¬ 
structing  our  own  based  on  the  COM  5025  chip.  The 
HDLC  hardware  was  largely  completed  by  the  end  of  the 
year.  Until  the  LSI- 11  and  its  hardware  were  complete, 
the  HDLC  interface  software  of  the  left  box  in  Fig  4.3 
could  not  be  tested  in  any  case;  the  hardware  of  this 
module  should  be  completed  early  in  1978. 

The  traffic  generation  and  monitoring  module  will  be 
developed  as  required  to  perform  different  tests. 

Initial  versions  exist  already  as  part  of  the  test 
harness  used  on  the  11/34;  they  include  options  to  either 
output  monitoring  continuously  or  to  write  it  into  file 
storage.  This  option  will  allow  us  to  output  monitoring 
to  the  floppy  disk  to  analyse  on  a  larger  machine,  or 
as  a  separate  task  on  the  LSI-11. 

In  the  Facsimile  Test  Host  of  Fig  4.4,  hardware  and 
Level  2  software  have  been  completed,  and  the  Level  3 
and  Frame  Handler  have  been  partially  coded;  these  will 
be  completed  early  in  1978.  The  modifications  to  the 
FAXSYS  system  to  allow  the  X25  communication  to  be 
used  have  been  studied  but  not  yet  started. 

Considerable  progress  has  been  made  with  the  EPSS 
Network  converter  represented  by  the  right  box  of  Fig  4.2. 
The  new  HDLC  hardware  has  been  commissioned.  The  Level  2 
software  has  been  coded  and  tested.  The  coding  and 
testing  of  the  Converter  have  begun.  By  the  end  of  the 
period  the  Converter  was  being  tested  with  the  EPSS 
modules  to  check  out  the  upper  part  of  the  final  system. 
Early  next  year  we  expect  to  put  the  complete. system 
together  and  to  begin  testing  with  the  LSI-11  and  the 
INTEL  8080. 


SATNET  ACTIVITIES 


The  progress  on  the  SATNET  programme  in  its  entirety 
is  described  in  the  annual  reports  by  LINKABIT. 

Our  own  activities  have  been  restricted  to  two  areas: 
high  level  measurements  across  SATNET,  and  the  pro¬ 
vision  of  X25  interfaces  to  SATNET.  The  former  activ¬ 
ity  has  been  described  briefly  in  the  previous  annual 
report  -  complete  discussion  of  the  tools  we  have 
developed  and  some  preliminary  measurements  are  described 
in  a  paper  which  will  be  presented  at  EUROCOMP  78. 

This  paper  is  included  as  the  main  body  of  this  chapter. 
The  work  on  X25  is  still  in  its  infancy,  but  was  dis¬ 
cussed  briefly  in  Chapter  4. 
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Abstract 


This  paper  describes  the  design  of  a  measurement  tool  intended  to 
relate  high-level  network  performance  to  the  internal  network  behaviour. 
There  are  a  number  of  fundamental  design  choicer,  that  have  to  be  made. 
Artificial  and  real  traffic  sources  are  compared  in  terms  of  experi¬ 
mental  usefulness  and  validity.  The  advantages  and  disadvantages  of 
collecting  data  at  many  points  in  the  communications  path  are  also  dis¬ 
cussed.  The  design  of  a  high-level  traffic  generator  which  simulates 
the  major  types  of  netwoi’k  traffic  is  presented.  Data  is  collected  by 
timestamped  packets,  which  can  collect  information  from  any  point  in  a 
network  which  can  recognise  them.  An  interface  is  provided  which 
allows  control  and  data  collection  to  be  carried  out  in  a  distributed 
fashion,  so  that  the  experimenter  may  build  controlling  and  collecting 
software  appropriate  t.o  his  own  environment.  The  syst  em  has  been 
implemented  on  the  Atlantic  Broadcast  Satellite  Network,  and  in  prin¬ 
ciple  can  be  implemented  on  any  network  requiring  performance  measure¬ 
ment  software. 
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INTRODUCTION 


The  design  of  a  computer  network  should  include  the  provision  of 
facilities  for  assessing  its  behaviour.  These  facilities  can  be  pro¬ 
vided  in  many  different  ways,  depending  on  both  the  tradeoffs  involved 
and  on  the  ultimate  aims  of  the  measurements  being  conducted. 

The  measurement  technique  presented  in  this  paper,  called  GN0M5, 
was  developed  in  an  attempt  to  assess  the  performance  a  network  can 
give  to  a  real  user.  We  wanted  this  tool  to  be  able  to  explain  this 
performance,  not  merely  to  observe  it.  The  resulting  design  is  a 
sophisticated  system  which  is  capable  of  individually  observing  the 
effects  of  many  levels  of  network  software  on  separate  users. 

In  section  2  we  discuss  the  fundamental  design  choices  involved 
and  the  limitations  of  each  approach.  Section  3  discusses  the  actual 
design  of  the  GNOME  while  section  h  discusses  its  implementation  on 
the  Atlantic  broadcast  satellite  network  (SATNET).  Some  conclusions 
are  presented  in  section  5. 


2.  APPROACHES  TO  MEASUREMENT 
2. 1  Real  vs  Artificial  Traffic 

Since  a  network  is  essentially  a  communications  medium,  all  meas¬ 
urement  tools  must  be  based  on  observations  made  on  traffic  passing 
through  the  network.  This  traffic  may  be  from  real  users,  performing 
real  tasks,  or  it  may  be  artificially  generated  traffic. 

Monitoring  of  real  traffic  has  the  advantage  that  it  is  possible 
to  observe  directly  the  performance  the  network  is  delivering  to  its 
users.  On  the  other  hand,  unless  monitoring  is  performed  at  a  very 
low  level,  it  is  difficult  to  use  it  to  probe  the  internal  behaviour 
of  the  network,  since  one  cannot  control  the  distribution  of  the  traf¬ 
fic,  and  therefore  cannot  repeat  a  particular  pattern  at  will. 

This  disadvantage  is  overcome  by  the  use  of  artificial  traffic, 
which  by  definition  can  be  exactly  and  repeatedly  described.  For 
this  reason,  artificial  traffic  has  almost  always  been  used  in  exper¬ 
iments  concerned  with  the  modelling  network  behaviour  and  investigat¬ 
ing  flaws  in  network  structure  {e.g.  Kieinrock76) .  However,  artific¬ 
ial  traffic  suffers  from  the  problem  that  performance  figures  gained 
by  this  technique  require  careful  justification  or  validation  before 
they  can  be  assumed  to  reflect  behaviour  for  real  users.  Since  pre¬ 
vious  approaches  have  concentrated  on  solving  px  c  c  j-.-tbs  connected  with 
the  mechanics  of  the  networks,  this  question  has  iot  been  explicitly 
addressed;  the  tool  described  in  this  paper  is  an  attempt  to  find  an 
answer  to  it. 
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2.2  Subnet  vs  End-to-end  Traffic 

Given  a  decision  to  build  an  artificial  traffic  generator,  the 
next  critical  choice  concerns  its  relationship  to  the  network  (or 
connected  networks)  being  measured.  In  order  to  probe  low  level  net¬ 
work  behaviour  more  effectively,  existing  traffic  generators  have  been 
built  in  close  association  with  the  low  level  network  software.  In 
the  case  of  the  ARPANET  they  are  an  integral  part  of  the  IMP  (the 
ARPANET  switching  node).  The  advantages  of  this  choice  of  measurement 
tool  have  been  amply  demonstrated  by  the  work  of  Kleinrock  quoted 
above.  However,  this  approach  does  accentuate  the  validation  problem 
discussed  in  section  2.1,  as  it  does  not  emulate  two  significant 
factors  which  affect  real  traffic. 

The  first  is  that  by  the  time  real  traffic  has  reached  the  subnet, 
it  has  gone  through  a  significant  amount  of  multiplexing,  and  will  be 
demultiplexed  on  emerging  at  the  destination.  While  a  subnet  genera¬ 
tor  can  emulate  the  multiplexed  traffic  stream  in  the  subnet,  it  is 
not  clear  that  it  can  successfully  emulate  a  single  component  of  that 
stream.  Secondly,  real  traffic  must  pass  through  several  layers  of 
application  and  transport  protocols  which  are  intrinsically  invisible 
to  the  subnet.  This  makes  it  very  difficult  to  emulate  the  effects 
these  protocols  have  on  traffic  distribution.  It  also  makes  it 
impossible  to  use  subnet  generators  for  experiments  with  higher  level 
protocols . 

The  alternative  choice,  investigated  in  this  paper,  is  to  build 
a  traffic  generator  at  the  same  level  as  sources  of  real  traffic,  i.e. 
in  the  host  machine.  This  traffic  will  clearly  undergo  the  same  mass¬ 
aging  by  protocols  as  real  traffic,  and  if  properly  designed  it  can 
simulate  multiple  activities.  An  approach  of  this  kind  has  been  adop¬ 
ted  in  the  National  Bureau  of  Standards  measurement  project  (Abrams76), 
but  thiu  has  treated  the  network  as  an  entity  to  be  measured  purely 
from,  the  outside,  and  so  can  only  give  global  performance  figures. 

It  is  unable  to  aid  in  pinpointing  areas  inside  the  network  which  axe 
critically  affecting  the  performance,  although  in  fact  the  traffic 
generated  does  pass  through  all  levels  of  protocol.  In  order  to 
observe  lower  levels  in  practise,  a  certain  amount  of  cooperation  and 
recognition  must  be  built  into  them.  The  extent  to  which  we  wish  to 
do  this  is  closely  related  to  the  type  of  data  we  wish  to  collect  from 
the  lower  levels. 

2.3  Statistics  Collection 

The  next  fundamental  problem  is  the  acquisition  of  data  from  the 
network.  Two  questions  have  to  be  decided  -  firstly,  the  nature  of 
the  data  to  be  extracted,  and  secondly  the  means  by  which  it  is 
obtained.  It  is  instructive  to  look  at  the  solutions  adopted  by  the 
ARPANET  measurement  tools  to  these  problems.  Data  is  returned  to  the 
user  in  two  forms  -  emulative  statistics  (CUMSTATS)  and  trace  pack¬ 
ets.  CUMSTATS  contain  much  detailed  information  on  the  traffic 


2.3 


situation  as  seen  by  a  particular  IMP  -  figures  on  buffer  utilisation, 
number  of  retransmissions,  internal,  queue  lengths  etc  are  all  avail¬ 
able.  Trace  packets,  on  the  other  hand,  are  effectively  a  picture  of 
the  situation  seen  by  a  packet  in  transit,  giving  information  on  the 
route  that  packets  have  followed. 

These  mechanisms,  as  they  stand,  are  admirably  suited  for  pro¬ 
viding  detailed  information  about  the  operation  of  a  particular  level 
of  protocol  (in  this  case,  the  IMP  to  IMP  protocol).  In  the  tool 
under  consideration,  our  primary  interest  is  in  the  performance  provi¬ 
ded  by  each  level  of  protocol,  and  hence  the  main  figures  we  are  int¬ 
erested  in  are  parameters  such  as  throughput  and  delay.  Building 
CUMSTATS-like  facilities  at  every  point  of  interest  en  route,  or  buil¬ 
ding  interfaces  to  existing  CUMSTATS,  is  a  very  major  undertaking,  and 
much  of  the  information  that  could  be  obtained  in  this  way  is  of  very 
little  relevance  to  any  end-to-end  effects.  Generating  trace  packets 
also  causes  problems  for  a  high-level  tool,  as  trace  packets  may  be 
generated  by  many  levels  of  protocol,  causing  a  flood  of  data  to  app¬ 
ear  in  the  network  which  will  make  its  apparent  performance  much  worse 
than  its  real  capabilities. 

For  these  reasons  we  adopted  a  different  approach  to  obtaining 
data.  Our  principal  aim  was  to  determine  the  effects  of  various  com¬ 
ponents  on  the  performance  seen  by  the  user,  to  determine  (for  inst¬ 
ance)  whether  a  given  protocol  implementation  was  a  major  bottleneck. 

We  decided  to  insert  TIMESTAMPS  in  the  experimental  packets  which  re¬ 
corded  the  times  at  which  these  packets  reached  certain  points  in  the 
route  from  end  to  end.  From  the  differences  between  timestamps  in  the 
same  packet  one  can  determine  the  delays  encountered  en  routes  from 
the  differences  between  timestamps  inserted  at  the  same  point  in  succ¬ 
essive  packets  one  can  determine  the  throughput  figures.  By  selecting 
certain  timestamps  only,  we  can  examine  the  behaviour  of  a  specific 
level  of  protocol;  by  inspecting  certain  simulated  users  only,  we  can 
observe  the  behaviour  of  particular  traffic  patterns  within  a  multi¬ 
plexed  stream. 

There  are  some  difficulties  introduced  by  using  timestamp  packets. 
Lower  levels  must  be  modified  to  recognise  requests  for  timestamps 
(although  this  is  trivial  compared  to  implementing  a  complete  CUMSTAT 
interface),  and  each  time  a  timestamp  is  inserted  the  packet  checksum 
may  have  to  be  recalculated.  There  are  also  some  limitations  placed 
on  the  size  of  experimental  packets.  These  must  be  large  enough  to 
contain  all  the  timestamps  that  are  expected.  On  the  other  hand,  if 
packets  are  so  large  that  they  may  be  fragmented  (which  is  particula¬ 
rly  possible  in  internet  experiments),  timestamp  information  can  only 
meaningfully  refer  to  the  first  fragment.  Finally,  to  obtain  accurate 
one-way  delay  measurements,  the  clocks  of  all  the  various  machines 
involved  must  be  synchronised. 
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3.  DESIGH  OF  THE  MEASUREMENT  SOFTWARE 

From  th*  decision  to  produce  a  high-level  measurement  tool,  the 
design  was  attacked  on  four  fronts .  Firstly  we  had  to  determine  exac  - 
tly  vhat  would  constitute  high  level  traffic;  secondly,  we  had  to 
decide  on  how  this  traffic  was  to  be  entered  into  the  network; 
thirdly,  we  had  to  develop  a  method  of  measuring  the  effect  of  traffic 
flow  and  finally  we  had  to  develop  a  technique  for  controlling  experi¬ 
mental  traffic. 

3.1  Traffic  Types 

To  model  user  network  usage  effectively  it  was  necessary  to  det¬ 
ermine  the  various  types  of  user  activity  on  the  network.  In  partic¬ 
ular  we  wished  to  classify  the  types  of  activity  by  the  end-to-end 
exchanges  required. 

Three  main  traffic  classifications  are  proposed.  Variations 
within  these  classes,  which  the  measurement  software  will  accept, 
cover  a  wide  spectrum  of  network  activity. 

3.1.1  Interactive  Traffic 

We  classified  the  traffic  typified  by  a  user  interacting  with  a 
remote  process  on  a  network  as  interactive  traffic.  Such  a  user  acti¬ 
vity  might  be  accessing  a  data  base  or  editing  a  file.  In  general 
these  interactions  consist  of  the  user  entering  relatively  small 
amounts  of  data,  perhaps  .just  a  single  line,  and  a  short  time  later 
receiving  a  response  from  the  remote  process,  even  if  it  is  only  a 
prompt  for  the  next  input.  In  most  cases  the  user  will  not  enter  the 
next  input  until  some  response  has  been  received  from  the  first. 

3.1.2  Bulk  Traffic 

Bulk  traffic  involves  the  transmission  of  large  amounts  of  data, 
such  as  a  file,  from  one  site  to  another  on  the  network.  Unlike  inter¬ 
active  traffic,  data  only  flows  in  one  direction,  from  source  to  dest¬ 
ination,  and  the  data  is  usually  seat  as  rapidly  as  the  source  dest¬ 
ination  and  the  network  will  allow. 

Bulk  traffic  places  a  heavy  burden  on  networks,  mainly  because 
of  its  high  demand  for  buffers  and  line  bandwidth,  which  can  also 
have  disruptive  effects  on  other  traffic.  Disruption  of  other  traffic 
often  makes  it  desirable  for  the  network  to  employ  strict  flow  control 
for  bulk  traffic  and  perhaps  to  treat  it  with  low  priority. 

Bulk  traffic  is  not  usually  as  time  critical  as  interactive  tra¬ 
ffic.  Fiie  transfers  across  a  network  for  instance,  may  operate 
between  two  processes  and  not  involve  a  user  waiting  for  response  as 
with  interactive  traffic. 
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3.1.3  Stream  Traffic 

The  last  type  of  traffic,  termed  stream  traffic,  is  a  one  way 
transfer  of  data  as  in  bulk  traffic  but  the  data  is  time  critical  and 
the  volume  of  data  relatively  low.  Telemetry  data  falls  into  this 
category,  especially  if  real  time  control  of  some  process  is  required. 
Another  example  is  packet  voice  traffic  where  digitised  voice  packets 
are  entered  into  the  network  at  precise  intervals  and  converted  back 
to  speech  at  the  destination.  Clearly,  a  late  message  cannot  be 
"played  out"  and  must  be  discarded.  Volatility  is  the  main  character¬ 
istic  of  this  type  of  traffic. 

Stream  traffic  normally  enters  the  network  as  fixed  length  mess¬ 
ages  at  precise  intervals.  There  is  a  valid  lifetime  for  each  mess¬ 
age,  after  which  the  data  is  useless  and  can  be  discarded.  (Ideally, 
if  the  network  was  able  to  detect  such  late  messages  en  route,  it 
should  discard  them  immediately.)  Messages  can  be  delivered  early  to 
the  destination  but  never  late. 

As  the  lifetime  of  messages  is  very  short,  the  network  often 
employs  no  flow  control  or  retransmissions  for  this  type  of  traffic 
as  this  would  delay  it  too  much.  Thus  stream  traffic  is  very  suscept¬ 
ible  to  interference,  especially  when  bulk  traffic  is  using  the  same 
data  path.  The  amount  of  interference  depends  on  the  fairness  con¬ 
trol  exercised  by  the  network. 

In  terms  of  these  traffic  types,  then,  we  can  state  that  the 
purpose  of  the  measurement  tool  is  to  see  how  well  the  network  can 
handle  each  of  these  traffic  types  under  both  low  load  and  heavy  load 
conditions,  and  to  study  the  amount  of,  and  reasons  for,  interference 
between  different  traffic  types. 

3.2  Traffic  Generation  and  Collection 

To  generate  traffic  according  to  the  above  descriptions  and  coll¬ 
ect  the  statistics,  we  wrote  a  program  that  could  perform  both  roles. 
This  program,  which  we  call  GNOME  (as  the  network  we  were  using  alre¬ 
ady  had  IMPs  and  ELFs),  resides  at  a  host  level  in  the  network.  User 
activities  to  be  simulated  by  the  GNOME  must  conform  to  either  inter¬ 
active,  bulk  or  stream  traffic  types.  Generated  traffic  for  such  an 
activity,  which  we  call  a  NETACT,  is  always  sent  to  another  GNOME 
which  acts  as  the  receiver.  The  response  from  the  destination  GNOME 
depends  on  the  actual  traffic  type,  and  the  details  of  the  response 
expected  from  the  GNOME  are  encoded  on  the  artificial  data  messages. 

Many  GNOMEs  may  take  part  in  an  experiment,  and  each  GNOME  has 
the  ability  to  simulate  over  thirty  NETACTs  simultaneously,  with 
perhaps  each  one  destined  for  a  different  GNOME.  GNOMEs  can  play 
both  the  generation  and  receiving  role  at  the  same  time. 

Each  NETACT  is  controlled  by  up  to  17  parameters.  The  actual 


parameters  required  and  their  use  depends  on  the  traffic  types  being 
simulated.  The  parameters  control  the  frequency  of  message  trans¬ 
mission,  the  message  length  and  a  host  of  other  aspects  of  traffic 
generation.  A  list  of  the  parameters  is  shown  in  Figure  1. 


Parameter 


Traffic  type 
Traffic  destination 
Timestamp  selector 
Delay  before  startup 
Duration  of  traffic  generation 
Amount  of  traffic  to  be  sent 
Average  delay  between  transmissions 
Allowed  variation  in  delay 
Average  packet  size 

Allowed  variation  in  size 

Average  delay  before  reply  generated 
Allowed*  variation  in  reply  delay 
Average  size  of  reply  packet 
Allowed  variation  in  reply  eize 
Maximum  outstanding  data 
Maximum  packet  lifetime 
Packet  priority 


Used  by  Types 

Units 

All 

Coded  Selector 

* 

All 

Coded  Selector 

All 

Bit-coded 

i 

All 

Seconds 

All 

Seconds 

V 

All 

Packets 

% 

All 

Milliseconds 

Interactive 

Milliseconds 

Stream  and 

Bytes 

1 

interactive 
Stream  and 

Bytes 

V 

interactive 

Interactive 

Milliseconds 

,  j 

< 

Interactive 

Milliseconds 

Interactive 

Bytes 

1 

Interactive 

Bytes 

. 

* 

Bulk 

Packets 

Stream 

Milliseconds 

All 

Coded  Selector 

•l 

Figure  Is  Traffic  Generation  Parameters 


3.3  Statistics  Collection 

Each  GNOME  has  a  statistics  collection  section  that  is  independ¬ 
ent  of  the  traffic  generation.  Statistics  are  always  collected  on  a 
per  NETACT  basis.  The  main  form  of  statistics  gathering  is  by  the 
use  of  histograms. 

Each  NETACT  in  a  generating  GNOME  is  assigned  a  unique  number, 
specified  by  the  experimenter.  This  number,  together  with  the  GNOME 
number,  is  encoded  in  each  message  generated,  enabling  the  receiving 
GNOME  to  identify  a  particular  NETACT. 

To  collect  statistics,  the  receiving  GNOME  is  told  the  NETACT 
and  GNOME  number  that  statistics  are  requested  for.  A  Statistics 
number”  is  also  given  that  indicates  which  piece  of  information  about 
the  messages  for  that  NETACT  ie  to  be  histogramraed. 
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There  are  over  20  statistical  values  collected  for  each  message 
received,  and  the  histogram  may  select  any  one  of  these.  Furthermore, 
there  are  various  options  permitting  the  experimenter  to  histogram  the 
difference  between  two  values,  or  the  difference  between  the  same 
statistic  in  successive  messages  which  is  particularly  useful  for  ana¬ 
lysing  timestamping  results. 

This  high  degree  of  flexibility  in  histogramming  is  essential  for 
the  GNOMEs  to  be  used  effectively.  The  user  is  able  to  select  any  one 
of  several  different  aspects  to  be  inspected  in  detail:  there  is  no 
limit  to  the  number  of  histograms  that  may  be  collected  for  each 
NETACT.  As  the  histograms  are  set  up  using  a  simple  command,  the  stat¬ 
istics  collection  can  easily  be  modified  as  the  experimenter's  atten¬ 
tion  moves  from  one  statistic  to  another. 

Normally,  histograms  are  sent  back  to  a  collecting  site  at  the 
end  of  each  experiment.  However,  the  experimenter  need  not  be  restr¬ 
icted  by  this.  The  histograms  may  be  returned  at  the  end  of  a  speci¬ 
fied  interval.  At  the  end  of  each  interval,  be  it  a  few  seconds  or 
several  minutes,  the  histogram  contents  are  sent  back  and  the  histo¬ 
gram  entries  in  the  GNOME  set  back  to  zero  ready  for  collection  in  the 
next  interval.  In  this  way  the  experimenter  can  not  only  get  cumula¬ 
tive  results  over  the  entire  experiment  run  but  also  results  for  each 
interval,  allowing  the  variations  in  netvork  response  to  be  seen  as 
the  experiment  proceeds. 

3.1*  Controlling  the  GNOMEs 

For  GNOMEs  to  be  a  useable  experimental  tool,  an  interface  has  to 
be  provided  between  them  and  the  experimenter.  Several  functions 
which  must  be  included  in  this  interface  have  been  identified  and  sep¬ 
arated  into  distant  commands.  These  are: 

-  Establishing  communication  wiuh  the  GNOMEs. 

-  Describing  the  traffic  to  be  generated. 

-  Describing  how  the  data  is  to  be  collected. 

-  Causing  traffic  generation  to  commence. 

-  Causing  it  to  cease, 

-  Terminating  communication  with  the  GNOMEs. 


i) 

SEIZE 

ii) 

LOAD 

iii) 

LOG 

iv) 

START 

v) 

STOP 

vi) 

RELEASE 

•3 


In  order  to  provide  an  interface  which  is  completely  position 
independent,  we  assumed  that  the  user  may  only  be  able  to  access  a 
given  GNOME  from  a  remote  host,  which  may  even  be  in  a  remote  network. 
For  this  reason,  we  decided  that  user/GNOME  communication  need  only 
take  place  with  one  GNOME  (designated  the  Head  GNOME).  When  communi¬ 
cation  is  established,  the  Head  GNOME  is  provided  with  a  list  of  all 
other  GNOMEs  participating  in  the  experiment,  and  with  the  aid  of  this 
list  it  forwards  all  subsequent  commands  to  the  GNOMEs  which  are  the 
ultimate  recipients.  Communication  from  the  GNOMEs  to  the  user  is 
also  routed  through  the  Head  GNOME.  When  it  is  satisfied  that  a  comm¬ 
and  has  been  executed  (or  that  it  cannot  be  carried  out),  the  original 
command  is  echoed  to  the  user,  with  a  reply  field  set  to  indicate  what 
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has  happened. 


The  commands  in  the  above  list  were  given  appropriate  packet  for¬ 
mats  ,  using  'raw  internet'  datagram  headers  to  make  transnet  communi¬ 
cation  possible  (Burchfiel76) .  The  format  for  the  SEIZE  command  is 
shown  in  Figure  2.  In  order  to  render  this  control  structure  directly 
accessible  to  a  user,  a  controller  program  must  be  built  which  inter¬ 
faces  between  user  commands  and  command  packets,  as  well  as  keeping  an 
appropriate  record  of  events  and  informing  the  user  of  progress  repor¬ 
ted  by  the  GNOMEs.  The  controller  can  easily  be  built  in  association 
with  the  data  collection  software  which  must  also  be  built  to  provide 
a  complete  distributed  measurement  system. 


BYTE 


0 

—  DESTINATION 

INTERNET  ID  — 

k 

—  SOURCE  INTERNET  ID  — 

8 

DATA  LENGTH 

n 

HEADER  LENGTH 

FORMAT  FIELD 

0  1 

COMMAND  CODE 

REPLY  FIELD 

2 

—  INTERNET  ID  FOR  DATA  COLLECTION  SITE  — ■ 

6 

NUMBER  OF  GNOMES 

3 

—  INTERNET  ID  FOR  HEAD  GNOME  — 

10 

kQ+k 

— 

INTERNET  ID  FOR  GNOME  G 

— 

Figure  2:  Format  of  SEIZE  Command  Packet 
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k.  IMPLEMENTATION  OF  HIGH-LEVEL  MEASUREMENTS  ON  SATNET 


The  current  focus  of  the  measurement  system  described  here  is  the 
SATNET  experimental  broadcast  packet-switched  network,  constructed 
primarily  to  investigate  the  design  and  measurement  of  network  proto¬ 
cols  appropriate  to  a  broadcast  satellite  data  channel  (Binder75)» 

This  network,  shown  in  figure  3,  consists  of  four  message  processors 
(or  SIMPs)  at  various  sites  communicating  via  an  INTELSAT  IV  satellite. 
Throughout  its  history,  SATNET  has  been  closely  associated  with  the 
ARPANET,  and  three  of  the  SIMPs  are  connected  to  PDPIIs  which  are  in 
turn  connected  to  the  ARPANET  as  host  machines  (the  fourth  SIMP,  a 
small  station,  is  connected  to  a  PDP11  which  is  in  turn  connected  to 
the  COMSAT  IBM  370  at  Clarksberg).  These  PDPIIs  are  ‘gateway'  mach¬ 
ines  which  translate  between  the  host  access  protocols  of  ARPANET  and 
SATNET,  and  forward  transnet  traffic  from  one  net  to  the  other.  Curr¬ 
ently  there  are  no  hosts  on  SATNET,  and  all  traffic  (except  that  from 
generators  built  into  the  SIMPs)  must  originate  and  terminate  in  the 
ARPANET.  The  primaiy  functional  role  of  SATNET  is  therefore  as  a 
transit  net* 

The  tseaiu^ement  approach  described  here  concentrates  on  using 
SATNET  as  a  huit  network  rather  than  a  transit  network.  Gateways  are 
ronvenfeKfcly  located  the  periphery  of  SATNET  in  a  similar  position 
to  wnc.-*2  o?«e  would  expect  to  locate  hosts.  Moreover,  gateways  obey 
the  network  host  protocol  as  it  is  at  host-level  that  interconnection 
of  networks  is  to  isrd;e  place.  It  is  therefore  appropriate  to  situate 
the  GN0ME3  as  user  processes  on  all  the  gateway  machines  in  SATNET. 

The  fact  that  the  gateways  are  intended  to  be  used  mainly  in  a 
transit  role  creates  potential  remote  access  problems;  however,  since 
they  use  a  general  purpose  real-time  operating  system  (ELF),  the 
traffic  generators  were  easily  installed  and  tested  above  the  gateway 
functions  using  a  crossnet  loader  and  debugger  (Tomlinson76)  which 
allows  programs  to  be  loaded,  executed  and  debugged  remotely  from  a 
TENEX  host  on  ARPANET. 

The  SATNET  GNOMEs  are  described  in  detail  in  ( Treadwell77 ) .  We 
have  taken  advantage  of  the  experimental  nature  of  SATNET  in  two  ways 
which  fully  explore  the  capabilities  of  the  GNOME.  Because  most  of 
the  channel  contention  algorithms  under  study  involve  the  use  of 
fixed-length  time  slots,  the  times  at  which  the  SIMPs  can  transmit 
are  already  closely  synchronised.  This  makes  it  easy  to  establish  a 
synchronisation  of  the  gateway  clocks,  and  hence  a  global  synchronis¬ 
ation  for  the  whole  of  SATNET.  It  therefore  becomes  possible  to  co¬ 
ordinate  the  starting  times  of  the  various  generation  processes 
exactly  and  to  extract  accurate  one-way  delay  figures. 

Secondly,  it  is  relatively  easy  to  cause  the  SIMPs  and  the  lower 
level  software  in  the  gateways  to  recognise  timestamped  packets,  and 
to  insert  their  own  timestamps  in  them.  In  the  GNOME  design  discussed 
above,  timestamps  can  be  inserted  when  the  packets  enter  and  leave 
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the  GNOMEs.  With  this  extra  facility  it  becomes  possible  to  test  the 
ease  and  effectiveness  of  tracing  a  packet  right  through  the  network 
and  examining  its  history  in  detail. 

The  controller  we  have  built  accepts  commands  from  a  user  in 
ARPANET  and  relays  them  to  the  GNOMEs  in  SATNET,  thus  exercising  the 
transnet  control  ideas  discussed  in  section  3.**.  Commands  can  either 
be  entered  in  real  time  or  in  a  batch  mode  by  being  taken  from  a  pre¬ 
viously  prepared  command  file.  In  addition,  the  controller  contains 
a  command  interface  to  the  subnet  measurement  software,  which  allows 
us  to  change  the  channel  contention  algorithms,  to  set  noise-levels 
for  artificial  packet  corruption,  to  generate  low-level  artificial 
traffic,  and  to  specify  CUMSTATS  to  be  returned.  Coordinating  the 
GNOMEs  and  the  SIMP  traffic  generators  in  this  fashion  allows  us  to 
examine  the  importance  of  low-level  effects  for  a  high-level  user,  and 
to  validate  extrapolations  to  a  high-level  made  from  low-level 
experiments . 

The  same  software  also  maintains  a  data  file  for  the  statistics 
generated  by  the  GNOMEs,  which  are  returned  from  all  sites  with  access 
to  the  ARPANET  during  runtime.  These  statistics  can  be  stored  on  disc 
or  magnetic  tape,  or  be  dumped  to  the  line  printer  for  runtime  inspect¬ 
ion.  Data  stored  on  file  is  subjected  to  subsequent  offline  analysis 
on  the  IBM  360/195  at  the  Rutherford  Laboratory.  These  routines  are 
still  under  development,  but  typical  output  from  an  early  version  is 
shown  in  figure  5». 

Since  this  controller/data  collector  was  implemented  on  the  UCL 
PDP9,  it  has  the  disadvantage  that  the  data  files  cannot  be  made 
accessible  through  the  network.  A  new  version,  which  can  be  controlled 
remotely  and  also  has  a  more  sophisticated  user  interface,  is  currently 
being  developed  to  overcome  this  problem.  We  at  UCL  are  developing 
this  controller  under  a  TOPS  20  system  on  a  PDP  20  at  the  Information 
Sciences  Institute  in  Los  Angeles,  via  ARPANET.  The  controller  will 
be  able  to  run  on  any  TENEX  or  TOPS  20  system  in  the  ARPANET,  just  as 
the  GNOMEs  can  be  run  on  any  gateway  PDP11. 
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Figure  h :  Sample  Histogram  Output 

The  figure  shows  the  distribution  of  inter-arrival  times  for  an 
experiment  using  stream  traffic  sent  from  UCL  to  BBN  at  1  second 
intervals.  As  well  as  showing  data  within  the  observational  range, 
the  output  also  indicates  how  much  data  fell  above  and  below  it. 


5.  CONCLUSIONS 


The  traffic  generator  described  in  this  paper  is  a  high-level 
application  oriented  tool  which  can  also  inspect  the  effects  of  lower- 
level  activity  on  higher  levels.  This  aim  is  reflected  in  the  design 
of  the  GNOME,  most  notably  in  its  emphasis  on  simulating  many  network 
activities  with  diverse  traffic  patterns,  and  also  in  the  generalised 
probing  capability  of  timestamp  packets. 

A  major  concept  behind  the  design  was  that  the  overall  system 
should  make  as  few  assumptions  as  possible  about  the  nature  of  the 
networks  being  examined  and  about  the  needs  of  the  experimenter  and 
the  capabilities  of  his  system.  These  requirements  were  met  by  placing 
the  GNOMEs  at  a  high  level  in  the  communications  hierarchy  and  by  pre¬ 
senting  the  user  with  a  clearly  defined  interface  to  which  he  could 
attach  control  and  data  collection  facilities  to  meet  his  local  sit¬ 
uation.  By  providing  a  clear  separation  from  both  the  network  and  the 
experimenter  in  this  fashion  we  have  moved  towards  developing  means  for 
performance  assessment  which  could  be  implemented  on  any  distributed 
network,  or  even  to  examine  connections  which  cross  many  networks.  A 
standard  technique  for  network  assessment  along  these  lines  would  be  a 
major  step  towards  developing  ’benchmark'  tests  for  networks  of  the 
kind  used  to  commission  mainframe  machines. 

The  usability  of  the  tool  assumes  a  novel  partnership  between  the 
evaluator  of  the  network  and  its  designer.  While  all  traffic  gener¬ 
ation,  data  collection  and  control  is  external  to  the  network,  the 
timestamps  must  be  put  on  by  the  nodes  and  the  lower  levels  of  protocol 
as  the  packets  pass  through.  This  type  of  facility  is  not  being  pro¬ 
vided  in  any  of  the  commercial  data  networks  being  developed  by  the 
carriers,  though  they  are  more  in  need  than  any  other  group  of  assess¬ 
ing  their  performance  on  both  a  global  and  detailed  basis. 
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MEASUREMENT  ACTIVITIES 


The  measurement  activity  changed  fundamentally 
during  the  course  of  1977.  Four  measurement  projects 
were  terminated.  The  only  ongoing  one,  with  the 
SATNET  h^s  been  discussed  in  Chapter  5. 

No  low  level  ARPANET  measurements  were  carried  out 
during  1977.  However  the  previous  work,  which  was 
mentioned  in  the  last  annual  report,  was  finally  written 
up  (TREADWELL  1977).  We  would  have  liked  to  have  made 
further  measurements,  to  understand  a  number  of  per¬ 
formance  problems  we  have  been  unable  to  explain. 
Unfortunately  the  ARPANET  IMP-IMP  formats  changed  very 
much  late  in  1976,  so  that  the  analysis  programs  would 
have  required  extensive  modification.  Since  the  person 
doing  this  work,  Treadwell,  was  fully  occupied  with  the 
SATNET  measurements,  we  were  forced  to  terminate  this 
activity. 

The  usage  measurements  of  the  TIP  from  the  PSTN  were 
also  largely  abandoned.  These  measurements  require 
dedicated  use  of  a  PDP  9;  the  pressure  on  our  PDP  9s 
for  other  purposes  became  so  severe,  that  no  such 
measurement  was  possible  after  February.  During 
February,  a  one  week  continuous  measurement  of  all  PSTN 
usage  of  the  TIP  was  made.  At  the  same  time,  the  whole 
dialogue  was  captured  of  the  use  made  of  the  NLM 
computer  via  the  PSTN.  Concurrently,  the  PO  monitored 
the  past  usage  during  the  same  period.  A  report  describ¬ 
ing  these  measurements  has  been  issued  (STOKES  1977C) . 

They  showed,  incidentally,  the  the  PO  measurements  corre¬ 
lated  well  with  our  own. 

The  earlier  1976  measurements  of  both  PSTN  usage  and  of 
leased  line  usage  via  RL  were  analysed  fully.  The  results 
are  described  in  another  report  (STOKES  1977A).  The 
usage  via  RL  was  continually  measured  whenever  the  link 
was  functioning.  These  measurements  continued  through¬ 
out  1977.  They  were  analysed  also  for  the  first  half 
of  1977  in  a  third  report  (STOKES  1977B).  Some  typical 
results  from  that  report  are  given  in  Figs.  8. 1-8. 3 
of  Chapter  8.  This  data  is  still  being  collected  on  a 
regular  basis.  We  have  been  considering  a  more  automatic 
method  of  transferring  the  data  to  RL  for  routine  analysis. 

A  further  project  has  been  written  up.  For  the  previous 
annual  report , (KIRSTEIN  1977A),  our  work  on  TCP  measurement 
between  UCL  and  Stanford  U  was  described.  Although 
the  work  was  completed  in  1976,  it  was  finally  written  up 
only  in  1977.  The  paper  describing  this  work  will  be 
presented  at  the  Conference  on  Network  Protocols  in 
Liege  in  February  1978.  The  paper  provides  the  remainder 
of  this  chapter. 

We  have  started  obtaining  usage  and  performance  measure¬ 
ments  on  EPSS.  This  work  is  discussed  briefly  in  Chapter  3 
Little  useful  data  has  yet  been  obtained,  because  we  have 
not  started  offering  a  really  substantial  EPSS  service. 
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SUMMARY 

The  Transmission  Control  Protocol  (TCP}  is  a 
protocol  which  has  been  proposed  fer  process-to- 
process  communication  across  connected  computer 
networks,  it  sets  up  an  association  between  two 
processes  and  manages  the  flow  of  data  between 
them  on  a  byte-based  windowing  principle.  The 
first  three  implementations  of  TCP  were  made  at 
University  College  tendon,  Stanford  University 
in  California  and  Bolt,  Beranek  and  Newstan  in 
Boston.  Measurement  tools  based  on  times  tamped 
packets  and  capable  of  running  experiments  in  a 
variety  of  configurations  were  developed.  Using 
these,  the  UCL  group  conducted  a  number  of  local 
experiments  to  examine  the  efficiency  of  our 
implementation,  and  some  experiments  across  the 
ARPAMXT  in  conjunction  with  the  Stanford  group 
which  examined  the  performance  of  the  TCP  in  a 
real  communication  environment . 

In  this  paper  wc  describe  the  TCP,  the 
experimental  tools  which  were  developed,  and  the 
configurations  under  which  experiments  wore  run. 

In  practice,  the  exfier imontal  setup  was  not 
entirely  adequate,  and  the  reasons  for  this  are 
discussed.  The  principal  result  of  the  local 
texts  was  that  the  UCL  TCP  was  wasteful 
of  processor  cycles,  and  soma  of  the  experi¬ 
ments  supporting  this  conclusion  are  presented. 
This  wss  common  to  all.  three  TCPs,  and  reasons 
for  the  inefficiency  are  discussed.  Finally, 
the  texts  with  Stanford  rovealed  a  damaging  inter¬ 
action  between  TCP  and  the  ARPAMST  host-to-host 
protocol.  The  general  applicability  of  this 
result  to  transact  communication  is  indicated. 

i.  omcoucriCN 

A  critical  service  that  muet  be  provided  in 
crd&r  to  use  a  packet  switch;*!  ennputer  network 
*s  an  eod-to-ead  protocol  for  conmunication 
between  two  remote  processes.  Such  a  protocol 
provides  standard  mechanisne  for  performing  basic 
conunicaticas  functions  such  as  tae  separation 
data  strew!,  rel  iahie  sequenced 
Massage  delivery,  and  the  provision  of  end-to- 
«»d  flow  control.  Typically,  various  services 
t  ifca.o  lomn  lewis  in  the  network, 

and  those  provided  by  the  end-to-end  protool 
"lw*  <*>ly  la*  u  subset  of  the  ones  needed  for  end- 
to-end  auBnunictttion.  In  the  ARPANET,  for 
a  great  desi]  a  ^ 

between  the  source  and  destination  switching 


nodes  (known  as  M's),  notably  flow  control  and 
the  generation  and  control  of  various  acknowledge¬ 
ment  and  error  conditions  that  can  occur.  The 
unique  functions  of  the  ARPANET  NCP  therefore 
are  to  manage  the  establishment  of  multiple 
connections,  to  respond  appropriately  to  the 
information  provided  by  the  source  or  destination 
HIP  such  as  error  conditions  and  to  provide  host- 
host  flow  control. 

For  oramunicat  ion  across  connected  networks, 

•  wo  main  approaches  tan  be  token.  The  first , 
which  has  usually  been  applied  to  virtual  circuit 
networks,  is  to  provide  mappings  between  the  end- 
to-end  protocols  of  the  various  networks.  These 
mappings  are  performed  in  the  gateways  which 
connect  networks.  The  alternative  approach  is 
the  'Transport  Station1  approach,  i.e.  the 
provision  of  a  universal  end-to-end  protocol,  which 
generates  and  controls  message  flow  in  a  standard 
rrans net  format.  These  packets  are  treated  os 
data  in  each  network,  and  are  rnfcedded  in  packets 
formatted  according  to  the  local  network  rules. 

In  this  approach,  gateways  support  the  transnel 
protocol  by  packet  transport  from  one  local  net 
protocol  to  the  next,  local  net  protocol . 

It  is  essential  in  this  approach  that  tiie  ond- 
to-end  protocol  chosen  does  not  depend  on  the 
characteristics  of  the  particular  networks  involv¬ 
ed.  The  Transmission  Control  Protocol  (or  TCP; 

4,  6)  with  which  this  paper  deals,  is  one  of  the 
most  detailed  proposals  made  to  answer  these  needs. 
Another  exanple  is  the  proposal  known  as  INWG  96 
(5).  The  first  working  TCPs  were  implemented  at 
Stanford  University  in  California,  Bolt,  Beranek 
and  Newman  (BEN)  in  Boston  and  University  College 
London  (UCL) .  A  series  of  experiments  and  measure¬ 
ments  were  conducted  between  these  sites. 

The  UCL  work  in  these  experiments  concentrated 
mainly  on  three  amis:  the  design  of  experiments 
and  measurement  software,  the  efficiency  of  the 
UCL  implementation  of  TCP  and  the  effectiveness 
of  TCP  as  a  transnet  protocol.  In  section  2,  we 
describe  the  TCP  in  outline  and  consider  the 
experimental  parameters  and  measurement  tools  in 
more  detail.  Section  3  discusses  seme  efficiency 
measurements  made  locally,  and  seme  experiments 
conducted  in  conjunction  with  the  Stanford  group 
which  are  relevant  to  transnet  communication. 
Section  4  discusses  our  findings  in  three  areas  of 
interest  and  section  5  stnmarises  our  main 
conclusions. 


5.1 


2.  ’  THE  EXPERIMENTAL  ENVIRONMENT 
2.1  TCP 


In  this  suction  we  will  briefly  describe  the 
version  of  TCP  current  during:  the  period  covered 
by  tlu*se  experiments.  In  TCP,  communication  is 
regarded  as  taking  place  between  two  processes 
which  liave  unique  socket  nerves  made  up  of  a  coe>- 
bination  of  net  and  TCP  identifiers,  and  a  fort 
itfe’ntifier,  which  establishes  internal  conwuni- 
cation  betwivn  the  TCP  and  the  pnv.-ess.  These 
socket  names  can  be  reused  for  several  cxxwect- 
ions  to  the  source  process,  i«Ui  !o  different 
ptxH'esses  at  the  same  t  ime,  and  to  the  same  pro- 
ju-sses  at  different  times.  In  tins  way  it  was 
hoped  to  avoid  the  eonplexit  it's  of  the  ARPANET 
socket  allocation  nx'chanism,  although  Tomlinson 
has  shuon  (18)  that  probUms  then  urine  which 
lead  to  conyil ex i ties  in  other  artuv  of  the 
protocol . 

'll#*  iwu  wK;t*et«  set  up  an  association  using  a 
MHiiNtKw*  ol'  puokef  exchange  known  as  the  three 
way  handshake  (7).  As  port  of  this,  each  side 
passes  across  a  'window  size'  and  an  Initial 
Sequence  Nutter  (XSN)  which  determines  the  'left 
hand  edge'  of  this  window,  and  is  the  sequence 
muter  for  the  first  byte  of  information  to  be 
sent  out.  Tiie  window  size  is  an  indication  of 
how  such  data  the  receiving  side  is  prepared  to 
accept  at  any  given  moment,  and  may  be  varied  at 
will  to  control  flow.  The  left  and  right  window 
edge  (made  up  of  the  left,  edge  plus  the  winckwr 
siz«)  detomine  the  range  of  acceptable  sequence 
matters.  Each  byte  of  data  and  several  control 
bits  in  tin?  stream  of  informal  >on  air  assigned 
taqucncc  nutters,  starting  <xxi9«i*i'ut  ivoly  from 
Hie  ISN;  its  ilatu  is  received  it  is  acknowledged 
by  imltcaliiig  !hc  m>xt  sequence  matter  exp.vi.ed. 
•fisis  cmvhanistn  ensures  that  tiala  can  be  deli  wared 
to  the  user  without  duplication  and  that  sequen¬ 
cing  can  occur  if  it  arrives  out  of  order. 

A  process  delivers  data  to  the  TCP  as  a  Jthole 
or  partial  ’letter',  where  a  letter  is  defined 
as  a  logical  unit  by  the  user  process.  Hie  TCP 
then  breaks  these  into  'segments' ,  which  are 
diecksromxi  units  of  data  encapsulated  in  an 
internet  header,  which  contains  protocol  inform¬ 
ation  such  as  the  source  and  destination  socket 
names,  tile  current  window  size  and  sequence  man¬ 
lier,  and  various  control  bits.  These  internet 
segments  are  then  treated  as  data  by  the  various 
networks  t  ru versed.  If  they  <uv  too  large  for 
some  network  they  are  fra@neni.ed  into  smaller 
internet  packets  at  the  gateway  on  tmtry  to  that 
network.  TCiese  internet  fragments  are  similar 
to  internet  segments,  exei'pt  that  they  are  not 
given  :ui  internet  cliecksusn,  and  l  tie  receiving 
TIP  cannot  deliver  data  to  tlx5  user  process  until 
an  entire  internet  sejjmmt  is  reassembled. 

’Oils  cfc -script  ion  is  intended  nerely  to  give 
Hie  i Savour  of  the  TCP;  the  protocol  is  still 
evolving  (t*)  and  miny  details  such  as  the  desyn¬ 
chronisation  and  ^^synchronism  ion  of  connect¬ 
ions  have  btvn  emitted,  Ihcsc  have  often  been 
intnxUiccd  to  enhance  the  security  and  reliabil¬ 
ity  of  tlx*  TCP  where  data  or  control  is  lost  or 
delayed.  Much  of  tlx5  theoretical  work  dom»  on 
tlx-  TCP  tws  consisted  c*l  proving  that,  it  is 
stviin-  and  rvl  table  (e.g.17)  in  llie  face  of  the 
nt>st  tax-stud  nl  HcqucnecK  of  event.-;. 


The  UCL  TCP  was  lijplemenf.ed  on  a  PLP9  in 
Babbage,  a  high  level  assembler  (16).  The  iitple- 
nmtation  was  substantially  derived  from  a  BCP! 
version  of  the  Stanford  TCP,  although  it  \u>uld 
have  been  very  inefficient  to  implement  this 
directly,  due  to  the  lack  of  index  registers  on 
the  PEPS,  and  the  run-to-ccmpletion  nature  of  tin 
operating  system.  Although  it  was  the  smallest 
of  the  first  three  TCPs  (str  Table  1),  it  was 
still  a  large  program,  ifewever,  subsequent,  imp¬ 
lementations,  such  as  the  one  at  SRI  (15)  have 
proved  to  be  significantly  trailer  and  more  eff¬ 
icient  for  reasons  that  will  no  discussed  in 
sect  ion  4. 


|  Computer 

Size  in 

K  lords 

Word  Length 
in  Bits 

9 

-  _ 

Strnford  PIP-11 

11.9 

16 

UCL  POP-9 

C.3 

18 

SRI  151-11 

ma 

16 

UCL  ARPANET  NCP 

18 

Table  1  Onmuaratlye  TCP  Sizes  (excluding  buffers) 

The  figure  for  the  SRI  TCP  excludes  work  space  for 
handling  connection  information.  Tlx-  figure  for 
the  TJ CL  ARPANET  NCP  only  includes  code  handling 
protocol  levels  equivalent  to  the  TCP. 

2.2  Experimental  Parameters 

As  the  experiments  were  designed  to  test  the 
effectiveness  and  constraints  of  TCP  performance 
we  were  principally  interested  in  examining  the 
throughput  achieved  and  the  delays  experienced  by 
packets  imder  various  conditions.  Very  early  in 
the  program  it  was  decided  to  isolate  the  TCP  from 
the  rest  of  the  eonmunications  system;  thus  data 
was  collected  as  seen  by  the  TCP  process,  and  the 
experimental  parameters  varied  wrrv  ones  which 
were  specifically  features  of  the  TCP  proiocol. 

The  parameters  identified  as  being  of  particular 
interest  were: 

i  Window _size:  This  is  the  muter  of  bytes  >f 
data- the  TCP  is  prepared  to  accept  from  a 
remote  TCP.  As  was  discussed  in  section  2.1 , 
it  is  the  basic  method  of  flow  control, 
ii  Max irxiTi  packet  size:  This  parameter  is  det¬ 
ermined  r»»re~by  the  properties  of  tlx*  traffic 
and  tlx>  transmission  ciiaracterisl  ics  of  !he 
traffic  mndiun  than  by  an  internal  TCP 
constraint. 

ill  Thrashjsjze:  If  data  is  Ix-ing  arknowiedged 
at.  a-  very  slow  rate,  tin-  available  window 
seen  at  the  sender  site  may  be  very  .-mall. 

TCiis  leads  to  letters  tx-ir.g  ^-grmntid  into 
many  Mini  11  packets..  Thrash  s i  /,« ■  in  *  hw •  fxir- 
an-ter  which  defines  the' minimum  si/<  Negix-m 


the  TCP  will  generate  for  transmission 
purposes. 

iv  Retranarnission_t_iiiieout :  This  is  the  length 
of  time  vrtilch  passes  before  an  unacknow¬ 
ledged  packet  is  retransmitted.  Ideally  it 
should  be  set  to  .just  above  the  round  trip 
time  for  the  majority  of  packets. 

A  ntnfcer  of  parameters  are  implementation  dep¬ 
endent,  or  data  dependent.  These  include  items 
which  are  not  easily  quantifiable  or  variable, 
but  Much  will  have  to  be  taken  into  consider¬ 
ation  when  understanding  final  results.  The 
items  considered  in  this  category  were: 
i  Packet  sjiye:  As  the  TCP  window  is  closely 
reTatei  to” the  total  amount  of  information 
outstanding,  it  is  important  to  study  the 
effects  on  performance  of  the  amount  of  data 
being  transferred  in  any  given  packet.  The 
limitations  are  those  imposed  by  the  need  for 
a  full  timestamp  field  (18  bytes)  at  one  end, 
(see  section  2.4  below)  and  the  maximum 
ARPANET  packet  size  (90  bytes)  at  the  other 
(a  UCL  implementation  restriction), 
ii  Choice  of  acknowle^einent.  strategy:  It  is 
possible  eltfier  to  force  out  separate  acknow¬ 
ledgements  (ACks)  for  each  TCP  packet,  or  to 
piggyback  ACXs  on  existing  traffic  in  the 
other  direction  where  possible.  The  choice 
of  strategy  may  enhance  or  degrade  perform¬ 
ance,  depending  on  the  nature  of  the  traffic 
flew;  an  ACX  is  needed  to  stimulate  further 
transmissions,  but  may  take  up  considerable 
bandwidth  in  a  congested  channel.  UCL  chose 
a  strategy  whereby  a  check  was  made  that  no 
packet i sex!  information  was  pending  before 
forcing  out  an  ACK.  One  may  compare  the  two 
strategies  by  setting  up  appropriate  traffic 
situations. 

iii  TCP  bufrortng  strategy:  As  noted  above,, the 
protocol  places  great  importance  on  the  rel- 
at  ionship  between  window  size  and  buffer 
constraints.  As  the  measurements  opted  for 
a  fixed  window  size,  they  also  opted  for  a 
fixed  buffer  strategy  and  the  emphasis  was  on 
determining  a  suitable  relationship  between 
the  two. 

The  buffer  strategy  chosen,  which  proved  flex¬ 
ible  enough  tor  most  requirements,  was  to  main¬ 
tain  a  large  fixed  buffer  pool  from  which  fixed 
size  hlcxtks  could  In-  chosen  as  needl'd.  Spat* 
was  obtained  according  to  demand  for  transmission, 
and  for  reception  whs  ohos**!  so  as  to  maintain  at 
least  one  outstanding  receive  buffer.  If  serious 
space  limitation  problems  occurred,  the  experi¬ 
ment  was  abandoned;  this  tended  to  occur  m  the 
UCL  experiments  with  larger  wintiew  sizes  as  there 
was  no  necessary  connection  between  the  arbitrary 
window  size  chosen  and  the  amount  of  space  avail¬ 
able. 

Finally,  in  order  to  observe  the'  interaction 
between  TO’  and  the  ARPA  subnet ,  the  pa»'k°t  type 
was  varied.  Tins  is  a  ready-mndi'  control  for 
«>xamining  ttw*  effects  of  subnet  flow  control  on 
TCP  perroraunce  and  vie*  versa.  Type  9  ARPANET 
packets  are  defined  as  data  packets  subject  to 
the  end-to-end  flow  control;  type  3  data  packets 
nre  timse  subj<v.t  *x>  none.  However,  type  3  pack¬ 
ets  run  the  risk  of  being  discarded  at  any  point 
en  route  if  congestion  is  experienced. 


2.3  Configurations 

Three  basic  traffic  situations  were  identified 
which  it  was  felt  could  give  information  on  differ¬ 
ent  aspects  of  TCP  performance.  These  were:  the 
self-loop,  the  source-sink  and  the  echo-loop.  In 
the  self-loop,  transmitted  packets  were  received  on 
the  same  TCP  port..  In  the  source-sink  case,  traf¬ 
fic  was  transmitted  from  one  port  and  received  on  a 
different  port  which  did  not  reply  beyond  acknow¬ 
ledging  it.  Finally,  the  echo-loop  returned  traf¬ 
fic  to  the  sender. 

The  self-loop  was  list'd  to  give  an  indicat  ion  of 
the  optimum  TCP  performance  in  various  situations. 
The  TCP  is  doing  a  minimal  amount  oi  work,  te;  u  is 
only  transmitting  and  receiving  on  tho  same  twx'ket 
all  acknowledgements  are  automatically  piggybacked 
and  no  extensive  computation  is  required.  The 
source-sink  and  the  echo-loop  provided  more  normal 
situations,  reflecting  full  and  half  duplex  conn¬ 
ections.  The  source-sink  case  by  itself,  however, 
could  not  give  information  on  end-to-end  delays  to 
a  remote  TCP;  this  could  only  be  extrapolated  from 
round  trip  figures  obtained  by  using  an  echo  conn¬ 
ection.  In  order  to  obtain  usable  data  echo  conn¬ 
ections  were  almost  always  used  for  experiments  to 
remote  sites. 

Behaviour  was  studied  in  several  different  phys¬ 
ical  configurations,  illustrated  in  figure  1.  TWo 
local  loops  were  used.  In  the  "internal  lcx>p",  TCP 
packets  were  placed  on  a  transmission  queue,  and 
when  they  reached  the  head  of  H  were  immediately 
transferred  to  the  receive  queue.  In  the  "IMP 
loop".,  packets  were  transmitted  to  the  London  IMP 
(switching  node)  across  a  local  host  interlace. 
Traffic  was  also  sent  to  a  remote  site,  usually 
Stanford,  although  some  connections  were  also  made 
with  SEN. 

The  UCL  site  is  in  an  unusual  position  relative 
to  the  bulk  of  the  ARPANET,  in  that  it  is  connec¬ 
ted  by  satellite  links  rather  than  50K  bps  land- 
lines.  The  standard  link  goes  via  NORSAR  in  Nor¬ 
way;  another  route  used  a  broadcast  satellite 
which  is  the  vehicle  for  the  SATNCT  broadcast 
satellite  experiment  (2).  Both  configurations 
were  studied.  The  standard  NORSAR  route  is  a  chan¬ 
nel  whose  rated  capacity  is  9.6K  bps,  but  which 
has  an  effective  data  capacity  of  between  5.1  and 
7.6K  bps  for  ARPANET  host-to-hnst  packets  depend¬ 
ing  on  whether  seismic  data  is  being  transmitted 
from  NORSAR.  This  channel  is  elrorly  a  bottleneck, 
and  one  can  expect  delays  to  Imild  up  at  NORSAR 
and  STAC  on  the  return  journey.  The  other  con¬ 
figuration,  using  a  50K  bps  channel  provided  for 
the  broadcast  satellite  experiments  (when  using 
the  non-contention  TUI  algorithm),  has  a  one-way 
capacity  of  25K  bps.  The  effective  capacity  of 
this  link  was  only  19K  bps,  however,  due  to  the 
effect  of  various  constraints  imposed  by  the  comm¬ 
unications  hardware.  In  this  case  the  potential 
bottleneck  is  the  9.6K  bps  londoo-Goonhilly  link. 


1 


I* 


r^sFzsyr:  »^t,  t*  ry  r;  ^  rj  ipa  ;wj  ,*t  !T 


5.4 


2.4  Experimental  Tools 

lb  ccnpute  throughput  and  delay,  one  has  to 
know  the  times  at  which  various  events  occur. 

Hie  critical  points  are  the  times  at  which  a  pac¬ 
ket  enters  and  leaves  the  TCP.  Thus  the  basic 
tool  for  measuring  TCP  behaviour  was  a  TIMESTAMP 
packet,  which  picked  up  clock  values  (or  time- 
stamps)at  these  points.  As  packets  might  be  sent 
to  either  a  sink  or  an  echo  process,  the  follow¬ 
ing  times  could  be  noted: 

1.  Generation  at  source  process 

2.  Transmission  from  source  TCP 

3.  Reception  at  destination  TCP 

4.  Reception  at  destination  sink/echoer 

5.  Departure  from  destination  TCP 

<5.  Transmission  from  destination  TCP 

7.  Reception  at  source  logging  process 

By  including  an  offset  field  to  point  to  the 
first  unstamped  location  in  the  field,  the  time¬ 
stamping  procedure  was  made  simple  to  code  and 
operate.  The  format  is  illustrated  in  figure  2. 


next  time  staom 
fpes  lien* 


-a 


Offset 


Stamp  1 


Stamp  2 


Stamp  3 


Stamp  4 


Stamp  S 


Stamp  6 


Stamp  7 


Stamp  8 


TCP 

Header 


Timeetanp 


Data 


Figure  2  Timestamp  Packet  Format 


t 

Throughput  can  be  calculated  from  the  differ¬ 
ences  between  corresponding  timestanpe  in  succes¬ 
sive  packets;  delays  from  the  difference  between 
•»  timestamps  in  the  same  packet.  Throughput  was 
measured  directly  in  terms  of  the  nutter  of  lett¬ 
ers  transmitted  per  second  by  the  source  process, 
utere  a  "letter5’  was  made  equivalent  to  a  packet 

I _ 


for  the  experiments.  The  p  root 'dure  stiffen'd  Irotr, 
a  nutter  of  limitations. 

a)  The  limit  of  clock  n'solut  ion  at  UT.  was  otil\ 
5Gms.  This  made  sunt*  delays,  such  as  round 
trip  times  in  hx'al  configurations,  practically 
invisible  to  the  tract'  packet,  and  indmvl 
methods  wore  adopted  to  determuu'  tin's!'. 

b)  The  timestamps  are  purely  TCP  oriented,  so 
effects  of  the  environmt'nt  -  host  operating 
systons,  the  network  traffic  etc.  ~  are  not 
easily  observed  without  additional  timestamps 
(which  raise  considerable  implementation  prob¬ 
lems),  or  additional  measurement  tools.  It  was 
quickly  found  that  in  order  to  understand  wtiat 
was  happening  in  the  TCP  in  tests  betwivn  UO, 
and  remote  sift's,  one  would  tun'd  additional 
details,  lb  obtain  these,  two  levels  of  packet 
tracing  were  used.  One,  adopted  at  litilli  IK. ’I, 
and  Stanford,  was  to  dutp  each  TCP  packet  on 
transmission  and  reception.  This  was  used 
principally  in  debugging  and  in  various  robust  - 
ness  demonstrations  beyond  (he  scope  of  this 
paper,  such  as  demonstrating  the  correct  h<?hav- 
iour  of  various  protocol  features.  In  addition, 
packets  passing  through  the  London  IMP  could  lie 
traced  using  monitoring  techniques  developed 
for  another  project  (19).  Owing  to  the  resour¬ 
ces  needed  and  a  nutter  of  hardware  problems, 
this  procedure  was  only  used  once  successfully, 
but  it  proved  extremely  useful  in  pointing  out 
lnportant  and  unsuspected  TOP  interactions. 

c)  The  mechanism  makes  a  meaningful  sludy  ol  TOP 
fragmentation  difficult.  Frafjncntat  ion  of  the 
timestamp  field  would  cause  loss  and  over- 
writing  of  timestanping  information.  Fragment  - 
at  ion  in  the  data  field  means  that  only  ooe 
packet  can  be  traced,  unless  additional  time¬ 
stamp  fields  are  created  for  each  fragment  and 
in  that  case  interpretation  of  this  additional 
information  is  unclear.  Although  there  an' 
meaningful  experiments  which  can  be  performed 
in  the  presence  of  fragmentation,  no  attempt  to 
do  them  was  made  in  the  measurements  reported 
in  this  paper. 

In  order  to  support  the  facilities  described 
above,  UOL  developed  an  integrated  set  of  software 
to  maintain  Uk'  following  TCP  process's: 

i)  Ifcinual  jexerciser:  This  pnx-ess  opetw-d  tmd 
closed 'connections  and  provided  basic  mess¬ 
age  transmission  faciliLi«>s.  It  was  intend¬ 
ed  primarily  to  demonstrate  the  correct 
functioning  of  aspects  of  the  TCP  protocol, 
ii)  Krhoer:  A  passive  process  was  maintained 

which” always  had  open  a  listening  echo  stx-- 
ket,  and  which  echoed  any  data  sent  to  it. 

It  was  intended  to  be  used  together  with 
the  remote  parameter  change  facility  descri¬ 
bed  below. 

iii)  Traffic  Generator:  This  process  maintained 
a  constantly  blocked  TCP  transmission  inter¬ 
face.  Traffic  of  a  fixed  letter  size  was 
placed  on  the  transmission  queue  whenever 
the  TCP  informed  the  process  that  the  packet 
queue  was  becoming  low.  This  mechanism  en¬ 
sured  that  traffic  generation  would  occur 
at  the  optimum  rate,  which  could  thus  be 
measured  directly. 

iv)  Parameter  Change:  This  was  u  spivial  pn>- 
cess "which  could  request  or  implement  para¬ 
meter  changes  for  both  the  local  and  remote 
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sockets  of  a  connection,  and  thus  in 
theory  enabled  a  TCP  experiment  to  be  run 
by  one  side  only.  In  practice  it  was  only 
ever  implemented  at  UCL,  due  to  space 
restrictions  at  Stanford, 
v)  Ua hi_Loqjir«c :  All  incaning  data  was  rou¬ 

ted  through  this  process  which  selected 
tunes  taliped  pockets  at  regular  intervals, 
monitored  parameter  change  responses  and 
maintained  a  watch  over  background  infor¬ 
mation  such  as  the  opening  and  closing  of 
a  connection. 

All  these  processes  could  be  driven  either  from 
a  coatmnd  console  or  automatically  from  oaraands 
stoned  in  a  command  file,  written  in  a  siirple  con¬ 
trol  language. 

3.  MEASUREMENT  RESULTS 


local  Tests: 


piemen tat  ion  Efficiency 


A  large  ran  Per  of  experiments  were  carried  out 
in  the  two  UCL  configurations  of  figure  1  -  int¬ 
ernal  loop  and  IMP  loop.  As  n  result  of  the 
early  ift<aKurtmi<nts  undertaken,  a  nuntior  of  ser- 
ious  ittefl‘ieienci<'H  were  revealed,  wdiioJt  were 
luirnv.tcd,  aliUnigti  the  UCl.  HI*  is  still  ineffic¬ 
ient.  It  was  found  that  in  a  I  wavy  traffic  sit¬ 
uation  the  hardware  data  adaptor  was  idling  for 
relatively  long  periods;  although  a  simple  re¬ 
writing  of  the  TCP  scheduler  resulted  in  a  dram¬ 
atic  improvement,  the  adaptor  was  still  under¬ 
utilised.  The  round  trip  figures  of  the  UCL  IMP 
loop  represents  an  effective  capacity  of  26.% 
bps  across  the  local  host  interface,  which  has  a 
nominal  rat  ing  of  100K  bps.  This  suggests  that 
c*ven  in  the  comparatively  idle  situation  repre¬ 
sented  here,  the  UCL  TCP  is  ccrpute- bound.  Res¬ 
ults  in  other  experiments  support  this  conclusion. 

The  results  of  a  typical  throughput  experiment 
an'  shown  in  Figure  3.  In  this  experiment,  the 
self-loop  was  used  to  simulate  a  TCP  running  a 
single  connection,  and  the  echo  loop  to  simulate 
two  connection.  Figure  3  shows  the  throughput 
seen  by  an  individual  connection  in  both  cases. 
The  experiment  was  repeated  for  Internal  and  IMP 
loops.  Adding  a  second  connection  to  the  inter¬ 
nal  loop  reduced  the  throughput  seen  per  connec¬ 
tion  by  a  factor  of  1.86;  for  the  UC>  loop,  the 
reduction  factor  was  1.85.  The  remarkable  agree¬ 
ment  of  these  two  figures  again  supports  a  simple 
model  of  the  UCL  TCP,  in  which  it  very  rapidly 
Imvchts  process  hound,  In  this  model  the  through¬ 
put  per  oonmxaion  for  a  number  of  connections 
each  handling  a  similar  load  is  inversely  propor¬ 
tional  u>  the  rnarber  of  connections.  Such  a 
njdel  would  predict  the  throughput  ratio  to  be 
2:1.  The  difference  would  be  due  to  the  minimum 
load  of  idle  processing  not  being  taken  into 
account. 

Throughput  experiments  involving  variation  of 
the  letter  size,  and  choice  of  the  A (X  strategy 
also  suggest  that  in  situations  where  the  UCL 
TOP  wits  being  used  for  coomunications  in  a  high 
capacity  network,  its  use  would  incur  consider¬ 
able  processing  overheads .  Although  other  groups 
liad  the  same  experience,  this  does  not  mean  that 
! lie  TCP  is  nivessarily  wasteful  of  processing 
cycles.  Hie  probltm  is  largely  dm*  to  ineffic¬ 
ient  infiliaroUlion.  Several  anus  wfiere  uan— 
ful  attention  to  efficiency  is  needed  have  been 


identified.  They  will  be  discussed  further  in 
section  4.2. 


Letter  size  =  18  bytes,  Thrash  size  =  18  bytes, 

Retransmission  time  =  8  secs. 

Window  sizes  =  18  bytes  (to  Stanford)  and 
=  256  bytes  (local  loops) 


Table  2:  Typical  Round  Trip  Times  for  a 
Particular  Experiment 


3.2  Remote  Tests:  TCP  as  an  Internetwork 


A  number  of  experiments  were  performed  in  con¬ 
junction  with  the  TCP  group  at  Stanford  University 
which  provided  information  on  the  TCP's  ability  to 
function  in  a  more  generalised  network  environment 
than  ms  obtainable  in  the  local  UCL  tests,  (see 
Figure  1). 

In  this  configuration,  two  factors  were  examined 
which  are  of  interest  in  the  transnet  envi  roms-nt . 
The  first  was  the  fact,  that  the  communication 
medium  used  for  the  trans-Atlantic  hop  lias  substan¬ 
tially  different  characteristics  from  that  on  tlx- 
US  side.  This  situation  is  very  likely  to  occur 
when  two  different  networks  are  connected,  and  it 
is  therefore  useful  to  see  how  it  affects  the  proto¬ 
col's  efficiency.  Secondly,  a  TOP  packet  is  con¬ 
sidered  to  be  entirely  data  within  ARPANET,  and 
must  therefore  be  sent  according  to  the  normal 
ARPANET  protocols.  In  practice  the  ARPANET  link 
allocation  procedure  was  bypassed  and  a  special 
reliable  datagram  link  was  used.  TCP  packets  were 
normally  sent  subject  to  full  ARPANET  flow  control 
in  addition  to  that  of  TCP.  The  alternative  is  to 
send  packets  which  are  not  subjected  to  ARPANET 
control  at  all.  As  explained  in  section  2.1,  the 
data  packets  that  the  ARPANET  exercises  ilow  con¬ 
trol  over  are  known  as  type  9  packets,  and  those 
with  no  flow  control  are  known  as  type  3  packets. 

Hie  use  of  type  3  packets  is  extremely  riskv,  as 
there  is  a  real  danger  of  flooding  the  network 
with  uncontrolled  transmissions,  and  the  only  pro¬ 
tection  against  this  was  the  end-to-end  flow  <on- 
trol  mechanisms  of  the  HP. 

In  these  experiments,  traffic  was  sent  to 
Stanford  under  three  sets  of  conditions.  Type  9 
traffic  was  sent  across  the  NORSAR  link,  and  type  9 
and  type  3  traffic  were  sent  across  Qxinhilly.  R>r 
all  runs,  minimum  packets  (18  data  bytes)  wore  sr>ni 


No.  of  letters  in  window 


No.  of  letters  in  window 


Letter  size:  18  bytes  Thrash  size:  18  bytes 

He  transmission:  8  seconds 

Solid  line:  echo  loop  Broken  line:  self-loop 


HIrum'  3.  Throunhpnt  for  One  ami  Two  ConryT-tionx  in  Ltx-nl  Tests 


Throughput 
( letters/aec ) 


Figure  4.  Throughput  to  Stanford 

Letter  size:  18  bytes  Thrash  size:  18  bytes 
Retransmission :  8  seconds 

Configuration : 

(a)  Type  9  via  NCRSAR 

(b)  Type  9  via  Goonhilly 

(c)  Type  3  via  Goonhilly 


NB.  Each  line  represents  a  separate  experimental  series 
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to  an  echoer  at  Stanford.  'Hie  NORSAR  run  shown 
ben'  was  accompanied  by  the  low- level  packet 
trace  mentioned  in  section  2.4.  liable  3  shows 
figures  on  line  level  retransmissions  so  obtained 
and  Figure  5  shews  a  sample  packet  history. 

Minimm  load  round  trip  times  are  shown  in 
table  2.  A  simple  model  constructed  purely  on 
the  basis  of  known  channel  capacities  (less  over¬ 
heads  from  headers,  routing  packets,  RFNMs  (ARPA¬ 
NET  acknowledgements)  etc)  indicates  that  these 
delays  contain  no  features  of  any  significance  at 
an  internetworking  level.  The  main  constraint  is 
singly  the  capacity  of  the  channels  en  route. 

The  throu'hiHit  curves  (shown  iri  Figure  4)  over 
Goonhilly  support  this  picture*.  Ihe  maxinun 
throughput  to  Stantord,  6.85  letters  per  second, 
represents  a  line-level  throughput  of  4.11K  bps 
for  letters  of  this  size.  The  same  throughput 
for  full  packets  would  mean  a  line-level  rate 
of  7.9K  bps,  which  would  represent  a  near  maxinun 
utilisation  of  the;  9.6K  bps  channel  from  London 
to  (Jbonhilly.  It  appears  that  type  3  packets  are 
thus  limited  only  by  the  bandwidth  of  the  channel. 
The  effects  of  having  two  layers  of  "reliable 
transmission"  protocol  start  appearing  when  we 
consider  the  throughput  figures  for  type  0  over 
Goonhilly.  Disregarding  tlx*  rather  anomalous 
peak  otiHcrvixl  ai  a  window  size  of  10  letters,  the 
nuximun  of  4.25  letters  per  se<  <>n<!  <ornisponds  to 
u  1  iiK>-l«,vel  rate  of  3.26k  bps  und  a  predicted 
nuxinam  of  5.7K  tips,  rather  below  the  maxinun 
diannel  rate.  This  would  appear  to  tv  due  to  the 
maximum  limit  infused  by  the  ARPANET,  of  8  UP 
buffers  for  a  connection,  as  throughput  starts  to 
level  off  at  this  point. 


The  full  implications  of  the  effects  of  having 
two  "reliable  transmission"  protocols  in  operation 
become  clear  when  we  consider  the  information  ga  i- 
ed  from  the  line- level  management  obtained  on  the 
NORSAR  link.  The  picture  here  is  more  complex. 

The  maxinun  throughput  of  1.75  letters  per  second 
(1.34K  bps  at  line-level)  occurs  at  a  window  of  4 
letters;  this  is  followed  by  a  severe  degradation 
accompanied  by  a  high  level  of  IMP  retransmissions 
from  London  to  NORSAR.  The  effective  capacity  of 
the  NORSAR- -SEklC  link  is  reduced  considerably  by  the 
introduction  of  seismic  data  at  NORSAR.  A  suffic¬ 
iently  large  window  in  the  source  TCP  will  accord¬ 
ingly  lead  to  an  attempt  to  form  a  queue  at  NORSAR 
of  more  than  8  packets,  the  maximum  allowed.  This 
will  cause  an  IMP-level  retransmission  after  2  sec¬ 
onds  and  a  consequent  degradation  of  throughput. 
IMP-level  retransmission  rates  of  up  to  32.3%  were 
observed  (see  table  3).  TCP  throughput  is  reduced 
further  by  the  fact  that,  features  of  the  TCP  are 
duplicated  in  the  ARPANET  protocols  -  in  particular 
retrananission  and  positive  aekncwlodgiTnent .  Si  no' 
the  IMP  cannot  distinguish  a  TCP  retransmission  as 
such,  the  London  IMP  can  still  be  retransmitting 
a  TCP  retransmission  of  a  packet  after  tile  UCL  TCP 
already  knows  it  has  arrived  successfully  (see  Fig¬ 
ure  5).  Hius  in  this  sort  of  lied  situation,  the 
features  built  in  to  give  end-to-i'nd  si'curity  hurl 
to  a  duplicat  ion  ot  low-level  activity,  increasing 
performance  degradation  as  the  duplication  ol  i Ric¬ 
kets  can  only  be  detected  by  the  receiving  TCP. 


Table  3:  IMP  Level  Retransmissions 


No  of  TCP 
packets  in 
window 


No  of  TCP 

No  of  IMP 

Percentage  of 

packets  sent 

data  packets 

IMP  retrans- 

sent 

mission 

127 

129 

1,55 

117 

118 

0.85 

126 

181 

30.39 

149 

220 

32.2? 

127 

144 

11.81 

— 

— 

— 

letter  size  *  18  bytes  Thrash  si2e  «  18  bytes 

Retransmission  =  8  secs 

Gbnfiguration:  UCL  to  Stanford  echoer  via  NORSAR 


NR-  This  data  refers  to  the  points  graphed  in  figure  4  for 
the  NORSAR  channel.  The  breakdown  for  data  points 
t,  2,  and  H  is  not  available 


Figure  5.  Simple  Packet  History  Showing  Effects  of  Protocol  Duplication 

m  VS^°nJ°f*LpSS^»history  ob8HrviBd  <Juring  an  experimental 

ren  from  UCL  to  the  Stanford  ecboer  via  the  NCRSAR  channel  using  type  «  ARPA  packets. 

The  dots  indicate  trwaniasion  of  TCP  data  packets  by  the  TCP  or  by  the  IIP  The 

tnomdmiaa  of  IIP  or  TCP  acknowledgment  packets.  It  is'activity  of 
this  kind  which  accounts  for  the  degraded  throughput  seen  on  N0R8AR  nms. 


4.  DISCUSSION 

4.1  Approaches  to  Quantitative  Measuranant 

In  this  paper  we  have  outlined  an  attempt  to 
measure  qurntitatively  the  effectiveness  of  a 
host-host  oaaunieatiooB  protocol.  To  do  this 
effectively  both  the  performance  of  the  partic¬ 
ular  protocol  implementations  one  is  de*lii«  with, 
and  also  the  characteristics  of  the  oonunica- 
tions  subnet,  must  first  be  measured  in  a  closed 
environment.  The  subnet  is  easier  to  measure,  as 
the  performance  of  a  particular  protocol  implemen¬ 
tation  is  a  computer  systems  property  which  dep¬ 
ends  as  much  as  it  do**?  with  any  other  pi*x.e  of 
aoftmue  on  a  particular  processor,  operatic  sys¬ 
tem,  and  implementation  approach.  Measurii^  both 
elamnta  together  in  the  operation  of  the  proto¬ 
col  across  the  subnet  is  a  daunting  task,  which 
my  explain  why  few  measurements  have  been  attemp¬ 
ted  of  the  kind  described  here.  Measurement  is 
hnm'ver  essential.  Network  suppliers  may  need  to 
guarantee  performance  figures  -  Bell  nmiA  have 
in  fact  done  this  for  Datapac  (9).  Protocol  des¬ 
ign,  although  fundamentally  driven  by  correctness 


of  operation,  can  and  must  be  influenced  by  effic¬ 
iency  considerations. 

Nevertheless,  making  quantitative  measurements 
in  a  real  environment  presents  serious  problems. 
Henning  is  reported  to  have  said  (13)  "without  mea¬ 
surement  it  is  inpossible  to  have  a  science".  In 
our  experience,  without  vast  amounts  of  time  and 
effort  it  is  inpossible  to  (make  measurements.  As 
mentioned  in  section  2.3  our  experiments  were  per¬ 
formed  either  in  self  loops  or  in  association  with 
Stanford  University.  The  latter  path  is  one  of  the 
longest  in  ARPANET,  being  nearly  IOC, 000  miles 
round  trip,  passing  over  satellite  links  and 
through  approxirately  11  switching  nodes.  Due  to 
the  lime  difference,  cxperinrntul  periods  were  lim¬ 
ited  to  three  hour  stretches  and  the  effort  invol¬ 
ved  in  coordinating  activities  and  ensuring  every 
oonpooent  ms  functioning  consumed  a  large  propor¬ 
tion  of  available  resources. 

The  exerciser  developed  at  UCL  was  never  used  to 
its  full  potential.  The  remote  parameter  change 
facility  and  the  file-driven  experiment  control 
were  two  unused  features  which  in  a  more  favourable 
environment  vould  have  permitted  a  much  more  rigor- 
oua  aeries  of  experiments.  Tko  machines  available 
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locally  at  our  site  could  then  have  performed 
many  of  the  measurements  unsuccessfully  attempted 
with  Stanford,  without  most  of  the  organisational 
constraints.  Robustness  tests  could  also  have 
been  undertaken,  involving  the  operation  of  the 
protocol  for  cany  hours  to  ensure  that  reliable 
sequenced  delivery  was  maintained.  Such  tests 
were  not  possible  with  Stanford;  in  self  loops 
they  were  not  very  meaningful. 

The  use  of  supportive  tools  was  shown  to  be 
well  worthwhile.  The  TCP  packet  trace  was  an 
essential  debugging  tool  wi  thout  which  TCP  would 
never  have  functioned.  The  value  of  the  line 
monitoring  tool  is  danxistratod  elsewhere.  A 
great  deal  of  work  was  also  done  using  simulation 
techniques  to  study  areas  of  flow  control  which 
could  not  be  covered  experimentally  (8).  Much 
of  the  work  reported  in  this  paper  could  not  have 
been  achieved  without  the  use  of  tracing  tech¬ 
niques  to  give  a  qualitative  explanation  for  the 
figures  obtained  from  the  main,  quantitative, 
exerciser. 

4.2  The  Efficiency  of  TCP  Implementations 

The  inefficiency  of  the  UCL  I'd’  reinforces  the 
fact  that  attention  to  efficient  implementation 
is  at  least  as  essential  with  ccmnunication  dri¬ 
vers  as  it  is  will)  any  other  part  of  a  system 
which  is  going  to  be  used  very  frequently.  A 
study  of  the  overhead  of  su"Dorting  the  normal 
host  protocol  (NCP)  for  ARPANET  on  Tenex  machines 
indicated  tliat  the  overhead  was  only  20%  greater 
than  that  for  the  same  traffic  to  local  devices 
(14),  Ideally,  wr  should  bo  able  to  limit  TOP 
overheads  to  this  sort  of  figure.  The  decreasing 
cost  of  CPU  cycles  will  eventually  ameliorate 
this  problem,  but  it  cannot  resolve  it  entirely. 

We  can  analyse  the  costs  of  implementing  TCP 
by  examining  the  various  computat  ional  areas  ass¬ 
ociated  with  supporting  the  specification, 

i )  Uu£  l'er_Manij  *1  lat  Lxi 

nuke  the  lx«t  use  of  our  available 
space  wo  must  cater  for  varying  message 
lengths  by  using  dynamic  tree  pools  of 
varying  lengths,  and  the  resultant  frequ¬ 
ent  garbage  collect  ion.  Several  free 
pools  must  lx*  accessed  using  the  standard 
syst<m  calls  (with  attendant  overheads) 
for  wry  buffer  request,  transfer,  and 
return  to  free  space.  This  overhead  has 
been  found  to  be  heavy  for  TCP  and  BEN  has 
proposed  (3)  that  fixed  buffer  sizes 
should  be  used  for  any  particular  associa¬ 
tion,  together  with  reassembly  direct  into 
the  user  buffer.  This  approach  removes 
the  need  for  dynamic-  pools  of  varying 
length,  and  also  reduces  the  mirber  of 
transfers  required, 

ii)  Tfcble  Searches^ 

Ben*  we  n7or  "particularly  to  table  sear¬ 
ches  associated  with  multiplexing  conn¬ 
ections.  As  TCP  allows  an  association  to 
be  any  unique  source-destination  address 
combination,  no  short  address  or  index 
commit  ions  are  adopted  for  it..  It  is 
possible  then  to  be  consiming  cycles  in 
chaining  down  the  connection  list  for  each 
incoming  message.  Some  intelligent  hash¬ 
ing  of  addresses  trill  reduce  this  over¬ 
head. 


iii)  Arithmet^cal_Ca(gutaUons 

TCP  employs  a  Targe  sequence  nun>l>er  spac  to 
avoid  the  possibility  of  two  letters  in 
transit  ever  having  the  same  sequence  nim- 
taer.  This  requires  32  bit  arithmetic  to  U 
performed  both  in  generating  a  new  sequence 
number,  and  in  testing  that  an  incoming  le>- 
ter  lies  within  the  current  window  Check¬ 
summing  requires  the  same  corputaional 
support. 

iv)  The  Place  of_TCP_in  jthe  Operating  Systan 
We  must  decide  how  much  of  the  protocol 
should  reside  within  the  machine's  basic 
executive  operating  system,  and  how  much 
should  rt>side  as  a  normal  process.  In  many 
operating  systems  this  distinction  may  make 
a  considerable  difference.  Because  the 
protocol  may  be  supporting  transfer  of  a 
high  volume  of  information  from  the  machine 
to  the  outside  world  and  vice  versa,  we  may 
prefer  it  to  be  in  the  executive  space. 
However,  because  of  its  size,  its  particular 
use  of  buffer  pools  and  its  relations  with 
user  processes  we  may  prefer  to  implement, 
much  of  it  as  a  user  process,  which  will 
probably  incur  substantial  overheads  when 
performing  operating  system  calls, 

v)  Choice_of  Language 

Although  the  desire  lor  a  clear  implement¬ 
ation  makes  the  use  of  a  high  level  lang¬ 
uage  attractive  for  implementing  TOP,  known 
overheads  of  system,  implementation  lang¬ 
uages  are  around  30-50%  and  can  be  much 
higher.  Such  overheads  can  ho  quite  bear¬ 
able  for  many  applications.  For  a  i-omnun- 
ications  driver  such  as  TCT,  performing 
many  actions  per  message,  and  <>ven  a  nurtvr 
of  actions  per  character,  the  cumulative 
effect  is  significant  . 

Overall,  implementation  experience  suggests 
that  all  these  factors  must  be  taken  into  account, 

A  recent  LST11  version  of  TCP  has  achieved  very 
acceptable  throughput  figures  (15).  This  version 
is  written  in  assembler  and  uses  circular  buffers 
in  a  system  with  a  minimal  operating  system 
environment . 


4.3  Layered  Architecture  and  Transnet  Protocols 

The  design  of  the  TCP  is  one  of  a  class  of  end- 
to-end  protocol  designs  which  is  based  on  a  model 
of  several  distinct  layers  of  protocol  each  per¬ 
forming  certain  clearly  designed  functions.  The 
benefits  of  this  approach  have  been  pointed  out 
in  several  earlier  papers,  txith  on  TCP  and  the 
Cyclades/EIN  transport  station  (5).  The  main 
advantage  lies  in  the  simple  network  structure 
produced  when  all  responsibility  for  acknowledge¬ 
ment  sequencing,  reliable  delivery,  flow  control 
and  other  features  are  concentrated  at  one  level. 
This  produces  demonstrable  benefits  in  line  over¬ 
head  reduction  (12).  In  order  for  layering  to  be 
applied  successfully,  unnecessary  duplicalion  of 
protocol  features  in  more  than  one  layer  must 
be  avoided.  In  the  design  of  a  single  network, 
this  may  be  possible  if  the  protocol  designer  can 
assume  lower  level  functions  as  given.  When  a 
protocol  is  designed  for  transnet  use,  however, 
this  assumption  cannot  he  made.  Duplicat ion  of 
function  will  almost  inevitably  occur,  leading  to 
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mutual  interference  <>r  tin1'  kind  we  have  observed. 

This  is  clearly  a  gimeral  problem.  For  inst- 
iuk-i •,  transport  slal  ions  comnunicat  mg  across  X25 
i  nurture  arc  Ixoiig  built  using  I  lie  1NWG90  proto¬ 
col  (10)  winch  is  similar  to  TO’,  and  this  effort 
could  well  show  similar  phenomena.  It  is  clear 
tliut  status  and  rongi'St  ion  intormartion  must  lie 
exchanged  betwi>en  levels  of  protocol.  It  is  less 
clear  liow  to  do  this,  and  what  to  do  with  the 
information.  We  iruy  need  to  define  a  network-to- 
gateway  interface  which  supplies  this  information, 
and  a  standard  gateway-to-gateway  protocol  to 
allow  for  its  propagation  to  source  (1).  Net¬ 
works  may  even  be  required  to  provide  a  raw  data¬ 
gram  interface  to  gateways  on  top  of  which  a 
standard  gateway-to-gateway  could  be  imposed  as 
necessary.  This  is  rltarly  not  always  possible  ~ 
the  current  version  of  X25  could  not  be  fitted 
into  this  framework. 

5.  OONCIUSIONS 

There  are  throe  major  conclusions  to  be  drawn 
from  tin*  work  reported  in  this  paper.  The  diff¬ 
iculties  experienaxl  both  in  making  measurements 
and  in  co-ordinating  the  activities  of  the  meas¬ 
urement  groups  highlight  the  importance  of  build¬ 
ing  satisfactory  nxnote  control  facilities  into 
the  measurement  software  in  this  kind  of  project. 
It  is  clear  that  without  these  facilities  the 
effort  involved  in  undertaking  experiments  is  out 
of  all  proportion  to  the  results  obtained. 

Each  of  the  thm>  implementations  involved  in 
these  mmsun merits  was  notably  inefficient.  The 
processor-dopcnck’nl  reasons  for  this  haw-  been 
discussed.  The  weakness  of  the  original  TCP  win¬ 
dow  mechanism  was  a  major  factor  in  this  ineffic¬ 
iency,  and  the  lack  of  suitable  algorithm  to  con¬ 
trol  window  size  was  noted  by  all  groups.  This 
lias  led  us  to  initiate  a  set  of  simulations  (8) 
to  investigate  the  effects  of  various  flow  con¬ 
trol  strategics  on  TCP  performance. 

Finally  the  crude  retransmission  conflicts 
observed  point  out  the  kind  of  difficulties  that 
ran  arise  in  a  transnet  situation  if  there  is  no 
struti-gy  for  interact  ing  with  lower  level  con¬ 
trols.  It  is  elixir  that  such  strategies  must  be 
«-volvi<l  and  that  tlwsc  will  probably  In*  managed 
by  the  gateways,  Ixit  at.  present,  discussion  is 
very  open  on  exact  ly  what,  is  needed. 
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VII  FACSIMILE  ACTIVITIES 
7.1  Overview 

The  UCL  Facsimile  work  is  another  activity  which 
has  reached  fruition  during  the  last  year.  The 
system  of  analog  Facsimile  device,  use  of  Message 
Systems  and  the  Data  Computer  have  been  comoleted. 

A  paper  describing  this  system  is  given  in  Section  7.2. 
The  paper  will  be  presented  at  EUROCOMP  in  London  in 
May  1978.  We  have  analysed  the  components  of  this 
system,  and  concluded  what  technological  improvements 
are  required  to  make  such  a  system  economically  viable. 
This  work  is  described  in  Section  7.3. •  This  is  a 
paper  which  will  be  presented  at  the  International 
Computer  Communications  Conference  in  Kyoto  in  September 
1978. 

A  key  aspect  of  the  economic  viability  of  Facsimile  as 
a  method  of  inter-person  communications  is  the  cost  of 
the  communications  transmission  itself.  We  have  there¬ 
fore  analysed  the  tariff  structure  of  several  of  the 
PTT  supplied  data  and  telephone  networks.  We  conclude 
that  their  present  levels  are  rather  unattractive  for 
Facsimile.  This  work  (KIRSTEIN  1978)  will  appear  in 
Computer  Networks. 

Although  these  aspects  of  the  Facsimile  work  are  com¬ 
pleted,  the  project  is  entering  a  new  phase.  Hardware 
has  been  developed  to  allow  the  terminal  to  be  attached 
to  X25  networks;  the  software  for  this  purpose  is 
practically  completed.  This  work,  together  with 
the  X25  network  developments  of  Chapter  4,  should  allow 
the  Facsimile  terminal  to  be  attached  directly  to  an 
X25  network  -  including  these  versions  of  EPSS  and 
SATNET. 

Other  future  aspects  of  the  work  being  considered  are 
modifications,  hopefully  being  done  by  XSI,  for  incorp¬ 
orating  some  of  the  UCL  features  directly  into  forms 
of  the  TENEX  message  system  and  into  the  PDP  11s 
driving  other  XGP  printers.  We  at  UCL  will  also  replace 
our  analog  Facsimile  device  by  a  digital  one.  We  then 
hope  to  develop  a  very  useful  and  replicable  self- 
contained  terminal. 


UCL  EXPERIMENTS  IN  FACSIMILE  TRANSMISSION 
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ABSTRACT: 

The  methods  of  message  processing  developed  over  ARPANET 
have  been  extended  to  handle  facsimile  information"!!  The 
message  is  divided  into  two  portions.  Using  archival 
storage  techniques  the  facsimile  portion  is  shipped  to  a 
large  store  at  the  Computer  Corporation  of  America  [CCA ] . 
At  the  same  time  the  corresponding  text  is  sent  to  a  TTst 
of  addressees  through  the  standard  message  service  [MSG j . 
The  cross-  reference  between  the  two  parts  is  secured  fry 
means  of  an  automatically  generated  header  information, 
also  describing  the  nature  of  the  facsimile  data  for 
subsequent  reproduction . 

The  prototype  system  at  University  College  London  [UCL] 
consists  of  a  standard  **-&  minute  analogue  trance Tver 
front-ended  by  an  Intel  8080  micro  processor.  The  system 
uses  the  ARPANET  JPa cket  owi t ch e d  Network  facilities,  and  at 
present,  is  'set"  up  to  communicate  with  a  Matrix  printer 
[XGP]  at  the  Information  Sciences  Institute  [ ISI 3~*in  Los 
AngeTes .  Since  the  facsimile  data  is  transformed  into  a 
completely  machine  independent  form,  other  facsimile 
devices  cou  1  d also  be”' Trie Tuae'd’ "w i th  little  difficulty. 

This  paper  describes  the  system,  gives  examples  of  its 
use,  and  draws  conclusions  for  the  future  applications  of 
facsimile  techniques  in  computer  networks. 
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1  Introduction 


The  present  message  and  text  manipulation  services 
offered  over  ARPANET  are  extremely  important  for  processing 
textual  data"  ''input  directly  into  one  of  the  jiosts  on  the 
network.  However,  these  services  have  one  element  missing; 
there  are  no  facilities  for  dealing  with  material  which 
does  not  originate  in  a  machine  readable  form,  and  the 
facilities  for  processing  non-textual  material  are  poor. 

We  are  investigating  the  computer  input  of  facsimile 
documents,  their  transmission,  their  storage  and  subsequent 
retrieval,  their  manipulation  in  conjunction  with  other 
files",'  and  their  output  on  devices  different  from  those  on 
which  they  were  input. 

Our  work  in  these  areas  led  to  the  realisation  of  a 
Facsimile  Terminal  Model  which  can  be  used  to  transmit 
facsimile"  as "well'  as  textual  information  within  the  ARPANET 
environment. 

Our  conceptual  thinking  about  the  integration  of 
facsimile  equipment  into  ARPANET,  and  the  way  we  attempted 
to  realise  it,  are  discussed  in  Section  2.  An  essential 
part  ^f  our  development  was  to  put  considerable 
intelligence  into  the  facsimile  terminal.  This  was 
accomplished  by  putting  a  Microprocessor  between  the 
standard  facsimile  device  and~"the  data  network.  Our  short 
term  progress  and  long  term  plans  for  this  terminal  and 
its  uses  are  discussed  in  Section  3.  A  key  ingredient  of 
our  concept  is  the  use  of  an  Information  Storage  and 
Retrieval  node  [  IR j.  For  this  purpose  we  a"re  using  the 
T>ata-Computer  of  the" Computer  Corporation  of  America.  In 
Section  we  describe  the  "operation  and  the  use  of  this 
machine  as  it  relates  to  our  requirements.  In  order  to  put 
our  ideas  into  practice,  specific  experiments  were 
undertaken  involving  ISI  and  ourselves  only.  There  is  a 
summary  of  these  experiments  in  Section  5.  Finally 
conclusions  are  drawn  in  Section  6. 
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In  principle  the  system  we  have  developed  is  shown  in 
Fig.  1.  The  UCL  facsimile  terminal  FAX  1  is  connected,  via 
the  TIP  and  a  character  terminal  interface,  to  ARPANET 
[Ref/  1 ] .  Also  attached  are;  an  information  storage  and 
retrieval  system  _IR,  a  message  processing  system  HP  and 
another  facsimile  terminal  FAX2.  MP  and  in  Fig.  1  are 
shown  in  different  places,  buTTFere’Ts  no  reason  why  they 
could  not  be  accommodated  within  the  same  host.  Our  aim  is 
to  develop  a  system  where  the  facsimile  terminal  is 
sufficiently  intelligent  that  it  can  read  documents  with  a 
text  header  and  address  list,  to  transmit  and  3tore  them  in 
IR,  while  notifying  the  addressees  through  MP  that  the 
cfocument  is  stored  in  IR.  Later  the  addressees  may  access 
IR  and  retrieve  the  file  on  their  own  facsimile  device 
TT£X2.  At  the  recipients’  option  (  or  possibly  the  sender’s 
to  mimic  "recorded  delivery")  each  addressee  may 

automatically  inform  the  originator  that  the  document  was 


received.  In  addition,  we  wish  to  store  the  facsimile  data 
in  a  canonical  form,  so  that  it  may  be  retrieved  from 
different  facsimile  devices. 


There  is  an  important  difference  between  the  storage  of 
facsimile  and  short  text  messages.  Such  textual 
information  is  usually  small  (less  then  500  bytes),  whereas 
the  facsimile  data  is  much  larger  typically  25  K  bytes  for 
an  A  4  size  page  with  optimum  data  compression.  Hence  the 
textual  data  can  be  stored  in  multiple  copies,  one  for  each 
addressee  in  his  "mailbox".  The  facsimile  information  is 
stored  only  once  in  IR,  and  the  path  name  to  retrieve  it  is 
known  by  the  addressees  from  their  text  messages. 


In  our  implementation  of  this  system  we  have  used 
ARPANET  as  the  data  network.  For  FAX  1 ,  we  attached  a 
W i cro-^roce a s or  to  an  analogue  4-6  minute  facsimile  device 
TSection  3).  This  was  then  connected  via  an  asynchronous 
link  to  the  UCL  TIP.  However,  for  reasons  of  speed  and 
flow-control,  this  link  was  switched  over  to  one  of  the  UCL 
PDF-9  as  described  in  Section  3.2.5. 

For  the  MP  of  Fig.  1 ,  we  use  one  of  the  Tenex  systems  on 
ARPANET  supporting  the  message  system  MSG  TRef  23.  For  LR 
The  Dafca-Comput er  at  CCA  [Ref.  33  with  an  on-line  storage 
capacity  “of  10**12  “Tits,  is  a  natural  candidate,  and  has 
been  used  exclusively.  As  for  FAX2  we  are  using  the  XGP 
printer  [Ref.  43  at  ISI,  whTcfT”is  controlled  by  a  PD'ffTTl 
Tenex  configuration  as  ’described  in  Section  5. 


I«5HTi^«n <« « '-JV'AKW.  V- i.-i  'A fJT.TKLT'.. 
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3  UCL  Facsimile  Terminal  and  its  Use 
3 . 1  Introduction 


A  system  such  as  the  one  outlined  in  Section  2  can  be 
described  at  many  different  levels.  In  this  section  we 
will  describe  the  UCL  facsimile  terminal  itself  [Section 
3.2]  and  give  examples  of  its  use  in  message  transmission. 
The  examples  given  contain  two  user  dialogues,  one  for 
message  transmission  [Section  3.4,1]  and  the  other  for 
message  retrieval  [Section  3.4,2], 

The  message  transmission  dialogue  is  mainly  concerned 
with  the  composition  of  a  message  file  [containing  textual 
and  facsimile  information],  its  local  verification,  its 
submission  to  the  MSG  system  and  the  Data-Computer ,  and 
confirmation  of  delivery.  This  dialogue  also  Illustrates 
the  binding  of  linkages  between  the  two  portions  of  the 
message  and  the  supervision  of  message  transmission  which 
are  almost  transparent  to  the  user. 

The  retrieval  of  a  message  can  have  either  one  or  two 
stages.  Because  the  notification  comes  via  the  text 
message  system  MSG,  the  user  may  receive  notification  of 
facsimile  messages  "during  straightforward  text  retrieval 
from  a  conventional  terminal.  In  this  case  the  retrieval 
of  the  facsimile  portion  must  be  a  separate  exercise. 
Alternatively,  as  illustrated  in  the  retrieval  dialogue, 
the  user  may  access  the  MSG  system  via  the  facsimile 
terminal.  In  this,  somewhat  simpler  case,  the  notification 
and  retrieval  become  an  integrated  operation. 

3.2  The  UCL  Facsimile  Terminal 


Fig.  2  shows  the  basic  components  of  the  facsimile 
terminal  we  have  developed.  Physically  it  consists  of  : 

[1]  FAXD  :  The  facsimile  device  which  is  a  Pjessey 
4-6  minute  analogue  tranceiver  [  KD-ltl  j 
incorporated  with  a  two  level  £nalogue-to~digital 
converter. 

[2]  uP  :  An  Intel  8080  mi  co-processor  with  24K 
[8-bT6  word]  Random  Access  Memory,  and  peripheral 
interfaces. 


£3]  FDD  :  A  Floppy-Disc  driver. 
[4]  KBT  :  A  Keyboard  Terminal. 


[5]  ACI 
interface. 


An  asynchronous 


communications 
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3.2.1  Facsimile  Device  [FAXD]: 

The  1 U  niachine  was  modified  for  computer 
interfacing.  the  analogue  signal  from  its  scanner  is 
tapped  and  Amplitude  Quantised”  via  a  simple  threshold 
detector  yielding  a  two-level  [Black  4  White]  signal.  The 
output  of  the  detector  is  then  ”Time  Quantised”  at  the  rate 
of  2.*»Kbps.  This  sampling  rate  gives  a  resolution  of  96 
pels/inch,  equivalent  to  the  fixed  vertical  resolution  of 
the. device  itself.  The  resulting  bit  stream  then  has  a 
start  and  stop  bits  added  to  each  8  data  bits,  and  is  fed 
to  the  Micro-Processor.  Formatting  the  data  in  this 
fashion  allowed  us  to  use  the  readily  available  UART 
communications  interfaces  between  the  facsimile  device  '"and 
the  Micro-Processor.  A  synchronous  data  adaptor  will 
eventually  be  installed  to  replace  the  present  asynchronous 
one.  This  is  more  appropriate  for  the  usual  situation 
where  the  terminal  is  remote  from  the  network  and  must  use 
medium  speed  data  transmission  facilities. 


3.2.2  Floppy-Disc 

Present  analogue  facsimile  devices  must  synchronise 
the  operation  of  the  scanner  and  the  recording  mechanisms. 
In  the  case  of  the  KD- 1 1 1  this  takes  up  to  15  seconds  to 
accomplish,  once  the  document  scanning  [recording]  starts 
there  can  be  no  interruption  whatsoever.  In  a  packet 
switched  network  like  ARPANET,  it  is  impossible  to 
guarantee  any  specific  data "  throughput  at  any  time. 
Therefore,  to  overcome  these  unpredictable  flow  conditions, 
facsimile  data  must  be  staged.  We  do  this  by  using 
floppy-discs  which  can  buffer  up  to  *1-5  pages  of  facsimile 
information. 

We  are  planning  to  replace  the  KD- 1 1 1  with  a  digital 
facsimile  device,  in  which  case  the  data  flow  can  be 
controlled  in  accordance  with  the  network  throughput 
conditions.  Therefore,  with  the  arrival  of  a  digital 
machine,  a  floppy-disc  should  no  longer  be  necessary, 
unless  the  provision  of  a  temporary  backing  store  becomes  a 
desirable  feature  of  the  system. 

3.2.3  Micro-Processor 

The  micro-processor  of  Fig.  2  is  the  brain  of  the 
facsimile  terminal.  One  of  the  principal  aims  of  our  work 
has  been  to  transform  a  passive  facsimile  device  into  an 
intelligent  terminal.  In  the  context  of  this  work  the  word 
intelligence  has  a  double  significance.  On  one  hand 
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Intelligence  is  required  to  control  the  behaviour  of  a 
facsimile  machine  so  that  automatic  starting  and  stopping 
of  the  device,  re-scanning  lines  [even  pages],  threshold 
settings  etc,  can  be  realised.  On  the  other,  intelligence 
i3  required  to  free  the  user  from  lengthy  routine 
operations  that  are  inevitable  when  such  devices  are  to  be 
used  in  computer  networks.  Although  we  have  covered  much 
ground  in  achieving  the  latter  objective,  we  have  not  been 
able  to  do  the  same  with  regard  to  controlling  the 
facsimile  machine  itself.  The  reason  for  this  is  the 
finely  tuned  nature  of  present  day  facsimile  equipment 
which  are  optimally  designed  to  meet  straightforward 
commercial  needs.  However,  this  situation  is  expected  to 
improve  with  the  release  of  the  new  generation  of  facsimile 
devices. 

The  micro-processor  provides  also  the  digital 
processing  power  needed  for  data  compression  and 
transformation  for  machine  independent  data  representation 
as  described  in  Sections  5. 

3*2.4  The  User  Console  [KBD] 


The  keyboard  is  needed  to  control  the  system.  It 
provides  a  medium  for  the  user  to  compose  his  text  message 
,  specify  addressing  information,  and  initiate  transmission 
and  retrieval  of  messages.  In  our  system  a  standard 
teleprinter  is  used,  but  a  simple  keyboard  would  be  quite 
adequate. 

3*2.5  Network  Interface  [ACI] 


Originally  this  system  was  planned  for  connection  to 
the  Terminal  Interface  Processor  [TIP]  ports,  which  have  an 
asynchronous  Tormat.  Accessing  the  bat a  Computer  requires 
two  separate  links,  one  for  control  [Data  Language],  and 
the  other  for  binary  data  transfers.  Ve‘ '  f ound7  however, 
that  due  to  poor  flow  control  procedures  ,  it  was 
impossible  to  pass  binary  data  through  the  TIP  at  any 
reasonable  speed;  under  certain  circumstances  the  TIP 
would  actually  lose  characters.  To  overcome  this  problem 
we  decided  to  attach  the  system  to  one  of  the  UCL  PDP-9s. 
This  link  was  implemented  on  a  single  asynchronous  ch an he  1 
accoutred  with  a  simple  "Binary  Transparent**  protocol, 
multiplexing  several  logical  connect! ons  Between  the 
micro-processor  and  the  network.  This  modification  does 
not  affect  the  basic  architecture  of  our  system  in  any  way, 
it  merely  takes  advantage  of  the  Host-to-IMP  interface  of 
ARPANET  for  reliable  transmission  of "facsimile  information. 
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3 . 3  The  User’s  View  of  the  System 

The  user  FAXSYS  dialogues  take  place  via  the  system 
console.  A  set  of  commands  permit  the  user  to  interact 
with  the  user  interface  process.  Input  of  a  command  causes 
this  process  to  activate  the  associated  segments  to  perform 
the  required  operation.  Our  earlier  work  on  a  similar 
implementation  [Ref.  5]  had  shown  the  importance  of 
shielding  the  user  from  any  fragmentation  ,  and  providing 
him  with  an  understandable  and  unified  view  of  the  system. 
Therefore,  the  user  is  informed  about  the  progress  of  his 
requests,  but  he  is  in  no  way  made  conscious  of  the  complex 
operations  behind  the  scenes. 

Table  1  at  the  end  of  this  paper  shows  a  list  of  the 
FAXSYS  commands  currently  available,  their  meanings,  and 
the  co rresponding  working  parameters.  Each  command  is 
formed  by  a  "#"  sign  followed  by  the  first  letter  of  the 
most  significant  word  in  the  command  phrase.  The  user  can 
input  more  than  one  command  for  simultaneous  operations. 
For  instance: 


- — — — — - — + 

!  #L  ISI,  #E  <CR>  ! 

- - - - - - - + 

command  string  would  log  the  user  to  the  MSG  system  at  the 
Information  Sciences  Institute  in  Los  Angeles’,  and  Examine 
his  most  recent  [unread]  messages.  If  there  is  a  message 
in  this  category  then  it  will  list  the  header  information 
on  the  user  console. 

Similarly  a  command  string: 


!  #R  29,  #U  18,  #0  <CR>  ! 

— — — — —  —  —  —  —  —  — —  ^  —  + 


would  retrieve  the  message  2 9,  recover  an  unintentionally 
deleted  message  18,  output  the  message  29  text  on  the 
console  and  output  its  facsimile  portion  on  the  facsimile 
device. 

If  and  when  a  command  string  does  not  contain  a 
permissible  combination  [sequence],  an  error  message  is 
printed  on  the  user  console  giying  the  details  of  the 
conflict. 


K?£IK>E5E£EES: 
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3.4  The  User  Dialogues 
3.4.1  Document  Transmission; 


A  typical  user  dialogue  for  transmitting  a  one  page 
document  is  shown  in  Fig.  3.  There  follows  a  commentary  on 
this  dialogue. 

[1]  Start  Up: 

The  facsimile  system  software  resides  on  a 
floppy-disc.  On  start  up,  typing  an  WLM  to  the 
Monitor  loads  the  system  into  the  memory, 
Tnitialises  FAXSYS  and  prints  out  the  title  and  the 
current  version  number ,  and  asks  the  user  his  name 
and  password  to  perform  the  Login  procedure.  If 
the  login  is  successful  it  prints  out  the  FAXSYS 
prompt  characters  "<-"  and  waits  for  a  comraanH 
input.  For  the  subsequent  operations,  this  portion 
of  the  dialogue  will  not  be  repeated. 


[2]  Help: 
<- 


If  a  #H  <CR>  is  typed,  a  Help  file  is  produced  on 
the  console  ,  giving  Information  on  the  use  of 
FAXSYS  commands. 

MMMMMO 


[33  Addressing; 


Following  the  #C  <CR>  command  the  user  is  asked  to 
specify  the  addressees,  and  others  to  whom  a  carbon 
copy  of  this  notification  and  short  text  message 
should  be  sent.  The  subject  field  chosen  should  oe 
informative  as  this  will  be  the  first  thing  the 
recipients  will  see.  The  information  given  by  the 
user  up  to  this  point  constitutes  the  MSG  header. 
He  is  then  asked  the  number  of  pages  of  Facsimile 
document  he  wishes  to  send  and  their  size. 

[4]  Document  Feeding: 

At  this  point  the  facsimile  document  is  inserted 
into  the  machine  for  scanning.  While  the  text 
message  is  being  typed  in,  the  scanned  data  is 
processed  and  stored  on  a  floppy-disc. 
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£53  Message  Composition: 

The  FAXSYS  provides  six  editing  characters  which 
may  be  used  to  correct  errors  during  this  period. 
These  are: 


~A  to  delete  the  last  character 
AW  to  delete  the  current  line 
*N  to  expunge  the  message 

*R  to  type  the  current  line 

“S  to  type  the  entire  message 
AD  to  ehd  the  text  input. 

here  “A  means  <CONTROL>  and  "A"  keys  pressed 
simultaneously  etc.  *A  and  *W  can  be  used 

repeatedly.  '“N  allows  the  deletion  of  the  entire 
text  for  a  fresh  start. 

[6]  Message  Transmission: 

Here  the  user  types  in  the  command  string 

#N,  #T  ISI  <CR> 

to  indicate  the  transmission  of  his  message.  Since 
the  MSG  system  is  used  directly,  its  facilities  for 
immediate,  delayed  or  queued  transmission  are 
invoked,  and  the  whole  message  is  sent  in  one 
burst.  Simultaneously,  the  facsimile  data  is 
released  to  a  message  POOL  on  the  Data-Computer  and 
addressees'  message  vectors  are  updated  to  ■"contain 
a  new  entry  pointing  to  the  message  in  the  pool. 
This  is  discussed  further  in  Section  4. 


[7]  Message  Confirmation 

Before  the  message  transmission  starts,  the  user 
is  asked  whether  or  not  he  wishes  to  receive  a 
confirmation  message  after  delivery.  This  is  an 
optional  facility  used  for  mimicking  "Recorded 
Delivery".  When  enabled,  following  the  retrieval 
of  the  facsimile  message  the  sender  receives  an 
automatically  generated  text  mesage  giving  the 
necessary  details.  The  use  of  this  facility  is 
limited  to  the  main  recipients,  those  specified  in 
the  "TO:"  field.  An  example  of  this  is  given  in 
Section  4.4.1. 


i.io 


[8]  Message  Delivery: 

Quite  distinct  from  message  confirmation  (7) 
[which  implies  successful  message  retrieval  ]  the 
user  is  also  assured  that  his  message  has  been 
correctly  dispatched.  Some  of  these  replies  come 
directly  from  MSG  system,  and  thus  all  of  its 
options  such  as  non-delivery,  queued  delivery, 
etc.,  may  arrive.  Similarly,  confirmation  of 
successful  transmission  of  facsimile  data  is 
generated  by  FAXSYS  when  the  appropriate  signals 
are  received  fronTTKe  Data-£omputer. 


vx  i,\  ,r*.rv 
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DIALOGUE 


L  <CR> 


»*•  UCL  FAX-MESSAGE  SYSTEM  VERSION  X.04  *«« 

YOUR  NAME:  KIRSTEIN  <CR> 

PASSWORD:  <5ECR'ETV'  TOTT"  [1] 

LOGIN  O.K .'  ~ 

...  TYPE  #H  FOR  HELP  [2] 

<-»C  <CR> 

TO:  YILMAZ0BBNE  <CR>  [3] 

CC:  rrRSTETNFrSTTTTijR > 


OF  UCL  FAXSYS 


NUMBER  OF  "PAGES:' 
PAGE  SIZE:  A4  <CRl 


INSERT  FAX  DOCUMENTS  ... 
AND  TYPE  YOUR  MESSAGE. 

TEXT  MESSAGE 


COMMENTS 

FAXSYS  loaded 


C  FAXSYS  Login 
[  Not  echoed 


[  User  Guidance 

[  Compose  Message 

[  Addressing 
[  Self  copy 

[  Document 
[  Feeding 


[  this 


<-#N.#T  ISI  <CR> 


TENEX  IS  O.K. 

DATA-COMPUTER  WILL  BE  DOWN  BETWEEN 
12.00  AND  14.00  ON  THURSDAY  6-N0V.-1977 

MESSAGE  CONFIRMATION  [Y  or  N];  Y  <CR>  [7] 

DELIVERING  MESSAGE  ...  [8] 

YILMAZ  AT  BBNE  ...  O.K. 

KIRSTEIN  AT  ISIA  ...  O.K. 


FAX  IS  DELIVERED 


[  Message 
[  Transmitted 

[  Net  Status 

[  From  FAXSYS 

[  Recorded  Delivery 

[  Confirmation 

[  of  text 


C  of  Fax. 


Note: 


Characters  input  by  the  user  are  underlined,  and 
Carriage  Returns  are  indicated  by  <CR>. 


Fig  3.  Dialogue  for  Message  Transmission 


Fig  3(a).  Facsimile  Message  Transmitted  in  Section  3.4.1 


Fig  3(b).  Facsimile  Message  Retrieved  in  Section  3.4.2 
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3.4.2  Dialogue  for  Facsimile  Message  Retrieval 

Since  the  text  portion  of  a  facsimile  message  is  sent 
via  the  MSG  system,  it  can  be  retrieved  on  any  alphanumeric 
terminal.  Thus  the  recipient  of  a  text  message  may  access 
MSG  on  the  Tenex  which  he  uses  for  regular  messages  in  the 
course  of  Fis  work.  The  retrieval  dialogue  takes  the  form 
shown  in  Fig.  4. 

After  L,ogin  [1],  and  invoking  MSG  [2]  he  is  informed 
about  a  ’"'new  entry  in  his  message  file.  This  information 
which  is  automatically  printed  on  the  user  console  contains 
three  distinct  areas.  Referring  to  the  Fig.  4,  these  are: 

[1]  <Message  StatusXMessage  NuraberXDateXSender> 

[2]  <Message  TypeXMessage  LengthXCross  Reference> 

[33  <Subject  of  the  Message> 

Fields  [1]  and  [33  are  generated  by  MSG  system  where  [33 
is  an  exact  replica  of  the  Subject  field  typed  in  by  the 
sender  [see  Section  3.4.1.  The  second  field  in  the  header 
is  generated  by  FAXSYS  during  message  composition  [Section 
3.4.13.  This  part;  of  the  header  indicates  to  the  recipient 
that  the  message  is  associated  with  a  facsimile  document 
which  is  1  page  long,  and  it  is  stored  at  CCA  with  the 
reference  number  771015092551.  Generation  of  this  code  is 
discussed  in  Section  3.5. 

Still  connected  to  MSG,  the  user  may  wish  to  see  if 
there  is  any  interesting  Text  for  him.  He  can  call  all  the 
processing  facilities  for  MSG  to  file,  forward  or  delete 
his  message  as  he  desires. “'"“however,  to  retrieve  the  actual 
facsimile  document,  the  recipient  must  use  his  facsimile 
terminal.  An  explanation  of  this  dialogue  is  given  below. 

[13  This  is  the  same  Login  to  the  Facsimile 
terminal  as  in  Section  3. 4. 1"" 

[23  The  user  types  in  the  #L  BBNE  command  to 
access  MSG  system  at  that  site"!  TTeTFen  receives  a 
header  listing  of  his  unread  messages. 

[33  The  user  gives  the  #R  12,  #0  command 
requesting  the  retrieval  and  printing  of  his 
facsimile  message.  The  FAXSYS  then  types  the 
header  of  the  message  and  a3kV”for  confirmation. 
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[4]  When  confirmed  by  a  <CR> ,  the  text  portion  of 
the  message  is  retrieved  and  printed  on  his 
console.  Simultaneously,  by  using  the  cross 
reference  number  in  the  text  message  header 
CCCA%7*710 1509  255 1 3  retrieval  of  the  facsimile 
document  is  initiated. 

[5]  Here  the  £0  command  takes  its  effect,  and  the 
facsimile  document  is  reproduced. 

[6]  Having  retrieved  his  facsimile  message,  the 
user  deletes  the  message,  exits  from  MSG,  and 
closes  connections  to  the  Dat a- Computer, 


DIALOGUE  COMMENTS 

L  <CR>  [1] 

***  UCL  FAX-MESSAGE  SYSTEM  VERSION  X.04 

YOUR  NAME:  YILMAZ  <CR> 

PASSWORD: 

LOGIN  O.K.  ~ ’ 

...  TYPE  #H  FOR  HELP 

<-#L  BBNE  <CR>  [2]  Connect  to  MSG 

MSG  -  Version  of  1  April  1977 

-+  12  15  Oct  Kirstein  at  I  SI 

< <F ACSIMILE ,  PGSsI,  IDs  CCA$7710 1509255 1>> 

DEMONSTRATION  OF  UCL  FAXSYS 

Last  Read:  14  Oct  1977  12  msgs,  7  disc  pages 

<-»B  12,  #0  <CR>  [33  Retrieval 

<<IDsCCA% 77 10 1509255 1>>  L Confirm]  <CR> 

Mail  from  ISIA  rcvd  at  15  Oot  1977  0957 

Date:  15-Oet~1977  [4] 

From:  Kirstein  at  ISIA 
To:  Yilmaz  at  BBNE 
cc:  Kirstein  at  ISIA 

Subject:  <<FACSIMILE,  PGS=1 ,  IDs  CCA>771015092551>> 

DEMONSTRATION  OF  UCL  FAXSYS 
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[TEXT  MESSAGE] 

■•«»•■» 

Retrieval  of  CCA$771Q15092551  i3  in  progress  , , ,  O.K. 

— «.-<=.  [5] 

FAX  Message  Printed  ! 

<~#D  12,  #£  <CR>  [6] 

DELETING  CCAf771015092551  [Confirm]  <CR> 


Fig.  4  Dialogue  for  retrieving  facsimile  Messages 

■  imnnini  m Hit  m  r  'in  i  wmmmiww him n m— in i n  i~  i wmmmmm iti m m tmm r  n-urMrr — ii — “i  inn — 1‘ - w 


3,5  Generation  of  Message  Code  Numbers 

hwi  i  n>»iw  1 1  wtpi»  w— wmw  — mw •rnmommmmimtmtBammimmmm  * 

Since  the  textual  and  facsimile  information  are  stored 
on  different  Host  computers,  it  is  necessary  to  devise  a 
cross-referencing  mechanism,  so  that  messages  can  be 
manipulated  uniquely.  This  is  achieved  in  the  following 
way: 

During  the  Login  procedure  to  a  Tenex,  FAXSYS  obtains 
the  time  and  date  of  login,  which  has  the  formal T 

DAY  -  MONTH  -  YEAR ,  HOURS  -  MINUTES  -  SECONDS 
[e.g.  15  -  Oct  -  1977,  09  -  25  -  513 

This  information  ia  rearranged  to  form  a  twelve  digit 
number  which  is  unique  to  the  message  being  sent.  For  the 
example  given  above  the  code  number  becomes  :  771015092551 

In  fact,  this  code  serves  two  purposes.  Firstly  as  a 
link  between  the  portions  of  a  facsimile  message,  and 
secondly  S3  an  identifier  to  store  the  facsimile 
information  on  the  Data-Computer.  However,  since  the 
JDat  a- Computer  does  not  accept  a  number  as  the  first 
tjharalster  in  file  names,  the  above  code  is  padded  with 
“CCA*",  thus  producing  :  CCAJ771015092551 .  This 

identifier  is  generated  and  added  into  the  text  message 
headers  before  transmission.  Its  use  during  the  storage 
and  retrieval  cf  facsimile  data  is  discussed  in  the  next 
section. 
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4  Storage  and  Retrieval  at  CCA 
4,1  Introduction 


The  Data-Computer  [Ref.  33  is  a  large-scale  data  storage 
utility""  offering  data  storage  and  management  services  to 
other  computers  on  ARPANET.  The  system  is  intended  to  be 
used  as  a  centraTxseT^ facility  for  archiving  data,  for 
sharing  data  among  the  various  network  hosts,  and  providing 
inexpensive  on-line  storage.  The  2ata-£oaputer  is 
implemented  on  dedicated  hardware?  and  compris'es  a  separate 
computing  system  specialised  for  data  management. 

Logically  the  system  can  be  viewed  as  a  "closed  box” 
shared  by  multiple  external  processes,  and  accessed  in  a 
standard  notation  called  "Data-Language"  [Ref  33.  The 
system  is  provided  with  an  Amp ex'  Terabit  Store  of  10**12 
bits.  While  this  is  mainly  used""for  seismic  data,  it  does 
contain  software  and  hardware  ideal  for  archival  storage. 
Thus  it  is  an  excellent  vehicle  for  our  experiments. 

In  a  paper  of  this  nature  it  is  not  possible  to 
enumerate  every  aspect  of  the  Data-Computer,  and  our  use  of 
its  facilities.  Therefore,  The  Tollowing  sections  are 
limited  to  a  discussion  of  the  general  principles  closely 
related  to  our  application,  and  the  details  are  kept  to  a 
minimum. 

In  Section  4.2  we  discuss  the  directory  structures  set 
up  in  the  Data-£omputer.  Section  4.3  presents  the 
introductory  “  concepts  of  file  security  and  password 
organisation.  Section  4.4  describes  the  data  structures 
used  for  storing  facsimile  information.  And  finally  in 
Section  4,5  we  discuss  the  mechanism  for  accessing  the 
Data-Computer,  and  translation  of  user  requests  into 
Tata-Tjanguags . 

4 .2  Directory  Structure 

All  data,  whether  being  transmitted  to  or  from  the 
Data-Computer,  or  stored  within  it,  must  be  formally 
TescrTbed  to  the  Data-Computer.  These  data  descriptions 
are  kept  in  the“"Data-Computer  directory  which  has  a  tree 
structure  as  illusTrateT  in  Fig.  5.  The  entries  in  this 
directory  are  called  "nodes",  and  only  the  bottom-most 
nodes  of  any  branch  can  contain  data  descriptions.  There 
are  three  kinds  of  directory  nodes.  These  are: 

FILE:  containing  a  description  of  the  format  in 
Which  the  data  is  stored  within  the  Data-Computer. 


PORT:  Containing  a  description  of  the  format  in 
wFTich  the  data  is  to  be  transmitted  to  and  from  the 
Pnta-Computer. 

NODE:  A  node  which  does  not  contain  data 
description,  and  may  have  zero  or  more  subordinate 
NODES. 

For  example  in  Fig.  5,  FACSIMILE,  ISI,  UCL  and  BBN  are 
the  NODEs  defining  the  storage  hlerlrchy  of  the  facsimile 
files'  FAX,  USER1 ,  U5ER2 ,  etc.  are  the  FILEs  containing 
the  data,  and  YKTP  is  a  PORT  which  defines  the  transmission 
format  of  the  facsimile  files  to  and  from  the  FILE  FAX. 

Each  element  in  the  directory  has  a  unique  name  which 
enables  references  to  any  node  within  the  directory 
structure. 


Us«jrl  User2 


Fig  5  Focsimilff  Directory  Structure  at  CCA 
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4 .  3  File  Security  and  Passwords 

The  Data-Ccmputer  provides  restricted  access  to  FILEs 
and  PORTs  by“means  of  privilege  blocks  which  define  a  class 
of  users  and  set  of  privileges  to  be  granted  to  such  users. 

A  privilege  block  is  fully  specified  during  the  creation  of 
FILEs  and  PORTs,  and  can  contain  the  following: 

User  Name 

Host  Number 

Socket  Number  [See  Section  4.5] 

User  Password 

Control:  Read,  Login,  Write,  Append  Privileges 

Whenever  a  user  attempts  to  access  a  node,  FILE  or  a 
PORT,  the  Data-Computer  scans  the  privilege  blocks’  oF  all 
tTieT  nodes"  along  the  specified  path  name  to  determine  what 
privilege  should  be  allowed. 

Referring  to  Fig.  5,  if  certain  sites  desire  to  be 
particularly  secure,  they  may  set  a  site  password  at  that 
point  in  the  path.  In  our  implementation  password 
protection  is  given  to  the  users  at  the  user  nodes  only. 
Thus  to  access  a  file  in  USER! ,  a  user  whose  mail  box  is  at 
ISI,  and  whose  password  Ts  SECRET  would  require  the 
TTaTa-J^anguage  command  : 

LOGIN  FACSIMILE  ('PASSWORD’); 

LOGIN  £ LOGIN .UCL .USER1 ( 'SECRET' ) ; 

If  extra  security  is  desired  at  the  site  level,  say  at 
UCL  with  the  password  LONDON,  then  the  second  line  in  the 
aTjove  example  becomes: 

LOGIN  *L0GIN.UCL( 'LONDON '). USER1 ( 'SECRET' ) ; 

Access  restriction  by  means  of  passwords  is  only  a 
part  of  the  picture.  A  user  who  has  been  granted  the  LOGIN 
privilege  to  the  UCL  node  may  well  be  denied  say,  RE Afting,' 
WRITEing,  or  APPEKTBTng  to  the  files  contained  in  USER  1  . 
Through  this  'selective  access  control  mechanism  a  user  can 
allow  others  to  READ  his  messages  but  not  WRITE  into  them, 
if  he  so  desires.  Further  details  of  this'  topic  may  be 
found  in  Ref.  3. 


4 .4  Data  Structures 

There  are  two  main  file  spaces  involved  in  storing 
facsimile  information  on  the  Data-Computer .  Of  these,  FAX 
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in  Fig.  5,  is  the  message  POOL  which  contains  a  single  copy 
of  all  the  messages  sent  to  the  Data-Coraputer.  VJ_,  V2  etc. 
in  the  same  figure  are  the  user  message  Vectors  which 
contain  a  list  of  pointers  to  the  user  messages  stored  in 
the  pool,  FAX.  The  file  spaces  FAX^VJ.,  V2  etc,  consist  of 
hierarchiaT~structures  of  containers  modelling  the  data  as 
it  is  stored  on  the  Data-Computer.  These  containers  hold 
either  a  piece  of  Information  or  more  containers  as 
illustrated  in  Fig.  6.  Each  container  in  a  file  space  is 
associated  with  a  unique  name,  data  type,  size  and  format 
information,  which  are  specified  during  file  creation 
[Ref.  33. 

FAX:  Fig.  6(a)  is  a  model  of  the  storage  area  FAX 
Where  all  the  facsimile  messages  are  kept.  T'hTs 
file  contains  a  list  of  message  items  called  MSG1 , 
MSG2  etc.  which  are  the  formatted  versions  of  the 
facsimile  messages  sent  to  the  Data-Computer.  Each 
message  space  is  divided  into  two  areas,  of  these, 
USERLIST  contains  a  list  of  Vector  names 
representing  the  users  to  whom  the  message  was  sent 
[e.g.  <UCL.PTK>,  <BBN.SY>,  ...  ],  and  the  second, 
FAXDATA-  contains  the  actual  facsimile  message. 
TH'e"  TSlDATA  space  is  further  divided  into  two 
areas.  the  HEADER  contains  the  reproduction 
parameters  [Section’  6j ,  and  BINDATA  contains  the 
binary  data  associated  with  the  message.  It  should 
be  noted  that  although  the  message  containers  are 
identical  in  format,  the  amount  of  data  stored  in 
the  corresponding  sub-containers  can  be  different, 
and  the  information  in  these  containers  can  be 
accessed  and  manipulated  separately. 


Message  Vectors:  Every  user  of  the  Facsimile 

System  is  assigned  a  private  file  space  caTled  the 
"^Message  Vector”.  As  illustrated  in  Fig.  6[b],  a 
Message  Vector  consists  of  a  list  of  cascaded 
containers  which  accommodate  the  following 
parameters  : 

Message  Identifier 

Message  Status 

Message  Originator  Name  [i.e.  the  Sender] 

The  Message  Identifier  is  a  fixed  length  pointer 
which  contains  the  name  of  the  message  stored  in 
FAX.  The  message  Status  flags  are  used  to  indicate 
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whether  or  not  a  given  message  is 
Act ive/Rcad/Deleted/  etc.  The  container  which 
holds  the  sender’s  name  is  an  optional  parameter, 
and  it  is  used  for  message  confirmation  as  detailed 
in  the  next  section. 


FAX 


V 


4.4.1  Operations  on  FAX  ar.u  V  files 


There  follow  a  few  examples  of  the  way  in  which  the  user 
commands  discussed  in  Sections  3.4.1  and  3.4.2  operate  on 
the  data  structures  at  CCA. 

#T  [Transmit  Message] 

The  ’’File  Descriptor”  and  binary  data  associated 
with  the  message  are  stored  in  a  new  message 
container  in  FAX,  and  a  USERLIST  is  composed 
specifying  the  names  of  the  recipients.  At  the 
same  time  a  new  li3t  member  is  added  to  each 
recipients’  Message  Vector  which  contains  the 
message  name,  status  [unread  initially],  and  its 
originator.  The  latter  will  be  set  only  on  a 
confirmation  request  from  the  sender,  otherwise  it 
contains  a  null  string. 

#R  [Retrieve  Message] 

First  the  user  is  connected  to  his  message 
Vector  using  his  specified  password.  With  the 
reference  number  obtained  from  the  text  message, 
the  corresponding  facsimile  file  is  located  and 
sent  to  his  terminal.  At  the  end  of  the  retrieval 
process  the  Originator  field  is  inspected  for  a 
possible  confirmation  request.  If  this  field 
contains  anything  other  than  a  null  string  then, 
using  MSG  an  automatically  generated  text  message 
is  sentHTo  the  Originator,  thus  confirming  the 
successful  delivery  of  the  message.  For  the 
example  given  in  Section  3.4.1  the  confirmation 
message  takes  the  form  shown  below. 

TotKirstein  at  ISIA 
cc: 

Subject:  Delivery  confirmation  of  CCAE77 1015092551 

Facsimile  message  CCA?771015092551 
sent  to  SY  at  E3NE 

on  1 5-OCTTT977 - 

success fu"i'yJ  "retrieved  on  15-0ct-1977 
at  16:20  GMT  ~  - - 


#F  [Forward  Message] 

Forwarding  a  message  to  ether  users  follows  very 
much  the  same  lines  as  for  #7,  except  that  with  #F 
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command  the  USERLIST  of  an  existing  file  is  updated 
to  contain  the  additional  recipients’  names. 

#D  [Delete  Message] 

The  user  pointers  in  his  message  Vector  and 
USERLIST  in  FAX  are  removed.  Note  that  a  user 
cannot  destroy  a  message  which  has  multiple 
recipients.  Permanent  removal  of  a  message  occurs 
only  when  the  USERLIST  of  a  given  message  becomes  a 
null  string  [i. e.'  when  the  message  is  marked  for 
deletion  by  all  the  recipients]. 


Data-Computer  Access 


The  Data-Computer  is  designed  so  that  the  external 
computers  may  transfer  data  to  and  from  it  by  a  two-stage 
process.  First  they  connect  to  one  stream  in  the  system  by 
the  standard  Initial  Connection  Protocol  of  ARPANET 
followed  by  a  Login.  This  connection  is  kept  open 
throughout  the  data  transmission  operations.  It  is  used  to 
control  the  data  transmission  and  set  up  appropriate 
transmission  parameters:  we  call  this  the  Control  Stream 
[CS] .  When  the  control  stream  has  been  set  up,  and  the 
appropriate  path  to  the  user  node  established,  a  second 
Data  Stream  [PS]  is  opened  by  £S.  All  data  transfers  take 
place  Through  this  secondary  connection.  Data  transmission 
over  CS  is  also  possible,  but  this  option  is  limited  to 
alphanumeric  information  and  it  is  far  less  efficient. 

Figure  7  shows  an  example  of  the  commands  required  to 
Log  in  and  retrieve  the  file  CCA$771015G92551  sent  to 
Tirstein  at  ISIA.  It  is  assumed  that  the  retriever  is 
using  a  TIP  and  wishes  the  data  to  come  onto  PORT  2621**6  of 
the  TIP."" 'Also  to  simplify  the  dialogue  it  is  assumed  that 
the  file  contains  only  one  message  file  and  the  Message 
Vector  is  not  used.  In  this  example  PASSWORD  and  SECRET 

are  needed  to  access  FACSIMILE  and  KIRSTLTN  nodes ,  and  . it 

is  assumed  that  the  ISiA  node  does  'riot  require  a  password. 


The  Data-Language  [DL]  is  a  clearly  defined  dialogue, 
with  numeric  portions  facilitating  computer  rather  than 
human  processing.  Fig.  7  shows  that  it  is  possible  to 
drive  the  iData-jComputer  from  a  keyboard  terminal.  If  the 
character  ports  on  the  TIP  are  used,  two  terminals  will  be 
required;  one  for  DaTa- Language  [CS],  and  the  other  for 
data  [DS].  Although  The  Data-Language  appears  to  be  very 
awkward  and  verbose  Tor  a  Human  user,  its  responses  are 
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ideally  suited  to  synchronising  activities  with  other 
computers  or  intelligent  terminals  such  as  ours. 


•C.  * 

!»-  »« 
/.-i 

i 


R? 


H  31 <CR> 

mnrm  <cr> 
Tirrrm — ~ 

Trying  . . 

3  Connect  to  D-C 

3  Socket  203 

3  ICP 

Open 

;  0031 

771015092551 

I0NETI : 

CONNECTED  TO  LONDON  TIP  1200000 

;J150 

771015092559 

FCRUN: 

V=’0C-1/01.13?  J=1  DT  =  ’MONDAY’, 
OCTOBER  15,  1977  08:59:26-est 

;  004 1 

771015092933 

0NCINX: 

DATACOMPUTER  GOING  DOWN  IN  60  MIN 

;  J200 

771015093021 

RHRUN: 

READY  FOR  REQUESTS 

.1210 

771015093022 

LAGCi 

READING  NEW  DL  BUFFER 

LOGIN  FACSIMILE  (’PASSWORD’);  <CR> 


]  Connect 

]  to  FACSIMILE  NODE 
3  Message 
3  PORT  FOR 
)  DATA  TRANSFER 
,1210  ]  Ready.  SYNC 

OPEN  ULOGIN. ISI. KIRSTEIN( ’SECRET’ ) .  CC A ;t77 10 15092551 ;  <CR> 

-  ~  J  Opens  "file 


.1210  ... 

OPEN  FAXP ;  CONNECT  FAXP  262146;  <CR> 


.1210 

FAXP  =  CCA%77 10 15092551 ;  <CR> 
CLOSE  CCA%77 101509255 1 ;  <CR> 
DISCONNECT  FAXP;  CLOSE  FAXP;  <CR> 


3  SYNC 
3  Send  Data 
3  User  tidies 
3  File  and  Port 


Fig.  7  Data  Language  Commands  for  Retrieval 
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5  Experiments  with  XG? 

5.1  The  XGP  System 

The  Xerox  Graphics  Printer  [XGP]  at  ISI  is  the 

complementary  part,  FAX2,  oT  the  facsimile  system  depicted 
in  Fig.  1  .  This  device  operates  in  a  ’’raster-scan” 
fashion,  and  it  is  driven  by  a  PDP-11-TENEX  combination. 
Several  sites  on  ARPANET  use  the  XGP,  with  slightly 
different  configurations,  to  produce  formatted,  high 
quality  documents.  For  this  reason,  a  considerable  body  of 
software  has  been  developed  [Ref.  6]  to  drive  the  XGP  for 
text  oriented  applications.  Since  the  XGP  hardware 

operates  on  ’’dot-matrix”  representations  of  arbitrary 
character  sets,  we  have  developed  an  interface  to  the 

existing  XGP  software  at  ISI,  and  devised  a  suitable 
character  set  to  print  facsimile  images  on  the  XGP.  There 
also  exists  a  facility  [Ref.  ?],  provided  by  CCA,  for 
TENEX-Data  Computer  communication.  The  combination  of 
hardware  and  software  used  for  our  application  is  mainly 
derived  from  those  which  already  existed;  therefore  the 
details  of  this  system  [Ref.  5]  will  not  be  given  here.  In 
the  following  sections  we  discuss  the  techniques  which  wa 

have  used  for  KD  111 —XGP  communication,  with  the  aim  of 

achieving  device  independent  facsimile  transmission. 
Section  5.2  emphasizes  the  need  for  machine  independence, 
and  in  Section  5.3  we  show  how  this  was  accomplished  in 
the  case  of  XGP-  *CD  111  communication. 

5.2  A  Network  Virtual  Facsimile  Terminal 

In  the  system  of  Fig.  1 ,  it  is  important  to  stress  that 
we  wish  to  transfer  an  image  from  one  machine  [the  KD  111] 
to  another  [the  XGP]  with  different  characteristics.  The 
principal  differences  are;  the  form  of  data  [  analogue 
versus  digital],  speed,  synchronisation,  and  form  of 
printing.  These  differences  are  by  no  means  peculiar  to 
these  two  devices.  Almost  invariably,  all  present  day 
facsimile  equipment  suffers  from  this  kind  of 
incompatibility  to  a  greater  or  lesser  degree.  Although 
there  is  a  considerable  urge  to  standardise  facsimile 
equipment  [Ref.  8],  it  is  most  likely  that  the  products  of 
different  manifacturers  will  always  have  their  own 
peculiarities.  For  the  kind  of  applications  envisaged 
here,  we  believe  that,  within  limits,  one  way  of  overcoming 
these  incompatibilities  is  to  define  a  ’’Network  Virtual 
Facsimile  Terminal”  which  allows  local  mapping  of  ‘facsimile 
TnTornS't'  ion"'  i  n to  re  a  1  terminals.  In  this  way,  data  is 
transmitted  and  stored  in  a  canonical  form,  then  retrieved 
and  mapped  into  the  local  terminals’  requirements.  With 
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this  approach  it  is  then  possible  to  accommodate  a  wide 
range  of  equipment  in  a  given  environment,  such  as  ARPANET. 
The  fundamental  problem  in  mapping  data  from  one  device  to 
another  is  the  possible  resolution  differences  that  may 
exist  between  them.  Unless  these  differences  are  within  a 
tolerable  range,  it  is  not  possible  to  preserve  image 
integrity,  for  most  applications,  however,  a  proportional 
reduction  (or  expansion)  of  the  original  image  may  not  be 
so  severe  as  to  produce  unacceptable  results.  If  this 
transformation  can  be  lived  with,  then  the  problem  of 
defining  an  NVFT  reduces  to  that  of  self-descriptive 
representation^}?  facsimile  information.  In  this  context, 
we  have  taken  the  view  that  a  wscan-line"  is  a  more 
meaningful  entity  than  the  constituent  elements  (pels)  of 
the  image,  and  have  adopted  data  structures  based  on 
"scan-lines”  as  the  basic  units  of  facsimile  information. 
Fig.  8  shows  a  list  of  the  parameters  contained  in  the 
HEADER  of  facsimile  files  stored  on  the  Data-Coraputer. 


1  Byte  Transmission  Byte  Size 
3  "  Number  of  Bytes  per  Scan-Line 

5  w  Number  of  Scan-Lines  in  the  File 

1  "  Grey  Levels  Used  [e.g.  2  for  Black  and  White] 

2  "  Horizontal  Resolution  of  the  Originating  Device 

2  "  Vertical  Resolution  of  the  Originating  Device 

1  H  Compression  Process  Identifier 


Fig.  8  HEADER  Parameters  for  Facsimile  Files 


KD  111  to  XGP  Mar 


Scan-Lines : 

With  an  analogue  device,  such  as  the  KD  111, 
determination  of  the  individual  scan-line 
boundaries  is  a  necessary  operation  for  achieving 
device  independence.  At  a  sampling  frequency  of 
2,4  KHz.,  our  usual  clock  rate,  a  scan-line  does 
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not  contain  an  integral  number  of  bits.  However, 
from  the  scanning  time  in  bits,  we  have  derived  the 
exact  number  of  bits  for  each  scan  line,  and 
rounded  these  off  to  a  fixed  length  (105-8  Bit 
bytes  or  840  bits).  With  this  truncation  process 
timing  can  be  in  error  at  most  by  1  bit  width  as 
illustrated  in  Fig.  9(b).  This  was  obtained  by 
simulating  the  output  on  a  character  terminal  using 
one  character  per  bit.  It  is  interesting  to  note 
that  if  the  fractional  bits  were  allowed  to 
accumulate,  then  an  inaccuracy  of  0.1 
bits/scan-line  would  result  in  a  3heer  of  12 
degrees  by  the  end  of  an  A4  size  page.  The  S,L  and 
B  parameters  given  in  the  HEADER  (see  Fig.  8)  are 
the  result  of  the  above  transformation  process.. 


Resolution : 

the  resolution  of  XGP  is  twice  that  of  the  UCL 
KD— 111  [96  pels/inch]  at  the  usual  sampling  rate  of 
2,. 4  Kbps.  This  difference  was  accounted  for  by  the 
facsimile  character  used.  The  XGP  system  is 
designed  to  operate  on  7-bit  character  sets,  but 
many  of  the  first  63  are  used  for  control  purposes. 
Limited  to  the  use  of  6-bits,  the  facsimile 
post-processor  at  ISI  maps  each  6-bits  of  the 
K  D— 111  data  into  24-bit  representation  of  the 
facsimile  character  set.  This  is  illustrated 
below: 


Bit  pattern  generated  by  the  K D— 111 
Representation  in  the  character  set 
Bit  pattern  sent  to  the  XGP 


101101 

1001101 

110011110011 

110011110011 


Although  this  transformation  overcomes  the 
resolution  difference,  at  the  time  of  these 
experiments  [Ref.  5],  the  PDP-11  software  was  not 
quite  able  to  handle  dense  facsimile  characters. 
Fig.  9  (a)  shows  the  output  of  a  test  pattern  on 
the  XGP  that  was  originated  from  the  UCL  KD  111. 
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CONCLUSIONS 


The  system  described  in  this  paper  is  operational,  and 
provides  a  valuable  tool  for  integrating  facsimile 
transmission  with  message  and  document  services.  While  the 
system  is  reasonably  easy  to  use,  it  has  highlighted 
several  areas  where  further  work  is  required. 

13  Clearly  a  digital  facsimile  device  with  a 
controllable  digital  interface,  such  as  DACOM  450, 
would  be  more  appropriate. 

23  The  role  of  a  backing  store  with  such  a 
digital  device  would  require  re-examination. 

33  The  operational  characteristics  would  be 
simpler  if  the  message  facilities  were  integrated 
with  the  storage  system.  However  this  integration 
is  not  necessary. 

J»3  The  inclusion  of  encryption  would  be  fairly 
straightforward,  following  the  same  technology  as 
for  any  other  digital  data.  Because  of  the  way 
notification  is  done,  the  notification  messages 
could  contain  key  information  about  the  encription 
of  the  facsimile  files.  This  aspect  has  not  been 
studied  in  depth  by  us. 

5]  There  is  no  inherent  reason  why  this  system 
cannot  work  with  a  wide  range  of  facsimile 
terminals,  and  data  representations.  For  more 
complex  transformation,  dedicated  uP  should  be  used 
for  this  function. 

6]  The  present  experiments  have  been  with  a 
facsimile  device  attached  via  an  EIA  232  interface 
and  asynchronous  transmission  format  (with 
synchronous  clocking).  Future  devices  would  be 
better  served  with  an  appropriate  synchronous 
communication  discipline,  such  as  X25.  There  is 
nothing  in  the  technology  which  requires  packet 
switched  rather  than  circuit  switched  communication 
systems. 

73  The  economics  of  the  system  must  be  studied 
much  more  carefully.  A  key  aspect  is  the  method 
and  tariff  structures  for  providing  the  storage  and 
message  processing  functions. 
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8]  The  present  experiment  is  the  first  we  know 
which  has  used  Terabit  stores  as  ternary  storage 
media.  The  adequacy  and  economics  of  this  form  of 
storage  must  be  studied  further. 

9]  The  system  concept  is  of  recipient  oriented 
interrogation  of  this  message  system.  In  view  of 
the  small  size  of  the  message  involved  ,  we  must 
investigate  further  the  advisability  and  economic 
feasibility  of  unsophisticated  notification  of 
facsimile  file  availability. 


We  believe  that  this  type  of  development  is  a  foretaste 
of  the  type  of  integrated  message,  word-processing  and 
facsimile  systems  that  will  shortly  become  available. 
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ABSTRACT:  The  methods  of  message  processing,  which  have  been 

developed  recently  for  textual  messages,  are  extended 
to  handle  facsimile  information.  The  paper  discusses 
briefly  a  UCL  experimental  system  using  ARPANET,  a 
Message  Processor,  an  Archival  Data  Management  System 
and  intelligent  digitised  facsimile  terminals.  The 
components  in  the  costs  are  analysed  via  a  case  example 
and  proposals  made  to  achieve  an  economically  viable 
system. 
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INTRODUCTION 


3.1 


Experience  with  ARPANET  (Reference  1)  has  shown  that  an  extremely 
important  proportion  of  its  use  is  for  Message  Processing. 

The  message  processing  facilities  being  developed  are  very 
much  more  sophisticated  than  Telex.  They  include  facilities 
for  transmission  to  multiple  addressees,  archiving  of  messages 
and  complex  filing  facilities  by  the  recipient.  The  facilities 
found  useful  have  been  discussed  elsewhere  (.Reference  2).  The 
ARPANET  experience  has  been  validated  by  the  uses  to  which 
most  commercial  Time  Sharing  Systems  have  been  put.  In  most 
cases  the  uses  have  developed  in  an  ad  hoc  and  undercover  way 
because  regulatory  consideration  precluded  a  service  offering. 
Recently  at  least  one  U.S.  regulated  Value  Added  Carrier  has 
announced  an  official  general  public  system  (Reference  3)  and 
others  have  sold  sy terns  for  private  use  inside  corporations 
(Reference  4). 


There  is  a  strong  trend  towards  capturing  data  at  source  into 
coded  machine- readable  form.  In  this  form  a  typical  A4  page 
would  contain  about  2.5K  characters  or  20K  bits.  However, 
there  is  a  class  of  documents  which  are  not  produced  in-house, 
or  which  may  contain  information  not  readily  representable  in 
ASCII  characters.  This  class  of  information  can  be  transmitted 
only  by  some  facsimile  transmission  method.  In  facsimile  form 
the  information  is  much  more  diffuse;  an  A4  page  at  normal  scan 
rates  (only  2  level)  would  require  up  to  about  2M  bits.  However, 
appropriate  forms  of  coding  would  allow  such  data  to  be  compressed 
to  200X  bits.  Although  the  information  is  an  order  of  magnitude 
less  dense  than  coded  text  transmission,  there  are  many  cases  where 
this  form  of  data  storage  and  transmission  is  the  only  feasible 
one. 


The  purpose  of  a  recent  UCL  research  project  has  been  to  explore 
how  facsimile  techniques  can  be  integrated  into  sophisticated 
message  processing  systems.  Our  approach  has  been  to  note  that 
a  message  has  two  portions:  its  control  description  and  its  data. 
The  control  description  includes  its  subject  matter,  identification 
name,  length,  date  created,  desired  addressees,  originator,  length 
etc.  The  data  of  a  message  is  the  actual  textual  information. 

The  control  description  or  header  portion  is  normal 
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highly  standardised  in  form.  In  computer  based  message  systems 
it  is  designed  to  he  easily  comprehended  and  automatically  pro¬ 
cessed  by  computers.  The  data  in  messages  is  usually  an  arbitrary 
text  string,  though  it  may  contain  control  characters  necessary 
for  outputs  on  special  devices  (e.g  photocomposition  devices, 

Reference  5)  or  for  special  formatting  (e.g.  in  text  processors, 
Reference  6).  Facsimile  data  can  be  manipulated  in  the  same  way 
as  textual  data.  The  header  portion  is  in  identical  form;  the 
data  portion  is  now  coded  scan-lines  rather- than  coded  alphanumeric 
characters. 

With  text  messages,  there  has  been  a  controversy  as  to  whether 
the  text  data  should  be  sent  to  each  recipient,  or  only  the 
headers  and  pointers  to  the  data  should  be  sent  and  just  one 
copy  of  the  data  be  stored.  Many  message  systems  on  ARPANET 
use  the  former  (e.g.  Reference  7);  some  use  the  latter  (e.g. 

Reference  8),  particularly  when  they  are  designed  for  long  documents. 
Similarly  many  commercial  systems  use  the  former  (e.g.  Reference 
3),  others  the  latter.  Distributed  systems  like  that  of  Reference 
4  use  a  combination  of  the  two.  The  data  is  transmitted  only  once 
to  each  destination  system,  but  is  stored  there  in  one  copy  for 
each  addressee.  With  facsimile  data,  which  is  much  denser  than 
coded  alphanumeric,  it  becomes  particularly  important  to  avoid 
multiple  transmission  and  storage. 

An  early  problem  encountered  even  with  alphanumeric  terminals  is 
the  incompatibilities  between  terminal  types;  these  include 
character  code  (e.g.  EBCDIC  and  ASCII),  line  length,  use  of 
control  characters  etc.  One  way  of  overcoming  these  incompatibilities 
is  to  define  real  standard  terminals:  the  International  Alphabet 
Number  5  and  ASCII  are  the  result  of  this  process.  A  second 
technique  is  to  define  a  Network  Virtual  Terminal  (NVT,  References 
9  and  10)  which  allow  local  mapping  to  a  real  terminal.  Many 
commercial  data  networks  go  some  way  to  adopting  an  NVT  approach. 

In  much  the  same  way  it  is  possible  to  define  an  idealized 
Network  Facsimile  Terminal  (NFT)  whereby  data  is  transmitted  and 
stored  in  an  appropriate  form,  to  be  retrieved  and  mapped  into 
local  terminals.  Through  this  process  it  is  then  possible  to 
support  different  facsimile  terminals  within  a  given  system. 
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In  general  it  may  be  necessary  to  update  periodically  the  control 
procedures  for  facsimile  processing.  These  procedures  can 
either  be  updated  locally  in  the  facsimile  terminals,  or  centrally 
in  a  Network  Access  Machine.  One  of  the  UCL  activities  has 
been  the  investigation  of  the  Network  Access  Machine  in  this 
role  (Reference  11). 

In  Section  2  we  will  give  a  brief  overview  of  the  principles  of 
the  UCL  Facsimile  Service  System.  In  Section  3  the  UCL  Facsimile 
terminal  and  system  will  be  described  in  greater  detail. 

The  UCL  experiment  was  performed  in  a  specific  environment 
with  specific  service  facilities.  An  economic  service  would 
require  the  existence  of  standard  terminals  and  services  of  an 
appropriate  kind.  In  Section  4  we  discuss  what  these  services 
should  be,  and  then  consider  the  characteristics  required  in  the 
terminal. 

The  UCL  approach  is  potentially  applicable  in  any  data  network 
environment.  Tariff  structures  have  now  been  announced  for  many 
of  the  present  and  planned  data  networks.  The  potential  economics 
of  the  services  envisaged  will  be  discussed  in  Section  5. 

Finally,  in  Section  6,  some  conclusions  are  drawn  about  the 
potential  application  of  the  ideas  presented  here. 


2.  The  System  Overview 


In  principle  the  system  we  have  developed  is  shown  in 
Figure  1.  An  intelligent  facsimile  terminal  FAX1  is  connected 
in  to  a  Data  Network  DN  via  a  suitable  serial  interface. 

Also  attached  are:  an  Archival  Data  Base  Management  system, 

ADMS .  a  message  processing  system  iff  and  another  intelligent 
facsimile  terminal  FAX2. 

MP  and  ADMS  in  Figure  1  are  shown  in  different  places,  but  there 
is  no  reason  why  they  could  not  be  accommodated  within  the  same 
host.  Our  aim  is  to  develop  a  system  where  the  facsimile 
terminal  is  sufficiently  intelligent  that  it  can  read  documents 
with  a  text  header  and  address  list,  to  transmit  and  store  them  in 
ADMS  while  notifying  the  addressees  through  MP  that  the  document 
is  stored  in  ADMS. 

Later  the  addressees  may  access  ADMS  and  retrieve  the  file  on  their 
own  facsimile  device  FAX2.  At  the  recipients'  option  (or 
possibly  the  sender's,  to  mimic  'recorded  deliver'),  each  addressee 
may  automatically  inform  the  originator  that  the  document  was 
received.  In  addition  he  may  wish  to  store  the  facsimile  data 
in  a  canonical  form,  so  that  it  may  be  retrieved  from  different 
facsimile  devices. 

There  is  an  important  difference  between  the  storage  of  facsimile 
and  short  text  messages.  SUch  textual  information  is  usually 
small  (less  than  500  bytes),  whereas  the  facsimile  data  is  much 
larger,  typically  25K  bytes  for  an  A4  size  page  with  an  optimum 
data  compression.  Hence  the  textual  data  can  be  stored  in  multiple 
copies,  one  for  each  addressee  in  his  "mailbox”.  The  facsimile 
information  is  stored  only  once  in  ADMS ,  and  the  path  name  to 
retrieve  it  is  known  by  the  addressees  from  their  text  messages. 

Some  document  processing  systems  use  similar  techniques;  the 
determination  of  the  filing,  storing  and  retrieval  facilities  is 
considered  to  be  beyond  the  scope  of  this  paper. 

In  our  attempt  to  implement  this  system  we  have  used  ARPANET  as  the 
data  network.  For  FAX!  we  attached  a  microprocessor  to  an  analog 
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through  an  asynchronous  link  to  ARPANET.  For  the  MP  of 

Figure  1,  we  use  DEC/TENEX,  usually  at  the  University  of 

Southern  California. ( ISI ) ,  supporting  the  message  system  MSG 

(Reference  7).  The  TENEX  is  a  development  of  the  PDP  10  with 

special  hardware  paging  and  an  appropriate  operating  system, 

which  is  widely  available  on  ARPANET.  For  AUMS ,  the  Data  Computer 

at  the  Computer  Corporation  of  America  (CCA),  with  an  on-line 
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storage  capacity  of  10  bits,  was  the  natural  candidate  and  has 

been  used  exclusively.  As  for  FAX2  we  are  using  the  XGP  printer 
at  the  Information  Sciences  Institute  at  the  University  of 
Southern  California  ( ISI ) ,  which  is  controlled  by  a  DEC  PDP-11/ 
TENEX  configuration. 

In  this  implementation  the  control  of  data  flow,  (including  the 
set  up,  supervision,  and  close  down  of  virtual  calls)  was  performed 
by  the  microprocessor  in  FAX1 .  This  procedure  has  the  disadvantage 
that  any  changes  in  the  operation  of  MP  or  ADMS  must  be  reflected 
into  the  driving  software  for  all  the  facsimile  devices.  An 
alternative  approach  is  to  have  this  control  provided  as  a 
network  service. 

An  independent  research  project  has  established  a  Network  Access 
Machine  (NAM)  (Reference  11).  This  is  an  excellent  application 
of  NAM,  namely  to  use  it  to  automate  the  functions  of  controlling 
the  connections  to  the  Data  Computer  and  the  Message  Processor. 

For  the  purpose  of  demonstrating  one  specific  facsimile  system 
implementation,  the  NAM  does  not  provide  any  functionally  superior 
facilities.  However,  system  maintenance,  particularly  if  there 
are  many  facsimile  devices  deployed  or  different  MPs  used,  would 
be  far  easier  by  NAM  techniques.  The  rest  of  this  paper  will 
ignore  details  of  the  NAM  techniques. 
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3.  UCL  FACSIMILE  TERMINAL  AND  ITS  USES 

3.1  Introduction 

The  system  outlined  in  Section  2  can  be  described  at  many 
different  levels.  In  this  section  we  will  describe  the  UCL 
facsimile  terminal  itself  (Section  3.2)  and  give  examples 
of  its  use  in  message  transmission.  The  examples  given  contain 
two  user  dialogues.  One  for  message  transmission  (Section  3.3.1) 
and  the  other  for  message  retrieval  (Section  3.3.2). 

The  message  transmission  dialogue  is  mainly  concerned  with  the 
composition  of  a  message  file  (containing  textual  and  facsimile 
information),  its  local  verification,  its  submission  to  the  MSG 
system  and  the  Data  Computer  and  confirmation  of  delivery.  This 
dialogue  also  illustrates  the  binding  of  linkages  between  the 
two  portions  of  the  message  and  the  supervision  of  message 
transmission  which  are  almost  transparent  to  the  user. 

The  retrieval  of  a  message  can  have  either  one  or  two  stages. 
Because  the  notification  comes  via  the  text  message  system  MSG, 
the  user  may  receive  notification  of  facsimile  messages  during 
straightforward  text  retrieval  from  a  conventional  terminal.  In 
this  case  the  retrieval  of  the  facsimile  portion  must  be  a  separate 
exercise.  Alternatively,  as  illustrated  in  the  retrieval  dialogue, 
the  user  may  access  the  MSG  system  via  the  facsimile  terminal. 

In  this,  somewhat  simpler,  case  the  notification  and  retrieval 
become  an  integrated  operation. 

3.2  The  UCL  Facsimile  Terminal 

Figure  2  shows  the  basic  components  of  the  facsimile  terminal  we 
have  developed.  Physically  it  consists  of  Plessey  KD-111  4-6 
minute  analog  transceiver,  a  24K  byte  INTEL  8080  microprocessor 
(uP),  a  floppy  disk  (FD),  a  keyboard  terminal  (KBT)  and  a 
communication  interface  (ACI ) . 
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The  KD-111  analogue  output  was  digitised  with  two  level  thresh- 
hold  logic,  and  interfaced  by  a  standard  V24  interface  to  the 
uP;  the  output  was  sampled  at  2.4Kbps,  giving  about  the  resolution 
of  the  fundamental  device.  Conventional  analogue  devices  have 
an  end-to-end  synchronisation  phase,  and  must  then  pass  data 
synchronously.  Most  packet  data  networks  (and  ARPANET  is  no 
exception)  cannot  guarantee  to  deliver  data  at  any  particular 
constant  rate.  For  this  reason  data  must  be  staged  on  to  a  floppy 
disk  ;  the  disk  can  hold  4-5  pages  of  facsimile  data.  The 
keyboard  is  needed  to  control  the  system.  It  provides  a  medium 
for  the  user  to  compose  his  text  message,  specifying  addressing 
information,  and  to  initiate  transmission  and  retrieval  of 
messages.  In  our  system  a  standard  teleprinter  is  used,  but  a 
simple  keyboard  would  be  adequate.  The  teleprinter  is  useful 
for  noting  the  fate  of  facsimile  transmission;  if  hard  copy  is 
not  required,  a  CRT  is  probably  better.  The  facsimile  output 
device,  or  a  very  cheap  printer,  can  be  used  also  to  meet  the 
record-keeping  requirement. 

Because  we  wished  to  access  the  network  via  a  standard  terminal 
interface,  we  used  a  V24  modem  interface,  with  asynchronous  data 
format,  for  its  communication  interface.  The  flow  control f 
which  was  still  required  over  the  ACT ,  was  best  done  in  some 
block  node;  a  future  version  of  this  terminal  will  use  the  X25 
communication  interface. 

The  microprocessor  in  Figure  2  provides  the  intelligence  of  the 
facsimile  terminal.  Intelligence  is  required  to  free  the  user 
from  lengthy  routine  operations  that  are  inevitable  when  such 
devices  are  used  in  the  computer  networks.  It  is  required  also 
to  control  the  staging  of  data  via  the  disk,  to  control  the 
communication  port,  to  sequence  all  operations  correctly,  to 
interpret  user  commands  and  co  inform  the  user  of  the  progress  of 
his  commands.  At  present  tne  uP  also  provides  data  compression 
and  decompression.  In  a  future  system,  some  of  these  functions 
would  be  accomplished  on  dedicated  uPs. 


3.3  The  User's  view  of  the  System 

The  user  FAXS'iS  dialogue  takes  place  via  the  system  console. 

A  set  of  commands  permits  the  user  to  interact  with  the  user 
interface  process.  Input  of  a  consn&nd  causes  this  process  to 
activate  the  associated  segments  to  perform  the  required  operation. 
Although  the  user  is  informed  shout  progress  of  his  request, 
he  is  in  no  way  made  conscious  of  tfci  complex  operations  behind 
the  scenes.  In  fact,  our  earlier  work  on  a  similar  implementation 
(Reference  12)  had  shown  the  importance  of  providing  the  user  with 
an  understandable  and  unified  view  of  the  system.  A  typical 
dialogue  would  Compose,  Review  and  Transmit  a  transaction.  In 
the  composition  phase,  an  address,  a  subject  matter  and  a  text 
message  are  input;  simple  editing  is  permitted  during  composition. 
The  facsimile  document  is  also  read  in.  In  the  review  phase 
(if  desired),  the  message  and  document  are  output  locally,  (if 
desired).  In  the  transmit  phase,  the  facsimile  portion  is  sent 
to  the  Data  Computer;  also  a  message,  including  both  the  text 
message  and  a  pointer  to  the  location  in  the  Data  Computer,  is 
sent  to  the  addressees  via  the  message  system.  A  typical  dialogue 
is  shown  in  Figure  3. 

The  text  message  can  be  retrieved  in  the  standard  way  from  the 
message  system  with  an  alphanumeric  keyboard.  Additionally 
(or  alternatively)  both  the  text  and  the  facsimile  portion  can  be 
retrieved  by  the  UCL  Facsimile  Terminal.  Here  a  typical  dialogue 
is  shown  in  Figure  4.  A  fuller  description  of  the  operation  of 
the  system  and  all  the  facilities  is  given  elsewhere  (Reference 
13).  A  list  of  FAXSYS  commands  is  given  in  the  Appendix. 

In  Figure  4,  the  facsimile  data  was  transmitted  to  the  Data 
Computer  (DC).  During  the  resulting  dialogue  (invisible  to  the 
user)  a  pointer  to  the  facsimile  file  (CCA%771015092551 )  was 
generated  by  the  uP,  and  added  to  the  text  message.  This  pointer 
was  used  autonomously  in  the  retrieval  of  Figure  5  to  locate 
the  facsimile  file.  The  ID  number  is  generated  from  the  time- 
stamped  synchronisation  messages  sent  by  the  Data  Computer 
(yeir,  month,  day,  hour,  minute,  second).  Hence  it  is  unique. 


DIALOGUE 


COMMENTS 


<  CR  > 

***  UCL  FAX-MESSAGE  SYSTEM  VERSION  X.04  *** 
YOUR  NAME :  KIRSTEIN  <CR> 

PASSWORD :  <  SECRET  ><CR  > 

LOGIN  O.K. 

.  .  .  TYPE  #H  FOR  HELP 


( FAXSYS  Loaded 

(FAXSYS  Login 
(Not  Echoed 


(User  Guidance 


<CR  > 


(Compose  Message 


TO:  YILMAZ  §  BBNE  CR 
CC :  KIRSTEINgISIA  <CR  > 

SUBJECT :  DEMONSTRATION  OF  UCL  FAXSYS 
NUMBER  OF  PAGES:  1  <CR  > 

PAGE  SIZE:  A4  <CR > 


(Addressing 
(Self  Copy 


(Document 

(Feeding 


INSERT  FAX  DOCUMENTS  . . . 
AND  TYPE  YOUR  MESSAGE. 

( Message ) 


<-  N.ffTJgSI  <CR  > 


(Text  Message 

(Terminator 

(Message 


MESSAGE  CONFIRMATION  (Y  or  N):  Y  <CR> 

DELIVERING  MESSAGE  . . . 

YILMAZ  AT  BBNE  ...  O.K. 

KIRSTEIN  AT  ISIA  ...  O.K. 


(Recorded  Delivery 
(Confirmation 
(of  text 


FAX  IS  DELIVERED 


Note: 


(of  Fax. 

(Next  Command 


Characters  input  by  the  user  are  underlined,  and  Carriage 
Returns  are  indicated  by  <CR>. 

Figure  3  Dialogue  for  Message  Transmission 
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DIALOGUE 

CR 

***  UCL  FAX-MESSAGE  SYSTEM  VERSION  X.04  *** 
YOUR  NAME:  YILMAZ <  CR > 

PASSWORD:  <  SECRET  xCR > 

LOGIN  O.K. 

. . .TYPE  H  FOR  HELP 
<•  #L  BBNE  <CR> 

MSG  -  Version  of  1  April  1977 

-+  12  15  Oct  Kirstein  at  ISIA 

<< FACSIMILE,  PGS-1,  ID«CCA%771015092551>> 
DEMONSTRATION  OF  UCL  FAXSYS 

Last  Read:  14  Oct  1977  12  msgs,  7  disc  pages 

4*  *R  12, 

<< ID*CCA%771015092551>>(Conf irn)  <CR> 

Mail  from  ISIA  rcvd  at  15  Oct  1977  0957 
Date:  15-Oct-1977 
From:  Kirstein  at  ISIA 


-V 


COMMENTS 


k Login 


!( Connect  to  MSG 


(Retrieval 


To:  Yilmaz  at  BBNE 
cc:  Kirstein  at  ISIA 

Subject:  <<FACSIMILE,  PGS-1,  ID=OCA%771015092551» 
DEMONSTRATION  OF  UCL  FAXSYS 

( Message ) 

Retrieval  of  CCA%771015092551  is  in  progress  . . .O.K. 


(Output 


FAX  Message  Printed! 


Figure  4  Dialogue  for  Retrieving  Facsimile  Messages 
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3.4  Storage  and  Retrieval  at  CCA 

The  Data  Computer  is  a  large-scale  data  storage  utility  offering 
data  storage  and  management  services  to  other  computers  on 
ARPANET.  The  system  is  intended  to  be  used  as  a  centralised 
facility  for  archiving  data,  for  sharing  data  among  the  various 
network  hosts,  and  providing  inexpensive  on-line  storage. 

The  Data  Computer  is  implemented  on  dedicated  hardware,  and 
comprises  of  a  separate  computing  system  specialised  for  data 
management . 

Logically  the  system  can  be  viewed  as  a  "closed  box"  shared  by 
multiple  external  processes,  and  accessed  in  a  standard  notation 
called  Data  Language.  The  system  is  provided  with  an  Ampex 
Terabit  Store  of  lO1^  bits.  While  this  is  mainly  used  for  seismic 
data,  it  does  contain  software  and  hardware  ideal  for  archival 
storage.  Thus  it  is  an  excellent  vehicle  for  our  experiments. 

In  a  paper  of  this  nature  it  is  not  possible  to  enumerate  every 
aspect  of  the  Data  Computer,  and  our  use  of  its  facilities. 
Therefore,  the  discussion  is  limited  to  the  general  principles 
closely  related  to  our  application,  and  the  details  are  kept  to 
a  minimum. 

The  DC  has  a  hierarchical  tree  structure,  with  a  capability  of 
access  control  at  every  node  of  the  tree.  We  have  set  up  a 
node  structure  of  FACSIMILE,  SITE,  USER  where  the  SITE  is  the 
message  system  used,  and  USER  is  the  person  accessing  the  DC. 
Whenever  a  user  attempts  to  access  a  node,  or  file,  the  Data 
Computer  scans  the  privilege  blocks  of  all  the  nodes  along  the 
specified  path  name  to  determine  what  privilege  should  be  allowed. 
If  certain  sites  desire  to  be  particularly  secure,  they  may  set 
a  site  password  at  that  point  in  the  path.  In  our  implementation 
password  protection  is  given  to  the  users  at  the  user  nodes  only. 
Thus  to  access  a  file  in  USER1 ,  a  user  whose  mail  box  is  ISI 
and  whose  password  is  SECRET  would  require  the  data  language 
commands ; 


LOGIN  FACSIMILE  (’PASSWORD’); 

LOGIN  %LOGIN . ISI . USER1  (’SECRET’); 


If  extra  security  is  desired  at  the  site  level,  say  at  UCL  with 
the  password  LONDON,  then  the  second  line  in  the  above  example 
becomes : 


LOGIN  %LOGIN.UCL( 'LONDON' ) .USER1( 'SECRET' ) ; 

i 

i 

However,  restricted  access  by  means  of  passwords  is  only  a 
j  part  of  the  picture.  For  instance  a  user  who  has  been  granted 

j  the  LOGIN  privilege  to  the  UCL  node  may  well  be  denied  say, 

J  READing,  WRITEing,  or  APPENDing  to  the  files  contained  in 

S  USER1.  Therefore  this  selective  access  control  mechanism  can 

allow  others  to  READ  his  messages  but  not  to  WRITE  into  them, 
if  he  so  desires.  Further  details  of  this  topic  may  be  found  in 
Reference  13. 

i 

j 

The  file  FAX,  where  all  the  facsimile  messages  are  kept,  contains 
a  list  of  message  items  called  MSG1 ,  MSG2  etc.  which  are  formatted 
versions  of  the  facsimile  messages  sent  to  the  Data  Computer. 

Each  message  space  is  divided  into  two  areas,  of  these, 

I 

USERLIST  contains  a  list  of  vector  names  representing  the  users 
to  whom  the  message  was  sent  (e.g.  UCL.PTK  ,  BBN.SY  ..), 
and  the  second,  FAXDATA  contains  the  actual  facsimile  message. 

The  FAXDATA  space  is  further  divided  into  two  areas.  The 
HEADER  contains  the  reproduction  parameters,  and  BIND AT A  contains 
the  binary  data  associated  with  the  message. 

Every  user  of  the  Facsimile  System  is  assigned  a  private  message 
vector,  and  each  message  has  associated  with  it  its  status 
(Active,  Read,  Deleted  etc.).  The  file  descriptor  for  each 
message  contains  a  user  list  of  its  addressees.  Whenever  a 
message  is  retrieved ,  the  appropriate  entry  in  the  user  list  is 
marked.  Thus  a  positive  indication  of  message  retrieval  is 
obtained  for  each  addressee.  The  USERLIST  provides  a  link 
between  the  user  vectors  and  the  message  pool,  FAX,  and  it  is 
systematical ] y  updated  for  formalising  messages  to  new  addressees. 

It  should  be  noted  that  the  use  of  the  Data  Computer  and  MSG 
system  is  reasonably  complex.  The  DC  is  designed  for  computer 
access  and  provides  both  machine  and  human  readable  responses. 


'jL 


Connect  to  D-C 


r.  ■■.  -".  y\  5".  7 


eH  31  <CR  > 

6R  F  S  2Q3  ?CR> 
<ICP  CB 
Trying  . . . 

Open 


;003i 

771015092551 

I0NETI : 

;  J150 

771015092559 

FCRUN : 

;0041 

771015092933 

ONCINX: 

;  J200 

771015093021 

RHRUN : 

’  -  *•  a  "  -  * 
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Socket  203 
ICP 


CONNECTED  TO  LONDON  TIP  1200000 

V= 1 OC-1/01 . 13 ’  J=1  DT= ’ MONDAY « , 
OCTOBER  15,  1977  08:59:26-est 

DATACOMPUTER  GOING  DOWN  IN  60  MIN 

READY  FOR  REQUESTS 


LOGIN  FACSIMILE  (’PASSWORD'):  <CR>  Connect  to  Facsimile  Node 

-  D-L  Messages 


.1210 .  Sync 

£>PEN  FAXP:  CONNECT  FAXP  262146:  <CR>  Prepares  O/P  Port 
OPEN  l&LOGIN. IS I .KIRSTEINC *  SECRET 1 ) .CCA%771015092551 :  <CR> 

FAXP  «  CCA%771015Q92551:  <CR>  1  Send  Data 


CLOSE  CCA%77101 5092551 :  <CR>  User  Tidies 

DISCONNECT  FAXP;  CLOSE. FAXP:  CR  File  and  Port 

User  Closes  Connections 


Closed 


Connection  Closed 


3.16 


3.5  The  XGP  System 

At  several  sites  on  ARPANET,  there  are  XGP  printers.  The  XGP 
is  an  experimental  device  built  by  XEROX  (Reference  14).  It 
is  driven  by  a  PDP-11  which  itself  is  controlled  by  a  TENEX. 

The  XGP  software  system  is  itself  complex.  For  historical 
reasons,  only  character  orientated  software  is  supported  on 
the  systems;  the  hardware  could  support  a  raster  scan  mode. 

There  exist  facilities  on  the  TENEX  both  for  accessing  the 
Data  Computer  and  for  any  desired  character  set.  By  defining 
a  six  bit  character  set  of  rows  of  dots  (the  binary  patterns 
0-63),  and  by  using  the  other  seven  bit  combinations  for  control 
functions,  a  software  system  has  been  built  which  will  print 
facsimile  files  on  the  XGP. 

To  describe  this  software  in  detail  is  irrelevant  to  this  paper 
and  not  fruitful.  The  combination  of  hardware  and  softwaie 
used  derived  only  from  that  which  existed  already;  it  clearly 
has  no  relevance  to  an  economically  viable  system.  This  exercise 
does  show,  however,  that  data  input  from  one  analog  facsimile 
device  could  be  output  on  a  quite  different  type  of  device  after 
staging  on  the  Data  Computer.  Sample  input  from  the  Plessey  KD-111 
and  output  from  the  XGP  are  shown  in  Figure  6. 


4.  A  COMMERCIALLY  VIABLE  SYSTEM 


4.1  Introduction 

The  economics  of  the  operational  system  outline  in  Section  3 
require  an  analysis  of  the  message  processing,  data  storage, 

(i.e.  the  DC),  and  terminal  construction  costs.  Of  these  the 
first  two  are  in  extensive  use,  and  economically  viable  facilities. 
However,  the  facsimile  terminal  and  the  network  access  components 
of  the  system  are  experimental  devices  which  require  further 
improvements.  Here  we  describe  the  principal  components  of  a 
commercially  viable  system,  and  put  forward  some  guidelines  for 
its  construction. 

In  Section  4.2  we  outline  the  development  required  in  the  facsimile 
terminal.  Sections  4.3  and  4.4  discuss  the  various  aspects  of 
Data  Networks,  Message  Processing,  and  Data  Base  Management 
Systems. 

4.2  The  Terminal 

It  is  clearly  very  desirable  in  this  application  to  use  a  terminal 
with  a  digital  interface  at  as  early  a  stage  as  possible. 

Because  the  best  storage  is  the  original  paper,  it  is  important 
to  chosse  mechanisms  which  can  be  stopped  on  each  scan  line.  This 
allows  interruption  of  scanning  or  printing  to  compensate  for  the 
delays  in  the  communication  network.  It  may  still  be  desirable 
in  some  applications,  to  have  a  local  storage  medium  like  floppy- 
disk  or  tape.  This  allows  daytime  loading  of  pages  to  be  trans¬ 
mitted.  In  many  cases  the  time  to  scan  or  print  a  document  may 
be  considerably  faster  than  the  transmission  time;  local  storage 
could  compensate  for  this  transmission.  However,  in  general  the 
use  of  a  local  backing  store  would  become  an  unnecessary  luxury. 

One  problem  which  is  avoided  easily  in  the  digital  devices  is  the 
initial  synchronisation.  This  takes  15  seconds  in  the  KD-111,  and 
can  be  replaced  by  a  simple  start/stop  clock  pulse  in  a  digital 
machine.  It  is  very  important  to  have  a  good  status  information 
exchanged  in  terminal  to  terminal  application.  But  in  the  form 
of  usage  envisaged  in  Sections  2  and  3,  this  information  is  not 
required.  The  uP  only  requires  to  have  good  status  information 
and  control  about  its  local  terminals.  In  unattended  transmission 


j 
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or  retrieval,  the  human  interface  of  Section  3.3  could  be  replaced 
by  a  command  file.  In  this  case  good  terminal  recovery  features 
must  again  be  built  into  the  uP  control. 

Data  compression  in  the  environment  envisaged  can  use  quite 
different  algorithms  from  the  more  usual  terminal  to  terminal 
case.  S  ~e  the  data  transmission  between  controller  and  ADMS 
machine  w  '.1  use  a  standard  data  network,  data  transmission  can 
be  assumed  perfect.  This  would  allow  use  of  algorithms,  in 
which  undetected  errors  make  the  data  indecipherable.  In  practice, 
algorithms  which  ensure  a  good  end-to-end  transmission  would  be 
unnecessary . 

The  UCL  approach  of  using  one  for  all  functions  leads  to  un¬ 
necessary  complexity  in  its  programme.  Clearly  both  data 
compression  and  decompression  will  use  dedicated  processors:  the 
same  one  perhaps  in  half-duplex  devices  but  different  ones  in 
full  duplex.  These  same  uPs  may  carry  out  encrypt ion/ decrypt ion 
in  some  applications.  The  data  compression/encryption/ 
communication/sum  check  functions  will  probably  be  best  carried 
out  in  one  uP;  they  are  serial  operations;  if  necessary  they 
can  use  several  uPs,  since  in  general  they  will  use  special  chips 
(e.g.  for  encryption  and  CRC  checking).  These  are  high  data 
rate  function,  which  will  require  bit  slice  uPs  in  high  perform¬ 
ance  (48K  bps)  terminals;  in  8  and  16  bit  uPs.  The  control 
functions  again  should  be  uP  controlled.  It  is  still  an  un¬ 
resolved  question  how  the  uP  software  would  be  maintained.  The 
terminals  can  remain  simple,  they  can  use  Network  Access  Machine 
(NAM)  techniques,  and  the  NAM  keeps  up  with  changes  in  the  Message 
and  Data  Management  systems.  Alternatively,  known  terminal  types 
can  be  supported;  the  software  for  application  development  can 
then  be  developed  centrally  sud  the  usual  software  releases 
made  to  the  terminals.  It  is  usually  a  complex  process  , to  update 
the  applications  programs  and  the  intelligence  of  different 
terminals  in  a  foolproof  manner. 
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4.3  The  Network 

Very  considerable  effort  had  to  be  devoted  to  the  communication 
aspects  of  the  UCL  development.  This  effort  was  due  to  the 
poor  flow  control  in  the  terminal  ports  of  ARPANET  TIP.  In  the 
future  at  least  with  PTT  networks,  we  may  expect  to  use  X25 
packet  interfaces  and  X25  networks  in  this  application.  This 
will  have  the  advantage  of  the  existence  of  standard  communication 
packages.  On  the  whole  the  simple  character  terminal  procedures 
(for  control)  and  the  bulk  data  transfer  procedures  (for  the 
binary  data)  envisaged  for  these  networks  will  be  ideal  for  the 
data  transmission.  Only  simplified  versions  of  X25  may  be 
required;  thus  only  two  simultaneous  calls  in  a  half  duplex  terminal 
or  four  in  a  full  duplex  one,  are  required  in  the  application  of 
Section  3. 


The  staging  of  data  on  ADMS  is  an  important  technique  in  over¬ 
coming  the  problems  of  potential  mismatch  of  speed  between  send¬ 
ing  and  receiving  terminals  operating  at  their  maximum  speed 
over  a  data  network.  With  a  normal  current  switched  data  network 
and  direct  terminal  to  terminal  operation,  different  speed 
working  is  difficult  (with  complex  multiplexing) .  In  this  mode 
of  working  there  is  no  problem  in  the  terminals  having  different 
speeds  or  data  formats  -  though  the  latter  may  require  some 
dynamic  data  transformation. 

4.4  The  Message  Processing  and  the  Data  Base  Management 

In  general  the  facilities  provided  by  MSG  (Reference  7)  are  quite 
adequate;  by  contrast  for  some  applications  the  method  of 
storage  is  not  adequate.  Some  of  the  commercial  message  process¬ 
ing  systems  store  also  the  textual  data  in  one  copy  and  manipulate 
header  information  by  user  lists.  The  addressees  are  merely 
sent  notification  of  the  availability  of  the  text  message.  This 
technique,  which  is  the  one  we  are  adopting  for  the  facsimile  and 
text  transmission,  works  well  when  documents  and  messages  are 
long  -  or  have  many  addressees.  A  complication  does  exist 
when  there  are  many  connected  message  systems;  then  the  only 
solution  is  to  keep  one  copy  of  each  document  at  each  message 
system,  and  to  manipulate  only  local  user  information.  The 
alternative  is  to  request  the  document  each  time  it  is  required 
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across  the  systems,  -  this  may  cost  more  in  processing  charges 
than  it  saves  in  storage  of  multiple  copies.  It  would  be 
helpful  if  the  responses  and  headers  of  the  messages  also  had 
a  machine  readable  portion.  The  fixed  format  of  the  messages 
does  not  make  this  change  essential,  but  extension  to  inter¬ 
networking  with  completely  new  message  systems  would  make  it 
desirable. 

The  facilities  provided  by  the  Data  Computer  are  completely 
adequate  for  the  Archival  Data  Base  Management  ( ADMS )  nature 
of  the  information  and  storage  retrieval.  For  this  type  of 
application,  where  individual  files  will  take  minutes  to  transmit 
and  output,  the  use  of  a  ternary  storage  medium,  like  the  Terabit 
store  is  clearly  indicated.  An  attractive  aspect  of  message 
systems  with  storage,  is  the  ability  to  keep  the  confirmation  on¬ 
line,  so  that  it  can  be  reused  later.  If  only  one  copy  of  the 
data  is  shared  amongst  many  users,  it  is  debatable  how  charges 
should  be  divided  amongst  the  users.  They  may  like  to  require 
that  the  data  be  kept  available  even  after  they  have  accessed  it 
once.  The  procedures  provided  for  data  deletion,  which  is  related 
to  charging  philosophy,  do  require  further  study. 

Since  paper  is  such  a  suitable  storage  medium,  there  is  a  tradeoff 
between  keeping  the  data  on  the  Data  Computer  and  in  local  paper 
form.  Because  modification  of  individual  pages  is  impractical 
electronically  there  is  less  advantage  in  keeping  it  stored  in 
electronic  form.  Here  the  tradeoff  is  between  inputting  the 
document  and  keeping  it  in  storage  for  a  long  time. 

Clearly  the  control  aspect  would  be  eased  if  the  Message  Processing 
System  and  the  ADMS  machine  were  more  closely  integrated.  Mitigating 
against  this  is  the  need  for  a  larger  and  cheaper  storage  machine 
for  the  facsimile  data  than  for  textual  data  (because  of  sice 
and  frequency  of  updates).  The  most  probable  development  will 
be  many  more  Text  Message  Processors  than  Terabit  stores;  the 
Text  Message  Processors  will  also  be  used  for  word  and  document 
processing  activities,  though  the  actual  text  composition  will 
be  done  increasingly  by  local  word  processing  systems  (like 
the  UCL  FAX  terminal!).  It  could  be  argued  that  the  message 
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processing  needed  for  the  facsimile  is  so  simple  it  could 

be  carried  out  on  the  ADMS .  However,  a  key  aspect  of  our 
philosophy  is  that  the  notification  of  the  availability  of 
facsimile  documents  is  made  on  the  message  system  the  user 
customarily  accesses.  Thus  we  see  the  present  system  structure 
combining  many  intelligent  FAX  terminals,  several  message  processing 
systems,  and  a  few  Archival  Data  Base  Management  Systems.  The 
one  substantial  change  which  may  be  indicated  is  the  provision 
of  delayed  delivery  services.  With  present  technology,  facsimile 
requires  in  any  case  i  -  4  minutes/page;  though  the  5  second/ 
page  service  could  be  made  available  over  48K  bps  lines.  Thus 
substantial  documents  would  require  non-negligible  waiting  lines. 

The  Terabit  store  is  a  cheap  storage  machine,  but  has  a  very 
limited  number  of  access  ports.  Consequently  widespread  use  of 
the  store  for  many  short  urgent  messages  would  lead  to  access 
rate  limitations.  A  facility  for  delayed  delivery  with  perhaps 
overnight  transmission,  would  allow  the  ADMS  machine  to  rune  more 
efficiently.  For  reasons  to  be  discussed  in  the  next  section  it 
would  probably  lead  also  to  much  lower  communication  charges. 
Finally,  the  delays  incurred  would  probably  be  reasonable  in  many 
applications;  where  more  urgent  delivery  is  required  higher  charges 
might  be  imposed.  It  is  particularly  desirable  to  use  a  single 
technology,  in  which  it  is  possible  to  pay  for  faster  delivery 
at  higher  cost;  this  is  far  more  satisfactory  than  to  have  to  use 
a  different  communication  system  for  the  higher  performance. 
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5  THE  ECONOMICS 

In  any  service,  it  is  important  to  break  down  its  constituent 
elements,  and  to  consider  how  they  may  be  introduced.  It  is 
certainly  possible  to  estimate  end-user  cost  by  assuming  that 
the  constituent  parts  are  charged  at  current,  rates;  such  an 
estimate  may  be  useless  because  of  the  assumptions  on  which 
contemporary  charges  are  based.  We  will  try  to  assess  the 
sort  of  charges  the  user  might  be  asked  to  bear,  and  argue 
how  these  should  be  reduced. 


In  the  service  described  in  Sections  2-4  there  are  the  following 
elements : 


(i) 

(ii) 

(iii) 

(iv) 

(v) 

(vi) 

(vii) 
(viii) 

(ix) 

(x) 
Cxi) 


The  cost  of  local  communications  to  a  Data  Network 
for  the  transmitter  (Cj) 

Transmission  Communication  Costs  on  the 
Data  Network  (Cg) 

Delivery  Communication  Costs  to  the  ADMS  and 
MP  (C3) 

Retrieval  Communication  Costs  from  the  ADMS  (C^) 
Retrieval  Communications  Co3ts  in  the  Data 
Network  ( C& ) 

Delivery  Communications  Costs  to  the  Retriever  <Cg) 
Transmitter  Terminal  Costs  (C^> 

Retrieval  Terminal  Costs  (Cg) 

Costs  of  Processing  the  Storage  of  the  message 
and  facsimile  data  (Cg) 

Costa  of  Processing  the  retrieval  of  the 
message  and  facsimile  data  (C^) 

Costs  of  Storage  of  the  message  and  facsimile 
data  (Cu> 


To  give  absolute  or  even  approximate  value  to  these  costs  is 
completely  impractical;  too  many  assumptions  and  parameters 
are  involved.  It  is  practical,  however,  to  compare  the  costs 
of  our  proposed  methods  of  f&csimile  usage  with  other  methods 
of  facsimile  usage  with  other  methods  of  message  and  facsimile 


processing;  in  particular  it  is  possible  to  assess  the  effect 
of  different  parameters. 

5.1  Communication  Costs 

To  reduce  the  number  of  parameters,  we  will  assume  that  the 
constituent  communication  costs  of  the  transmission  to  each 
addressee  are  the  same  (i.e.  C^Cg,  C2«C5>  C3=*C4). 

The  communication  cost  of  storing  and  retrieving  a  document  is 
(Ci+Cg+Cg)  say  C c>  It  would  be  interesting  to  provide  cost 
comparissons  for  C  on  public  facilities.  This  figure  is,  however, 

C 

critically  dependent  on  volume  of  traffic  and  type  of  communication 
medium.  The  figures  for  C  are  discussed  in  Ref.  16;  one  example 

C 

is  given  in  Section  5.4,. 

If  we  had  single  addressees  the  cost  of  our  method  would  be  2C  ; 

if  there  were  n  addressees  it  would  be  (n+l)C  .  For  the  case  of 

c 

"one-to-many"  transmission  the  extra  communication  costs  C3and  C4 
are  offset  as  the  number  of  addressees  increases.  Therefore  the 
use  of  centralised  storage  (e.g.  ADMS)  becomes  progressively 
more  attractive. 

If  the  real  costs  to  a  carrier  of  providing  the  service  are 
analysed,  the  cost  of  the  local  access  (C1  amd  Cg)  will  usually  be 
much  higher  per  message  than  the  other  components;  the  charges 
to  the  user  are  usually  heavily  influenced  by  the  long  distance 
communication;  (n+l)C2  are  the  main  charges  to  the  user  with 
contemporary  telephone  charges  for  trunk  distances.  Over  the  new 
data  networks,  these  distance  charges  are  usually  a  much  smaller 
proportion  of  the  total  cost  to  the  user. 

The  cost  to  the  carrier  of  local  access  to  the  ADMS  and  MP, 
i.e.  (n+l)C^  is  comparatively  low.  If  these  two  (or  one) 
systems  are  heavily  used,  they  will  presumably  have  a  heavy 
traffic,  high  speed,  connecting  pipe.  Thus  the  real  cost  to 
the  carrier  will  usually  be  dominated  by  the  access  costs  to 
the  terminal  (n+l)C1.  In  the  normal  method  of  multiaddress 
facsimile  usage,  the  message  is  sent  n  times;  thus  the  local 


— access  costs  would  be  2n  -  substantially  greater  than  their 
component  in  the  store  and  forward  case. 

The  above  arguments  apply  to  all  message  processing.  Multi¬ 
destination  message  service  tariff  structures  are  already  strongly 
influenced  by  these  considerations  -  though  the  communications 
cost  element  is  weakly  separated  out  in  the  tariff.  From  the 
above  we  may  draw  the  following  conclusions: 

(a)  For  multiple  addressees  with  present  tariff  structures 
the  communication  costs  to  n  addressees  would  be 
increased  by  (1+1/n) 

(b)  Assuming  local  access  costs  to  the  terminal  are  really 
the  dominant  item,  the  real  costs  are  reduced  by 
i(l+l/n) . 

If  the  usage  became  popular  enough  for  a  carrier  to  provide  the 
service,  he  would  benefit  from  (b)  and  could  pass  to  the  end 
customer.  Alternatively,  an  ADMS  operator  could  be  given  volume 
discount  on  both  received  and  transmitted  messages,  to  reflect 
the  reduced  cost  to  the  carrier. 

The  above  arguments  apply  both  to  message  and  facsimile  services. 

In  our  type  of  service,  there  is  both  a  notification  message  and 
facsimile  data.  Since  the  notification  message  is  short  (typically 
1  packet),  its  cost  can  be  discounted.  The  tariff  structure  1 
proposed  for  the  new  data  services  are  largely  based  on  volume 
of  data  (recognising  the  small  real  contribution  of  C2).  The 
tariff  level  is  usually  based  on  some  comparison  with  Telex 
charges,  though  the  relationship  may  be  weak. 


TRANSPAC  (Reference  17)  has  proposed  volume  reductions  of  40% 
for  volume  of  data;  some  of  the  EURONET  proposals  (not 
from  the  PTTs)  have  been  for  10-20%  reductions.  These  proposals 
have  been  designed  more  from  obtaining  total  revenue  than  marginal 
costing.  Time  of  day  volume  reductions  in  TRANSPAC  vary 
between  4C%  and  80%;  the  same  charges  proposed  on  EURONET  were 
50%.  The  TRANSPAC  tariffs  are  presumably  designed  to  generate 
usage;  the  comparitively  low  EURONET  proposed  reductions  reflect 
their  viev*  that  the  network  is  intended  for  interactive 
bibliographic  searches.  In  view  of  the  fact  that  Facsimile 
traffic  is  10-100  times  less  condensed  than  alphanumeric,  it  is 
essential  to  provide  some  large  scale  volume  discounts,  if  this 
traffic  should  flow  over  the  new  data  networks. 

It  is  presumably,  possible  to  ensure  that  this  discount  is-  only 
available  to  Facsimile  traffic;  one  method  would  be  to  provide 
specific  access  ports  (using  leased  lines  or  different  frequencies) 
which  qualify  for  the  special  discount.  Unfortunately  this 
approach  is  technologically  unattractive;  it  makes  the  concept  of 
modular  integrated  word  processing,  data  or  Facsimile  terminals 
economically  unattractive.  Present  tariff  structure  (Reference  16) 
without  discounts,  indicate  that  the  new  data  networks  give  no 
advantage  for  Facsimile  traffic  at  peak  periods  over  the  use 
of  public  switched  telephone  networks;  at  off-peak  periods  they 
are  even  more  unattractive.  This  situation  would  be  radically 
changed  if  large  scale  reductions  were  provided.  Here  our 
proposed  store  and  forward  facsimile  might  be  particularly 
interesting.  If  specific  ADMS  were  licensed  only  for  facsimile 
traffic,  preferential  volume  tariffs  could  be  levied  on  traffic 
between  terminals  and  those  machines.  How  the  terms  of  license 
could  be  enforced,  is  not  cvi&t  to  the  authors!  These 
considerations  may  make  the  methods  proposed  in  this  paper  much 
more  attractive  in  closed  communities,  where  margins!  costs 
may  be  reflected  in  tariffs,  than  in  Public  Data  Netowohks . 


5.2  Terminal  Costs 


While  it  is  indisputable  that  the  UCL  proposal  assumes  a  fairly 
sophisticated  facsimile  terminal,  typical  sales  costs  for 
digital  Facsimile  devices  are  of  the  order  of  $10K.  The 
intelligence  of  a  terminal  meeting  the  requirements  of  Sections 
2-4  for  synchronising  and  controlling  data  transfer  could  be 
provided  by  a  Microprocessor.  In  our  implementation  we  have  used 
an  Intel  8080  with  16K  bytes  of  memory,  and  it  is  estimated  that 
the  extra  intelligence  would  not  increase  terminal  costs  by  more 
than  about  20%.. 

5.3  Storage  and  Retrieval  Costs 

The  cost  of  storage  and  retrieval  of  information  is  dominated 
by  the  amount  of  processing  required  in  directory  information. 

It  is  relatively  insensitive  to  length  of  Facsimile  data.  Thus 
the  MP  and  the  ADMS  are  on  separate  systems,  a  first  approximation 
is  that  these  Figures  i.e.  Cg  and  ClQ,  are  twice  the  relevant 
text  processing  costs  (because  there  are  two  links,  one  to  MP  and 
one  to  ADMS).  The  cost  of  this  type  of  processing  is  of  the  order 
of  $0. 8/message.  Clearly  with  long  documents  ,  the  length  of 
document  must  play  a  more  significant  part  (on  a  TENEX,  $0.3/lK 
characters ) . 

The  whole  question  of  tariffs  in  MP  and  ADMS  is  complex;  clearly 
the  Terabit  store  is  a  cheaper  technology/bit .  Serai-commercial 
tariffs  for  the  use  of  both  TENEX  with  message  facilities  and 
the  CCA  Data  Machine  include  components  for  opening  connection, 
network  I/O,  File  Space  Storage,  Node  Space  Storage,  Ternary 
Storage,  Connect  time  and  CPU  processor  time.  The  procedures 
of  Section  3  reduce  any  connect  times  to  a  minimum  and  reduce 
processing  costs,  because  all  composition  is  done  in  the  terminal. 

The  question  of  costs  and  tariffs  in  message  systems  have  been 
discussed  in  some  detail  by  Panko. 
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The  cost  break  downs  for  facsimile  pages  of  200K  bits  on  the 
Data  Machine  are  the  following :- 


Opening  a  Connection  $0.2 


ARPANET  I/O 
File  Space 
Node  Space 
File  I/O 
Connect  Time 
Processor  Time 

Table  1  Typical  Tariffs 


$0. 06/page 
$0. 0006/page  day 
$0.001/day 
$0. 002/page 
$0. 03/page 
$0. 4/page 

on  the  Data  Machine 


Many  of  these  items  are  strongly  application  dependent.  For 
example  the  node  space  depends  on  the  complexity  of  the  directory 
and  tree  structure  of  Section  3.  The  connect  time  assumed  a 
one  minute  facsimile  machine  at  2.4K  bps.  These  figures  indicate, 
however,  that  the  transmission  processing  costs  are  of  the  order 
of  $0.8  for  the  message  processing  portion  total,  and  0.8  for 
the  Data  Machine  portion.  Retrieval  processing  costs  are  even 
harder  to  quantify.  The  message  costs  will  be  low;  the  cost  is 
about  $0.80  per  access  to  the  message  processor,  but  many  messages 
can  be  retrieved  for  this  cost,  and  it  depends  on  how  many 
messages  are  stored.  Thus  the  cost  per  message  depends  on  the 
volume  of  messages  retrieved  at  a  time,  and  the  complexity  of 
the  retrievers  utilisation  of  message  services. 


5.4  A  Simple  Example 


As  an  example,  let  us  assume  we  are  sending  a  facsimile  message 
to  ten  addresses  in  the  UK  using  EPSS  (Reference  16)  by  straight¬ 
forward  terminal-terminal  and  terminal  -  MP/ADMS  -  terminal 
techniques.  The  sort  of  breakdown  of  costs  could  be  as  shown 
in  Table  2,  which  are  computed  for  different  traffic  loadings 
in  Table  3. 
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A  wide  range  of  conclusions  supporting  the  statements  already 
made  in  this  section  can  be  drawn  from  these  figures.  It  must 

be  noted  what  we  are  comparing.  The  columns  marked  ’’Direct", 
include  only  the  cost  of  transmission.  Those  marked  "ADMS",  can, 
because  they  use  the  Data  Machine,  also  do  a  wide  variety 
of  personal  filing  at  marginal  further  cost.  The  columns  marked 
"direct",  describe  situations  in  which  the  called  terminals  may 
be  busy;  the  ADMS  ones  do  net  have  this  danger,  because  the 
retriever  determines  when  the  document  is  fetched. 


2  Terminals  and 
(1  Addresses') 
Direct  With  ADMS 

11  Terminals  and 
(10  Addressees) 
Direct  With  ADMS 

Terminal 

($/day) 

22 

22 

120 

120 

EPSS 

(Fixed  Costs) 

$/day 

16 

16 

90 

90 

Communications 
( $/page/transaction ) 

0.18 

0.18 

1.8 

0.18 

Message  Processing 
($/page) 

- 

0.8 

- 

0.8 

Message  Retrieval 
($/transaction) 

- 

0 

- 

0 

Facsimile  Processing 
( $/page/transact ion 

- 

0.8 

- 

0.8 

Labour  Costs 
($/page) 

0.05 

0.05 

0.05 

0.05 

Table  2  Cost  Breakdown  of  Different  Uses  at  Store  and  Forward 
Versus  Direct  Facsimile  Via  EPSS 


...  _ 

Loading 

(pages/day) 

2  Terminals 
(1  Addressee) 

11  Terminals 
(10  Addressees) 

—  < 

! 

With 

ADMS  I 

No  of  Retrievers  J 

1 

3 

10 

0 

38 

38 

210 

210 

210 

210 

10 

40 

57 

229 

239 

258 

326 

50 

50 

131 

303 

350 

449 

792 

2Q0 

84 

408 

580 

772 

1164 

2540 

- 

Table  3  Cost  of  Different  Levels  of  Facsimile  Transmission  ($/Day 


At  very  low  traffic  levels,  clearly  ADMS  makes  no  difference  - 
the  fixed  costs  predominate.  At  very  high  traffic  rates,  the  ADMS 
costs  are  high;  this  is  primarily  because  of  the  cost  of  the 
facsimile,  and  somewhat  less  , the  message,  processing.  The 
asymptotic  increase  factor  caused  by  the  ADMS  is  9  for  the  one 
addressee  case,  and  6  for  the  ten  addressee.  This  could  be 
reduced  drastically  by  a  cheaper  facsimile  processing  cost  - 
which  would  be  readily  achievable  with  a  software  structure 
optimised  for  this  purpose.  The  communication  cost  for  the  ten 
addressee  case  with  ADMS  is  already  only  marginally  (10%)  above 
the  case  without.  In  fact  with  multiple  addressees,  the  figures 
in  Table  2  are  too  pessimistic  with  ADMS.  If  notification  of 
a  facsimile  page,  with  some  indications  of  content,  is  sent  to 
multiple  addressees,  many  will  not  need  to  retrieve  the  page, 
without  ADMS,  they  may  insist  on  receiving  a  copy.  Since  the 
dominant  element  of  cost  is  the  facsimile  processing,  which  is 
directly  proportional  to  the  number  of  recipients  retrieving  their 

paper,  the  reductions  which  could  exist  are  illustrated  also  in 
Table  3. 
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The  main  purpose  of  these  figures  is  to  point  out  what  costs 
would  arise  having  present  technology  and  communication  costs. 

The  system  with  costs  at  Tables  2  and  3  could  be  put  together 
tomorrow.  The  figures  also  show  where  the  costs  would  lie, 
and  therefore  what  technological  and  tariff  advances  must  be 
made.  Incidentally,  in  Reference  16  we  have  already  shown 
that  the  tariff  structure  and  levels  of  EPSS  were  basically  too 
high  for  facsimile  transmission.  Only  at  levels  of  about 
50  pages/day  should  it  be  considered  at  all.  By  attacking  the 
communication  costs  and  facsimile  retrieval  processing  costs, 
the  ADMS  approach  can  be  made  much  more  attractive.  The  reasons 
why  the  first  are  considered  artificial  have  been  mentioned  in 
Section  5.1.  The  reduction  in  the  second  will  come  from  better 
Content  Addressed  Processor  Designs,  and  better  optimised 
software.  Finally,  for  a  small  number  of  addressees,  the  message 
processing  cost  is  significant.  The  cost  can  be  almost  removed 
by  integrating  the  MP  and  ADMS. 
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5.  CONCLUSIONS 

We  conclude  that  the  type  of  storage  and  retrieval  facilities 
outlined  in  this  paper  are  a  promising  method  of  using 
facsimile  equipment.  The  method  is  widely  applicable,  and 
would  lead  to  significantly  higher  potential  usage  of  such 
terminals.  The  method  allows  all  the  sophisticated  data 
management  techniques  developed  for  text  messages  to  be  applied 
to  facsimile  files. 

The  extra  complexity  of  the  terminal  is  not  a  serious  draw¬ 
back.  However,  a  significant  capital  investment  in  both  Message 
Processor  and  Archival  Data  Management  System  is  required. 

Communication  costs  could  be  at  worst  doubled,  and  at  best 
halved  by  the  use  of  this  technique.  Key  elements  in  reducing 
communication  costs  are  bulk  tariff  reductions,  and  special 
tariff  treatment  of  the  ADMS.  A  key  element  in  reducing 
processing  costs  is  the  reduction  in  retrieval  costs  by  more 
optimised  retrieval  hardware.  Archival  storage  costs  are 
not  a  serious  item,  provided  a  technology  such  as  the  Terabit 
store  is  used. 
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VIII  THE  USAGE  OF  THE  UCL  ARPANET  LINK 
8.1  Introduction 

The  UCL  activity  with  ARPANET  has  a  research  aspect, 
discussed  in  Chapters  2-7  and  a  service  aspect.  In  the 
service  activity,  we  provide  support  to  UK  research 
groups  requiring  to  access  US  resources  attached  to 
ARPANET.  We  also  provide  help  to  US  groups  using  the 
UK  resources  accessible  via  the  UCL  ARPANET  node. 
Finally,  we  provide  the  technical  facilities  to  allow 
the  access  to  take  place. 

The  service  facilities  have  improved,  but  not  changed 
dramatically.  The  diagram  of  the  UCL  configuration. 

Fig  2.1  of  Kirstein  1977,  is  still  valid.  The  usage 
of  both  the  Culhain  System  4/72  of  the  ULCC  CDC  6000/7000 
is  still  strictly  experimental.  Service  has  started 
in  a  limited  way  via  EPSS.  This  will  be  increased 
progressively  during  1978.  The  RL  IBM  360/195  and  the 
RSRE  GEC  4080  have  remained  attached  via  the  PDP  9A. 

We  have  made  consistent  measurements  of  all  traffic 
passing  through  the  UCL  PDP  9A.  This  year,  for  the 
first  time,  we  have  analysed  this  usage.  The  result¬ 
ing  usage  figures  are  discussed  in  Section  8.2. 

There  have  been  no  dramatic  changes  in  the  types  of 
usage.  A  general  discussion  of  usage  patterns  is 
given  in  Section  8.3;  the  activities  of  the  higher 
activity  groups  are  discussed  in  Section  8.4. 


8.2  Objective  Figures  of  Usage  of  RL  IBM  360/1S5 

In  the  earlier  years,  we  had  developed  a  program 
called  QUES  to  analyse  the  usage  of  ARPANET  via 
the  PSTN  ports  of  the  TIP.  This  activity  required 
the  dedicated  availability  of  one  PDP  9;  the  PDP  9s 
were  so  heavily  loaded  during  1977,  that  almost  no 
use  of  QUES  was  made  in  this  period.  The  only  excep¬ 
tion  was  a  one  week  period,  in  which  QUES  was  used 
on  a  24  hour  /  day  basis;  the  data  acquired  was  then 
correlated  with  PO  measurements  on  line  usage.  These 
measurements,  discussed  in  STOKES  1977B,  showed  good 
correlation  between  QUES  and  PO  measurements. 

During  1974-1977  we  have  consistently  noted  all  usage 
of  the  UCL  ARPANET  node  through  the  UCL  PDP  9A.  This 
usage  includes  both  that  of  Hosts  on  ARPANET  accessing 
the  RL  IBM  360/195  or  the  RSRE  GEC  4080,  and  of  UK 
users  of  the  RL  360/195  accessing  ARPAVET  facilities. 

The  usage  data  collected  «us  refined  s  the  PDP  9  soft¬ 
ware  was  improved,  and  no  consistent  analysis  was  attemp 
ted  until  1977. 
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During  1977,  the  1976  and  early  1977  data  on  PDP  9A 
usage  was  analysed.  A  detailed  discussion  of  the 
results  is  given  in  STOKES  1977A  and  STOKES  1977C. 

Two  periods  were  chosen  for  the  analysis;  all  of  1976 
and  the  first  half  of  1977.  The  actual  usage  (in  connect 
time)  of  the  RL  IBM  360/195  from  different  ARPANET 
sites  for  the  two  periods  is  shown  in  Figs  8.1.  From 
the  identifying  information  furnished  by  the  users, 
it  was  often  possible  to  determine  the  scientific 
community  from  which  the  usage  originated.  The  relevant 
figures  are  shown  in  Fig  8.2.  Finally,  the  duration  of 
file  transfer  could  be  measured  separately.  Here  the 
sites  involved  in  the  file  transfer  are  indicated  in 
Figs  8.3.  In  each  of  these  curves  the  area  is  propor¬ 
tional  to  the  average  usage  during  the  period. 


FIGURE  8.2a:  USAGE  OF  RL  360/195  BY  VARIOUS  RESEARCH 
PROJECTS  FOR  1976 
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FIGURE  8.3a:  USAGE  OF  ARPANET  HOSTS  FOR  FILE  TRANSFERS 
FOR  1976 
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8.3  General  Characteristics  of  Usage  of  UK  Research  Group 

During  1977,  a  number  of  the  inactive  users  of  ARPANET 
had  their  permission  to  use  the  network  withdrawn. 

In  addition,  one  very  active  user,  the  British  Library 
usage  of  NLM,  was  transferred  from  ARPANET  to  the  PO 
Data  Base  Service,  the  experimental  basis  on  which  they 
had  used  ARPANET  terminated  with  the  experimental  project 
STEIN  (HOLMES  1977).  The  UK  research  groups  app¬ 
roved  for  use  of  ARPANET  at  the  end  of  1977  are  listed 
in  Table  8.1.  Of  these  42  (34)  groups  13  (10)  may  be 
classified  as  "highly  active”,  while  18  (12)  have  low 
activity  status;  the  figures  in  parentheses  represent 
the  corresponding  1976  figures. 

There  have  been  no  significant  changes  in  the  mode 
of  access  or  types  of  facility  connected  to  ARPANET 
or  to  the  UCL  node  during  1977.  There  has  been  some 
experimental  access  via  EPSS,  the  UK  Experimental 
Packet  Switched  Service,  during  the  year,  but  the 
system  was  not  made  available  by  the  UCL  for  a  signif¬ 
icantly  long  period  in  the  day  for  a  pattern  of  usage 
to  develop.  The  EPSS  accessibility  will  be  increased 
considerably  during  1978,  and  an  attempt  will  be  made 
to  transfer  more  people  over  to  that  mode  of  access. 

Some  of  the  research  groups  are  making  increasingly 
sophisticated  use  of  the  network.  These  groups 
include  Blacknest  Research  Establishment,  Cambridge  U, 
Durham  U  and  Salford  U.  The  INDRA  group  of  London 
are,  of  course,  particularly  active,  and  their  use 
has  become  very  sophisticated  during  1977.  (see 
Chapters  3,4  and  5). 


8.4  The  Most  Active  Research  Projects 

Some  of  the  more  active  research  projects  are  discussed 
in  more  detail  in  this  section.  The  discussion  is 
based  largely  on  reports  furnished  by  the  research 
groups  themselves . 
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APPROVED  ARPANET  USERS  DURING  1977 
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^■Blacknest  Research  Estab. 

F.  Grover 

Seismic  Data  Exchange 

ISI,  RL 

M Bristol  University 

Dr.  J.  Alcock 

High  Energy  Physics 

LBL,  CMU 

HR  Brunei  University 

Dr.  L.D.  Phillips 

Perception  of  Probability 

ISI 

Cambridge  University 
p|  Computer  Laboratory 

Dr.  A.C.  Norman 

Algebraic  Manipulation 

Systems 

ISI 

M  Communication  Studies 

Dr.  R.  Pye 

Teleconferencing 

OFFICE-1 

l&jCUlham  Laboratory 

R.  Endsor 

ALGOL  Generator 

ILLIAC  IV, 
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111  Durham  University 

Dr.  F.D.  Gault 

Exchange  of  High  Energy 

Data  &  Software  development 
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Edinburgh  University 

M.  Gordon 

Proof  Generating  System-LCF 

SU-AI 

Eg  Edinburgh  University 
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D Edinburgh  University 
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Essex  University 
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geneous  Computer  Networks 

ISI 
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Dr.  K.  Gregory 

Teleconferencing 
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|  ICI  Ltd. 

J.  Barnes 

DCD  real  time  language 
evaluation 

ISI 

||  Liverpool  University 

P.  Leng 

ALGOL  68  development 

CMU 

gjj  Manchester  University 

Dr.  R.N.  Ibbett 

MU5  modelling 

CMU 

p  Medical  Research  Council 

R.T.  Wilkinson 

Teleconferencing  for  neuro¬ 
physiology  collaboration 

BBN 

fl  Ministry  of  Defence 

D.  Curry 

Collaboration  with  US  Army 
Material  Command  HQ 

OFFICE-1 
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National  Physical  Laboratory 

Mrs.  J.C.  Armstrong 

Networks,  Protocols 

ISI,  BBN  j-j 

n 

National  Physical  laboratory 

Dr.  M.  Overton 

Minimization  problems 
using  "MACSYMA" 

IOT  ? 
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North  London  Polytechnic 

Dr.  A.P.  Johnson 

Synthesis  design  of 
organic  molecules 

Harvard 
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Open  University 

Dr.  M.  Eisenstadt 

Computation  models 
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Oxford  University 

S.J.  Hague 

Numerical  Software 
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Oxford  University 
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Salford  University 

Dr.  G.  Lass 

Supersonic  Flow  Problems 

ILLIAC  IV  | 

Software  Sciences  Ltd. 

D.  Pearce 

Evaluating  CORAL  for  DCD 

i 

j 

Systea*  Reaearch  Ltd. 

Dr.  G.  Paak 

Contact  with  US  Any 
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Hamas  Polytechnic 

T.  Crone 
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SRI  £ 

UCH  Medical  School 
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Blacknest  Research  Establishment 


The  Blacknest  Research  Establishment's  project  to  exchange 
seismic  data  with  centres  in  the  US  via  ARPANET  began  in  quite 
a  modest  way  in  1974,  when  the  ARPANET  link  was  first  established 
at  UCL.  They  began  by  accessing  data  from  the  Seismic  Data 
Array  Center  (SDAC),  Washington  and  then  began  to  set  up  their 
own  database  on  the  RL  370/195  for  US  counterparts  (Blarney , 1976) . 

These  data  are  now  being  accessed  by  the  Vela  Seismological  Center, 
SDAC,  and  the  National  Earthquake  Information  Service  (NEIS). 

Now  partnership  identifiers  have  been  allotted  to  VELA  and  NEIS 
t.o  ensure  rapid  access  to  the  BDAC  data  base. 

The  NEIS  is  the  foremost  collector  of  earthquake  data  from  diverse 
sources.  Computers  and  computer  networks  are  opening  many 
opportunities  for  improving  the  quality  of  data  which  NEIS  collects, 
and  by  participating  in  the  transmission  of  data  by  computer 
networks,  Blacknest  is  assisting  in  a  project  that  will  permit  near- 
real  time  location  of  important  earthquakes. 

NEIS  have  always  received  data  from  Blacknest,  but  rather  indirect¬ 
ly.  By  transmitting  data  via  ARPANET,  it  may  be  obtained  far  more 
quickly  than  before.  The  current  data  files  on  the  370  are  in  a 
different  format  from  that  used  by  NEIS,  so  Blacknest  have  implemented 
software  which  reformats  the  data  in  the  standard  NEIS  format, 
before  sending  it  to  the  PDP-10  at  the  Information  Sciences  Institute, 
California  (ISI).  Furthermore,  BRE  is  acting  as  an  agency  for 
the  onward  transmission  of  seismological  data  from  the  University  of 
Leicester  to  NEIS  via  the  ARPANET. 

In  the  other  direction,  during  1977,  Blacknest  has  started  receiving 
daily  bulletins  from  a  station  in  N.W.  Canada.  These  are  received 
from  Ottawa  via  the  Vela  Center,  who  make  the  data  available  in 
files  on  the  ISI  machine.  In  due  course,  when  NEIS  is  fully 
integrated  with  ARPANET,  they  hope  to  get  much  more  quickly  the 
seismic  epicentre  location  data  which  they  currently  receive  via 
air  mail.  Blacknest  state  that  their  attachment  to  ARPANET  greatly 
aids  their  research. 

Bristol  University 


Alcock  of  the  Physics  Department,  Bristol,  has  been  using  ARPANET 
via  the  dual  RL  370/195  to  collaborate  with  Kelly  of  the  Particle 
Data  Group  at  the  Lawrence  Berkeley  Laboratory,  California  (LBL). 

They  are  engaged  on  a  joint  project  to  analyse  pion-pion  to  nucleon- 
antinucleon  scattering  data.  Use  of  the  ARPANET  has  enabled  them  to 

initiate,  modify  and  execute  jobs  on  the  CDC  7600  at  LBL  from  Bristol, 

and  on  the  370/195  at  RHEL  from  Berkeley  The  reason  for  using  two 
sites  is  desirable  because  certain  facilities  available  at  Berkeley 
cannot  easily  be  reproduced  at  RHEL.  Moreover  it  is  immensely 

useful  for  Kelly  to  scan  the  results  of  the  370  runs  from  LBL  and 

to  keep  up-to-date . log  sheets  on  the  status  of  the  runs.  Clearly, 
this  work  could  not  be  contemplated  without  the  network  and  the 

ability  to  transfer  files  even  though  their  use  of  the  TIP  is 
not  great.  The  slowness  of  file  transmission,  between  the  7600 
and  370,  has  proved  a  serious  shortcoming.  However,  access  to 
ARPANET  is  essential  since  the  project  is  about  half  complete. 
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Cambridge  University  28 

Use  of  the  ARPA  network  through  the  UCL-TIP  has  enabled  the  Cambridge 
symbolic  algebra  group  to  continue  and  extend  existing  close  ties 
with  the  corresponding  group  at  the  University  of  Utah,  Salt  Lake 
City.  In  March,  Hearn  (from  Utah)  visited  Cambridge  to  discuss  the 
use  of  his  algebra  system  "Reduce".  He  was  provided  with  a  copy 
of  a  symbolic  integration  program  developed  in  Cambridge,  which  was 
designed  to  coordinate  with  Reduce.  The  major  use  made  of  the 
network  has  been  tied  to  Hearn's  work  implementing  this  8000-line 
program  on  his  computer,  Cambridge's  responses  to  problems  so  far 
uncovered  and  joint  work  exploring  the  limitations  of  the  algorithms 
on  which  the  program  is  based. 

Partly  as  a  result  of  an  ARPA  contract,, in  September,  Fitch 
left  Cambridge  to  take  up  a  one  year  visiting  position  in  Salt  Lake 
City.  He  is  due  to  return  in  the  autumn  of  1978.  In  the  meantime  the 
remaining  workers  have  been  able  to  take  advantage  of  the  network 
to  avoid  Fitch’s  movement  disrupting  the  main  research  in  which  all 
three  had  been  involved. 

The  Cambridge  group  were  given  access  to  an  account  on  a  machine 
at  DEC  Marlborough  towards  the  end  of  the  year  because  Utah  U.  were 
negotiating  for  a  DEC  20-40  to  replace  their  PDP  10.  The  provision 
of  this  account,  coupled  with  the  presence  of  Fitch  in  Utah  and 
active  work  at  both  ends  on  the  integration  program  has  meant  that 
in  the  last  few  months  Cambridge  has  made  heavier  use  of  the  ARPA 
network  than  for  some  time.  The  integration  work  has  also  been 
substantially  helped  by  access  to  MACSYMA  at  MIT. 

The  Cambridge  University  computing  service  hope,  in  the  very  near 
future,  to  provide  access  to  the  London  TIP  via  EPSS  rather  than 
by  use  of  dial-up  lines.  This  should  allow  for  remote  access  to 
the  Cambridge  computer  and  for  file  transfer  mechanisms  enormously 
more  reliable  than  the  ones  currently  used.  Both  of  these  changes, 
would  make  transatlantic  cooperation  smoother.  Also,  Cambridge  hope 
to  use  ARPANET  as  an  adjunct  to  the  new  research  project  in  the 
field  of  computer  algebra  (currently  the  subject  of  an  SRC  grant 
proposal),  where  as  well  as  their  existing  links  with  the  University 
of  Utah  there  may  be  the  possibility  of  fruitful  collaboration 
with  a  group  in  Hawaii. 

Culham  Laboratory 

The  Culham  fusion  laboratory  has  joint  interests  with  US  laboratories 
in  the  same  field.  Work  has  been  going  on  this  year  to  enable 
users  of  the  Culham  Modular  One  Satellite  to  access  ARPANET  via  the 
UCL  PDP-9  Gateway  computer.  The  satellite  acts  as  a  focal  point 
for  computing  services  provided  to  Culham  terminal  users,  and  as 
a  server  for  remote  ARPA  users.  A  file  transfer  protocol  has 
been  implemented  allowing  Satellite  users  to  perform  file  transfers 
to  and  from- remote  ARPA  hosts.  Although  usage  of  these  facilities 
has  to  date  been  limited,  the  feasibility  of  providing  full  network 
access  within  the  Satellite  context  has  been  demonstrated  and  it 
is  hoped  that  trial  projects  will  take  place  in  the  near  future. 


29 


Durham  University 

Gault  of  the  Physics  Department,  Durham  U,  heads  the  UK  section 
of  the  International  Particle  Data  Group.  His  work  is  concerned 
with  the  development  of  high  energy  elementary  particle-scattering 
databases . 

Since  the  last  report  Durham  have  continued  their  collaboration 
with  the  Particle  Data  Group  at  the  Lawrence  Berkeley  Laboratory. 
The  work  has  involved  the  development  and  use  of  the  Berkeley 
Data  Management  System  (BDMS)  on  the  Rutherford  Laboratory  370/195, 
and  the  development  and  use  of  the  Particle  Physics  Data  Language 
for  encoding  data. 

* 

During  the  past  year  the  most  up  to  date  version  of  BDMS,  V2.0,  was 
implemented  on  the  RL  1S5.  This  was  the  first  implementation  to 
depend  completely  on  ARPANET  facilities,  in  that  the  source 
program  was  transferred  using  FTP,  rather  than  tape,  and  debugging 
of  machine  dependent  code  was  facilitated  by  being  able  to  work 
on  bo tli  the  195  and  the  LBL  CDC  76/6600  from  Durham.  The  same 
observations  apply  to  the  output  processor  or  report  generator, 
written  in  Durham  and  now  implemented  at  LBL.  In  brief,  the 
systems  side  of  Durham's  project  on  both  sides  of  the  Atlantic 
benefited  immeasurably  from  ARPANET  service. 

Apart  from  systems  use,  there  was  considerable  reliance  on  ARPANET 
by  the  project's  Data  Base  Managers,  Roberts  at  the  Rutherford 
Laboratory  and  Read  in  Durham.  They  used  ARPANET  both  to  transfer 
data  to  and  from  LBL,  and  to  make  comments  on  BDMS,  as  BDMS  users. 

As  there  is  a  growing  community  of  BUMS  users  in  Iho  US,  LBL  has 
taken  advantage  of  the  PLANET  conferonco  facility  available  on 
the  BUN-TENEXB.  This  allows  users  to  request 

modifications,  report  bugs,  or  to  comment  on  proposed  modifications 
before  they  are  implemented. 

Because  the  project  is  supported  by  SRC(NG  0633-3)  and  uses 
the  RL  195,  Durham  report  annually  to  the  Nuclear  Physics  Board, 
and  to  the  Rutherford  Laboratory  Computer  Advisory  Committee. 

The  relevant  paragraph  in  the  SRC  report  was: 

l 

"ARPANET  has  grown  in  usefulness  to  the  project  as  its 
file  transfer  procedures  have  improved  and  it  will  play 
an  even  greater  part  when  our  computer  searchable  data 
bases  are  available". 

The  most  significant  event  in  the  past  year  for  the  project  was 
the  release  of  Durham's  computer  searchable  data  bases  for  use 
by  the  nuclear  physics  community.  As  these  data  bases  are  not  yet 
duplicated  at  LBL,  there  may  be  a  small  increase  in  ARPANET 
activity  from  US  users  wishing  to  access  data.  This  will  pass  in 
about  a  year's  time  when  a  duplicate  base  will  be  maintained  at 
LBL, 


A  new  proof-generation  system  for  LCF  has  been  designed  and 
implemented  in  UCI-L1SP.  Gordon  and  Milner  of  the  Computer  Science 
Department  had  not  use  for  ARPANET  until  Milner  took  a  tape  of 
LCF  to  the  Stanford  AI  Laboratory  (SAIL).  Gordon  monitored 
Milner's  progress  over  the  network. 


Edinburgh  University,  Machine  Intelligence  Research  Unit 


Carhart  of  the  Machine  Intelligence  Research  Unit  (MIRU)  has 
been  using  the  ARPANET  to  access  the  SUMEX-AIM  computer  facility1 
at  Stanford  University,  initially  over  the  link  from  the  Royal 
Observatory  at  Edinburgh  and  more  recently  via  a  direct  dial-up 
facility  provided  to  MIRU  by  the  Science  Research  Council.  His 
usage  typically  amounts  to  about  six  hours  of  connect  time  per 
week,  He  has  used  the  facility  in  various  activities  related  to 
the  Heuristic  Programming  Project  (HPP)  at  Stanford,  which  holds 
an  ARPA  contract. 

These  activities  consist  primarily  of: 

1)  Assisting  in  the  maintenance  and  development  of  two 

AI  programs  (applications'  programs  in  Chemistry),  CONGEN  and 
REACT,  which  have  grown  out  of  the  DENDRAL  project,  a  part 
of  the  HPP; 

2)  Running  assorted  test  cases  through  CONGEN  to  verify 

the  accuracy  of  a  new,  compact  and  very  efficient  version 
of  CONGEN  which  Carhart  developed  on  the  Edinburgh  PDP-10; 
and 

3)  Sending  and  receiving  messages  to  the  extent  necessary  to 
co-ordinate  the  CONGEN  developments  at  the  two.  sites. 


Manchester  Universit 


31 


The  main  usage  of  the  ARPA  Network  from  the  Computer  Science 
Department  has  been  by  Ibbett  and  Djordjevich,  working  with 
CMU-10A  at  Carnegie-Mellon  University.  The  work 

is  concerned  with  the  Instruction  Set  Processor  (ISP)  description 
language,  for  which  a  compiler  and  simulator  has  been  implemented 
at  CMU.  These  facilities  are  not  available  elsewhere,  and  it  is 
important  to  the  project  that  contact  be  maintained  with  the  staff 
at  CMU  who  have  created  ISP  descriptions  of  several  computers. 

The  work  at  Manchester  has  been  to  create  an  ISP  description  of  MU5 . 
The  next  stage  of  the  project  is  to  run  a  number  of  test  programs 
through  the  simulator  and  compare  the  results  obtained  for  MU5  with 
those  obtained  for  other  computers. 

Work  started  on  the  MU5  ISP  project  in  March,  but  the  amount  of 
network  time  used  has  varied  considerably  from  week  to  week.  A 
typical  session  has  been  of  3-4  hours  duration  giving  an  average 
usage  of  around  15  hours  per  week .  The  equipment  in  use  at 
Manchester  (a  Creed  Envoy  Teleprinter  linked  through  an  acoustic 
coupler)  has  proved  adequate  for  their  needs,  supplemented  by  the 
occasional  line  printer  listing  sent  through  normal  channels  from 
CMU.  Attempts  to  use  the  EPSS  link  have  been  abandoned  due  to 
continuing  operational  difficulties. 

Some  occasional  use  of  the  ARPA  Network  has  been  made  by  Lindsey, 

initially  working  with  CMU-10A,  but  mainly  with  CMU-CMMP 

which  has  only  recently  been  made  available  to  remote  ARPA  users. 

He  has  been  investigating  suspected  faults  in  the  Algol  68  compiler 
in  conjunction  with  Hibbard  of  CMU. 
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North  London  Polytechnic 


Usage  of  the  network  during  this  period  was  wholly  related  to 
the  project  "Computer-Aided  Synthetic  Analysis"  which  Johnson 
of  the  Chemistry  Department  has  been  pursuing  in  collaboration 
with  a  group  at  Harvard  University  under  the  direction  of 
Professor  E.J.  Corey.  Work  on  this  project  may  be  divided  into 
two  categories: 

a)  Development  of  new  program  modules  and  extension  of 
the  data  base  both  of  which  involve  the  creation  and 
editing  of  alphanumeric  files  which  can  be  done  using 
a  simple  teletype  terminal. 

b)  Testing  the  enhanced  program  and  debugging  new  program 
modules.  This  can  only  be  done  via  a  graphics  terminal 
since  when  the  program  is  running  all  communication 
occurs  via  a  digitizer  tablet  and  c.r.t  scope. 

The  SRC  has  awarded  Johnson  a  grant  for  the  purchase  of  the  graphics 
terminal  equipment.  Delivery  is  expected  in  March  1978.  Therefore, 
use  of  the  ARPA  network  has  been  limited  to  those  aspects  of 
program  development  which  have  been  described  in  (a).  In  this 
connection,  although  the  network  has  been  used  very  sparingly,  it 
has  proved  extremely  useful  in  allowing  real  collaboration  between 
individuals  whose  expertise  is  in  differing  areas  (computing 
science  and  organic  chemistry  in  this  case). 

Specific  program  modules  whose  development  has  been  facilitated  by 
the  ARPA  network  include  that  concerned  with  the  "Quinone  Diels- 
Alder  Reaction"  and  the  "Ring  Expansion/Contraction"  package. 

Work  on  these  modules  is  near  to  completion  and  the  results  will 
be  published  in  the  near  future. 

Once  the  graphics  terminal  has  been  installed,  Johnson  expects  to 
make  much  greater  use  of  the  network  for  program  testing  and  for 
file  transfer  between  Harvard  and  the  SRC  DEC-10  at  Edinburgh 
(via  the  Rutherford  370/195). 


Oxford  University,  Numerical  Algorithms  Group 

The  Numerical  Algorithms  group  of  Oxford  Computing  .  e 

are  collaborating  with  a  group  from  the  Computational  Mathematics 
Division,  Argonne  National  Laboratory  (ANL).  Their  research 
includes  the  devleopment  of  new  algorithms  and  sophisticated 
tools  for  transforming  mathematical  software.  Their  use  of  the 
ARPANET  consists  of  interactive  use  of  the  Argonne  TSO  system, 
and  file  transfers  between  Argonne  and  Rutherford  (whose  ELEv/lKic 
System  can  be  accessed  directly  from  a  terminal  in  Oxford). 
Transfers  sometimes  involve  using  BBN  as  a  ’staging  post  because 
NAG’s  filestore  limit  at  Rutherford  is  low.  Using  FTP  has 
proved  difficult  because  of  the  lack  of  dbcumentation  from  ANL, 
and  software  bugs. 
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Oxford  Univ ersity ( _  Nuclear  Phys ics  Department 


Quirk  of  the  Department  of  Nuclear  Physics,  Oxford,  leads 
a  group  who  are  working  in  collaboration  with  groups  at 
Harvard,  Chicago  and  Illinois.  This  work  concerns  experiment 
398  at  the  Fermi  National  Accelerator  Laboratory,  Illinois. 
Muon-scattering  (lata  gathered  at  ••■Fermi  is  reduced  and  analysed 
using  software  implemented  on  the  RL  370/195. 

The  collaboration  has  been  working  successfully  for  several 
years.  The  group  has  not  been  particularly  active  in  the  last 
six  months  as  it  has  found  it  difficult  to  make  and  keep  contact 
over  the  network  for  periods  of  more  than  about  30  minutes. 

It  expects  that  this  is  due  to  bad  telephone  lines  in  the 
IJni  ted  States,  and  particularly  bad  when  coming  out  of  the 
nelwork  using  local  dial-up  facilities  in  the  Chicago  area. 

The  group  is  continuing. to  make  use  of  the  network  as  a  way  of 
transmitting  up-dated  versions  of  programs.  These  can  be  trans¬ 
mitted  by  FTP,  with  little  difficulty,  to  the  University  of  Illinois 
One  of  the  groups  collaborators  at  Ferrailab  has  been  making  use 
of  the  network  for  job  submission  to  the  Rutherford  370/195.  He 
has  not  attempted  more  than  this  since  modifying  programs  remotely 
is  difficult  for  the  reason  given  above  and  secondly  because  the 
slow  response  time  makes  using  the  network  difficult. 

The  group  has  acontinued  need  for  the  link  as  their  ability. to  swap 
programs  quickly  and  easily  enables  them  to  be  part  of  a  wide¬ 
spread  collaboration  of  Fermilab  and  the  Universities  of  Harvard, 
Illinois  and  Oxford.’ 

Queen  Mary  College  (QMC) 


The  Computing  Laboratory  at  QMC,  under  Coulouris,  is  engaged  in 
research  aimed  at  developing  software  and  system  concepts  to 
enable  low-cost  information  processing  systems  to  be  more  effective¬ 
ly  applied.  The  most  important  goals  are  the  development  of  highly- 
responsive  interactive  systems,  and  the  provision  of  effective  and 
generalised  communication  and  cooperation  between  distributed 
systems.  Use  of  the  ARPANET  enables  them  to  obtain  information 
about  research  related  to  theirs  in  the  US.  This  may  be  in  the 
form  of  online  text  unavailable  in  printed  form  or  in  the  use 
of  systems  developed  as  research  projects. 

Usage  has  been  similar  to  last  year's  usage.  That  is,  the 
ARPANET  has  been  used.,  in  the  main,  for  retaining  contact  with 
other  US  Computer  Science  groups,  and  exchanging  Unix  software. 

The  main  limitation  on  the  computing  laboratory's  greater  use 
of  the  network  is  the=difficulty  in  transferring  files  from  their 
local  unix  systems  to  the  network. 
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Hockney's  group  in  the  Computer  Science  Department,  Reading  University 
is  ongnjjocl  in  a  project  to  evaluate  and  develop  rapid  elliptical 
solvers  and  particle/mesh  algorithms  for  parallel  architecture 
computers.  During  the  last  year  they  have  continued  to  use 
ARPANET  to  access  the  Illiac  IV  ( I4-TENEX)  and  the  NASA/Ames  IBM 
360/67  (Ames-67)  as  part  of  the  project  to  evaluate  and  develop 
algorithms  for  parallel  architecture  computers. 

O 

They  have  implemented  the  P  M  algorithm  in  the  CFD  language  for  the 
Illiac  IV,  and  this  is  currently  undergoing  final  testing.  This 
has  necessitated  fairly  heavy  use  of  ARPANET  to  access  Ames-67  where 
the  CFD  code  is  compiled,  and  I4-TENEX  to  submit  it  to  the  Illiac  IV. 
Without  ARPANET  this  work  would  not  have  been  possible. 

The  PSTN  telephone  costs  in  accessing  ARPANET  through  the 
the  London  TIP  last, year  began  to  exceed  the  group's  Datel  budget, 
so  connection  via  the  Rutherford  Laboratory  360/195  to  which  they 
have  a  leased  line  was  investigated.  Connection  via  Rutherford 
was  somewhat  less  convenient  than  using  the  TIP 

3 

To  develop  a  large  code  (like  P  M)  the  Reading  group  needed  to 
be  able  to  route  line-printer  formatted  compiler  listings  across 
their  network  to  our  Rutherford  work  station  printer.  This  use  of 
ARPANET  file  transfers  to  Rutherford  was  not  without  problems. 

Recently  two  other  groups  within  the  Department  of  Computer  Science 
at  Reading  University  have  been  attempting  to  set  up  collaborative 
projects  with  co-workers  in  the  U.S.A.  and  have  made  exploratory 
use  of  ARPANET  to  investigate  the  feasibility  of  their  plans. 

The  group  studying  the  evolution  of  galaxies  have  successfully 
accessed  the  MIT-MC  host  while  the  one  working  in  molecular  dynamics 
have  encountered  some  problems  in  using  the  Argonne  National 
Laboratory  IBM  360/195. 

The  Reading  group  hope  to  continue  their  use  of  ARPANET  to  access 
both  Ames-67  and  the  Illiac  IV  to  implement  other  algorithms, 
and  expect  this  to  use  a  similar  amount  of  connect  time  to  the 
present  (10-20  hours  per  week).  The  other  two  groups'  usage  is 
expected  to  be  somewhat  less  in  terms  of  TELNET  connection  time 
but  with  substantial  use  of  File  Transfer  facilities,  as  their  aim 
is  to  run  production  programs. 

Roy al  Signals  and  Radar  Establishment  (Malvern ) 


RSRE  (Malvern)  use  of  the  ARPA  network  falls  under  two  categories. 
The  first  concerns  the  provision  of  a  GEC  4080  computer  to  other 
network  users.  This  computer  was  originally  made  available  via 
the  network  to  the  US  DOD  so  that  they  could  evaluate  the 
programming  language  CORAL  66.  The  subsequent  decision  by  DOD 
to  develop  their  own  language  has  led  to  a  falling  off  of  the 
use  of  the  4080  by  the  DOD,  but  some  continuing  use  has  been  made 
of  the  machine  by  UK  based  users. 


The  second  use  of  the  network  by  MOD  is  in  connection  with  the 
development  of  a  new  programming  language  by  DOD.  The  MOD  are 
actively  participating  in  this  project  in  a  number  of  areas. 
Extensive  use  of  the  network  is  made  by  DOD  for  management  of 
the  project,  running  of  economic  models,  and  the  development  of 
future  plans  with  other  participants.  MOD  intends  to  use  the 
network  in  the  future  to  monitor  the  project,  and  to  run  prototype 
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Laws  and  Walkden  of  the  Mathematics  Department  have  been  working 
on  a  project  to  develop  and  verify  algorithms  for  predicting 
steady  supersonic  flow  fields.  Such  algorithms  involve  very  complex 
multi-dimensional  matrix  calculations  that  are  impractical  for 
ordinary  serial  processing  and  thus  the  ILLIAC  IV  parallel  processor 
machine  is  being  used  for  program  development. 

The  period  covered  by  the  report  is  divided  into  two  distinct 
parts:  November  to  June  and  July  to  December.  During  the  latter 
part,  use  of  the  network  was  minimal. 

Between  November  1976  and  June  1977,  an  average  weekly  connect  time 
of  268  minutes  was  used  to  access  I4-Tenex,  to  test  and  run  3-D 
supersonic  flow  calculation  programs  on  the  I Iliac  IV  computer. 

Their  usage  involved  the  following  types  of  operation: 

transferring  files  between  the  360/195  and  I4-Tenex 


(i) 

(ii) 


file  creation  and  editing;  job  submission;  examination 
of  numerical  results  and  output  files  produced  by  the 
I4-Tenex  system. 


Translators  installed  on  the  Rutherford  Laboratory  370/195  computer 
produce  programs  in  forms  suitable  for  running  on  the  I Iliac  IV. 
computer.  Consequently,  a  substantial  portion  of  access  time  to 
I4-Tenex  has  been  spent  transferring  program  files  from  the  370/195. 

Two  complete  sets  of  program  files  were  transferred,  tested  and 
subsequently  run  on  Illiac  IV.  The  first  during  December  /January 
and  the  second  between  March  and  May.  Improved  FTP  software  has 
meant  that  the  number  of  file  transfers  that  had  to  be  abandoned 
because  of  the  length  of  time  involved,  has  been  significantly 
reduced.  Because  of  the  size  of  the  program  files  used  at  I4-Tenex, 
and  results  files  produced  by  programs  run  on  Illiac  IV,  arrangements 
were  made  to  secure  additional  filestore  space;  this  arrangement 
enabled  them  to  avoid  problems  previously  encountered  in  the 
running  of  jobs. 

The  Illiac  IV  computer  was  used  to  perform  some  three-dimensional 
supersonic  flow  field  calculations,  in  which  non-linear  systems 
of  partial  differential  equations  had  to  be  solved.  Illiac  IV 
was  found  to  be  between  14  and  20  times  faster  than  the  IBM  370/195 
computer  at  Chilton.  In  addition  to  establishing  just  how  quickly 
Illiac  IV  can  produce  solutions  for  complicated  systems  of  hyper¬ 
bolic  PDE's,  a  technique  for  programming  Illiac  IV  was  devised  so 
that,  for  the  particular  class  of  problems  in  which  they  are 
interested,  all  that  the  user  has  to  do  is  supply  a  simple 
routine  in  the  form  identical  to  FORTRAN  for  a  serial  machine. 

The  technique  removes  the  need  for  the  user  to  take  account  of  all 
the  complications  associated  with  intricate  data  structure  for 
parallel  computers  like  Illiac  IV. 
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Thames  Polytechnic 

Crowe  of  the  Systems  Analysis  Division  conducted  two  projects 
during  the  year. 

(1)  The  use  of  the  INGRES  database  at  the  Rand 
Corporation  to  study  the  relational  approach 
to  database  system  design. 

(2)  The  use  of  Data  Computer  America  to  study  a 
hierarchical  structured  database. 

The  first  part  of  the  INGRES  project  was  completed  and  a  database 
was  successfully  established.  The  Data  Computer  America  usage 
has  been  delayed  due  to  staffing  problems. 
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IX  PUBLICATIONS 

During  1977,  the  members  of  the  INDRA  group  presented  many 
contributions  at  technical  meetings,  published  a  number  of 
technical  papers  in  the  Scientific  Press,  and  wrote  many 
Working  Notes  and  Technical  Reports.  The  Technical  Reports 
were  either  summarised  in  the  papers  or  conference  proceedings, 
or  are  referred  to  in  the  References.  In  this  section  we  list 
only  the  published  papers: 


Bennett,  C.J.  and  A.J.  Hinchley  :  "Measurement  of  the  Transmission 
Control  Programme",  Conf.  on  Network  Protocols,  Liege,  Paper  Gl,  1978. 

Higginson,  P.L.  :  "A  view  of  EURONET"  the  4th  European  Network 
User  Workshop,  Berlin,  1977  (in  the  press). 

Higginson,  P.L.  :  "  A  Survey  of  Methods  of  Connecting  Computer 
Systems  to  Packet  Switched  Networks",  Data  Communications  Networks, 
London,  ONLINE,  pp  233-241,  1977. 

Higginson,  P.L.  :  "EURONET  Terminal  Protocols  :  asynchronous 
terminal  support  for  EURONET",  Commission  of  the  European  Communities, 
1977. 

Higginson,  P.L.  and  Z.Z.  Fisher  :  "Experience  with  the  Initial 
EPSS  Service",  EUROCOMP  78,  London,  pp  581-600,  1978. 

Kirstein,  P.T.  :  "Management  Questions  in  relationship  to  the 
University  College  London  node  of  the  ARPA  Computer  Network, 

ICCC  1976,  Toronto,  pp  279-285,  1976  (omitted  from  previous  annual 
report ) . 

Kirstein,  P.T.  :  "Constraint  on  the  development  of  Services  on 
Public  Data  Networks",  EUSIDIC  1977,  Berlin,  1977,  (in  the  press). 

Kirstein,  P.T.  :  "Computer  Networks",  Electronics  and  Power, 

November /December ,  pp  933-939,  1977. 

Kirstein,  P.T.  :  "Choice  of  Communication  Media  for  transmission 
of  facsimile  information".  Computer  Networks.  1978,  (in  the  press). 

Kirstein,  P.T.  :  "Facsimile  Transmission  on  Data  Networks", 

Collog,  on  Facsimile,  IEEE,  paper  12,  1978. 

Kirstein,  P.T.  and  S.  Yilmaz  :  "Facsimile  Transmission  in 
Message  Processing  Systems  with  Data  Management",  ICCC  1978 
Kyoto,  1978  (in  the  press). 

Kent,  S.  :  "The  Automation  of  Network  Access  Procedures  by  names 
of  4  High  Level  Control  Language",  Ph.D.  Thesis, , University  of 
London.  1977. 

Treadwell,  S.W.,  A.J.  Hinchley  and  C.J.  Bennett,  "A  High  Level 
Network  Measurement  Tool",  EUROCOMP  78,  London,  pp  35-49,  1978. 

Yilmaz,  S.  and  P.T.  Kirstein,  "UCL  Experiments  in  Facsimile  transmission 
using  data  base  management  facilities  on  ARPANET",  EUROCOMP  78, 

London,  pp  789-820,  1978. 
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As  last  year,  a  succinct  set  of  conclusions  cannot  be  drawn 
from  the  wide  range  of  projects  treated  in  this  report.  We 
will  summarise,  however,  some  of  the  conclusions  which  can 
be  drawn,  and  indicate  the  chapter(s)  where  the  work  mentioned 
is  described. 


(i)  We  have  reached  the  point  with  our  PDP  9  systems 
where  each  extension  is  taking  up  a  disproportionate  amount 
of  effort.  We  are  attempting  to  connect  too  many  systems 

in  one  or  two  computers  which  are  too  small  for  the  job.  (2) 

(ii)  Both  the  datagram  and  the  virtual  call  type  of  network 
connection  gateways  can  cause  problems.  In  the  virtual  call 
types,  with  host  level  gateways,  the  mapping  of  protocols 

may  be  difficult;  however  the  two  networks  can  use  quite 
different  philosophies  and  protocols.  With  datagram  gateways, 
at  the  packet  level,  host-host  flow  control  and  sequencing 
protocols  have  to  be  agreed  to  run  on  an  end-to-end  basis 
between  the  collaborating  Hosts.  (2, 3, 4, 5). 


(iii)  Mapping  protocols  at  all  levels  between  virtual  call 
networks  by  Host  level  gateways  is  fairly  straight  forward. 
However  certain  features,  e.g.  echoing  of  characters,  may 
not  be  resolvable  in  the  Gateway;  Bilateral  Source  Host  - 
Destination  Host  agreement  may  be  required  for  a  fully  satis¬ 
factory  service.  (3,4) 


(iv)  EPSS  is  becoming  an  operational  entity  -  but  Hosts  are 
slow  to  implement  the  High  Level  Protocols.  (3) 

(v)  There  is  a  broad  scope  of  work  on  the  X25  protocol. 

Much  work  can  be  done  by  making  EPSS  seem  like  an  X25  network. 
This  transformation  by  a  Front-end  Processor  is  quite  feasible. (4] 

(vi)  Care  must  be  taken  to  reduce  the  size  of  X25  implement¬ 
ations.  Early  versions  written  in  a  high  level  language 

are  large;  presumably  assembler  versions  will  be  much  smaller.  (4] 

(vii)  Traffic  generation  and  collection,  with 
time-stamped  packets,  is  a  very  powerful  method  of  analysing 
the  performance  of  packet  switched  networks.  (5) 

(viii)  The  integration  of  facsimile  techniques  with  message 
processing  is  very  promising. 

With  a  digital  facsimile  device,  good  message  processors  and 
cheap  archival  storage,  a  very  attractive  offering  may  emerge. (7) 

(ix)  Considerable  attention  should  be  paid  to  reducing 
the  cost  of  processing  in  archival  systems  like  the  Terabit 
store.  Bulk  rates  for  the  transmission  of  large  quantities 
of  data  are  very  desirable.  (7) 

(x)  The  type  of  use  made  of  the  UCL  node  of  ARPANET  is 
becoming  more  complex;  however  a  steady  population  of 
researchers  from  many  disciplines,  are  integrating  the  use 
of  the  link  into  their  research.  (8) 
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